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Wedge belt pulleys
Pitch Groove Angle Dimensions
Diameter
Range a W We
° mm mm
Up to 80 34° 9,7 8,5
Over 80 38°
Up to 118 34° 12,7 11
Over 118 38°
Up to 190 34° 16,2 14
Over 190 38°
Up to 315 34° 22 19
Over 315 38°
Classical V-belt pulleys
Pitch Groove angle Dimensions
diameter
range a W o
° Inches Inches
3,4-68 34° 0,612 0,625
Over 6,8 38° 0,625
7,0-799 34° 0,879 0,78
8,0-120 36° 0,887
Over 12,0 38° 0,895
12,0 - 12,99 34° 1,259 1,05
13,0 - 17,0 36° 1,271
Qver 17,0 38° 1,283
18,0 - 24,0 36° 1,527 1,3
Over 24,0 38° 1,542
Narrow wedge belt pulleys
Pitch Groove angle Dimensions
diameter
range a W g
° Inches Inches
Under 3,5 36° 0,350 0,350
35-6 38°
6,01 - 12, 40°
Qver 12 42°
Under 10 38° 0,600 0,600
10 - 16 40°
Over 16 42°
Under 16 38° 1,000 1,000
16 - 22,4 40°
Over 22,4 42°

186

11
13,8
17,5

23,8

X

Inches
0,175

0,2

03

0,4

Inches
0,025

0,050

0,100

2,75
3,5

4,8

S

Inches
0,75

1,00

1,438

1,75

Inches
0,407

0,688

1,125

12

15

17

25,5

E

Inches

0,5

0,688

0,875

1,23

Inches
0,344

0,500

0,750

Pulleys

10
12,5

17




[ Belts

Wedge belt pulleys SRR e

> Couplings
> ... Bushings and Hubs
SPZ taper bushed Do Sprockets
D o Pulleys
| Smart tools
1 Groove SPZ
Pitch 0D Pulley Bush Bore F G K L M H Weight* Designation
Diameter Typey No. Mi ’ ° Type 1 oD
in  Max kg PD
50 54 9 1008 9 25 37 28 15 22 - - 03 PHP 1SPZ50TB ‘
56 60 9 1008 9 25 37 23 15 22 - - 0,5 PHP 1SPZ56TB [ ‘ \i [}
60 64 9 008 9 25 22 - - 2 - - 03 PHP 1SPZ60TB L, ¢ & F
63 67 1 1108 9 28 16 - - 22 6 62 03 PHP 1SPZ63TB ¥ N | : L]
67 71 1 1108 9 28 16 - - 2 6 62 03 PHP 1SPZ67TB ‘ ‘
71 75 1 1108 9 28 16 - - 22 6 62 04 PHP 1SPZ71TB M H
75 79 1 1108 9 28 16 - - 2 6 62 04 PHP 1SPZ75TB
80 84 1 1210 11 32 16 - - 25 9 75 05 PHP 1SPZ80TB
85 89 1 1210 11 32 16 - - 25 9 75 07 PHP 1SPZ85TB
90 9% 1 1210 11 32 16 - - 25 9 75 07 PHP 1SPZ90TB
95 99 1 1210 11 32 16 - - 25 9 75 08 PHP 1SPZ95TB
100 104 1 1210 11 32 16 - - 25 9 75 09 PHP 1SPZ100TB
106 10 1 1610 14 42 16 - - 25 9 80 10 PHP 1SPZ106TB Type &4 0D ‘
112 16 1 1610 14 42 16 - - 25 9 80 11 PHP 1SPZ112TB
118 122 1 1610 14 42 16 - - 25 9 80 12 PHP 15PZ118TB K PD
125 129 1 1610 14 42 16 - - 25 9 80 13 PHP 1SPZ125TB 5 ‘ S
132 136 1 1610 14 42 16 - - 25 9 80 15 PHP 1SPZ132TB Lt ‘ i
140 144 1 1610 14 42 16 - - 25 9 80 17 PHP 1SPZ140TB i | '
150 154 1 1610 14 42 16 - - 25 9 80 20 PHP 1SPZ150TB ‘ : ‘
160 164 1 1610 14 42 16 - - 25 9 80 22 PHP 1SPZ160TB M " ‘
170 174 1 1610 14 42 16 - - 25 9 80 22 PHP 1SPZ170TB - =
180 184 1 1610 14 42 16 - - 25 9 80 21 PHP 1SPZ180TB G
190 194 8 1610 14 42 16 161 - 25 9 80 27 PHP 1SPZ190TB
200 206 8 2012 14 50 16 172 - 32 16 100 3.4 PHP 1SPZ200TB
224 228 8 2012 14 50 16 196 - 32 16 100 3.6 PHP 1SPZ224TB
250 254 4 2012 14 50 16 222 8 32 8 100 46 PHP 1SPZ250TB
280 284 4 2012 14 50 16 252 8 32 8 100 55 PHP 1SPZ280TB
315 319 4 2012 14 50 16 287 8 32 8 100 67 PHP 1SPZ315TB
355 359 4 2012 14 50 16 326 8 32 8 112 68 PHP 1SPZ355TB Tvoe 6
400 404 4 2012 14 50 16 371 8 32 8 112 69 PHP 1SPZ400TB yp 0D
450 454 4 2517 16 60 16 421 145 45 145 120 7.2 PHP 1SPZ450TB PD
K G
Il
2 Groove SPZ & \ > T
‘ F
Pitch oD Pulley Bush Bore F G K L M H Weight* Designation L ‘ L
Diameter Type  No. Min  Max i v ‘ ‘ ‘
50 54 9 1008 9 25 49 28 27 22 - - 04 PHP 2SPZ50TB
56 60 9 1108 9 28 49 35 27 22 - - 05 PHP 2SPZ56TB
60 64 9 1108 9 28 49 36 27 22 - - 07 PHP 2SPZ60TB
63 67 6 1108 9 28 28 40 6 22 - - 03 PHP 2SPZ63TB
67 71 6 1108 9 28 28 L2 6 22 - - 04 PHP 2SPZ67TB Type 8 oD
71 75 6 1108 9 28 28 42 6 2 - - 05 PHP 2SPZ71TB
75 79 6 1210 11 32 28 51 3 25 - - 05 PHP 2SPZ75TB K PD
80 84 6 1210 11 32 28 51 3 25 - - 06 PHP 2SPZ80TB ‘
85 89 6 1610 14 42 28 60 3 25 - - 06 PHP 2SPZ85TB ) ‘ )
90 9% 6 1610 14 42 28 61 3 25 - - 07 PHP 2SPZ90TB L g > F
95 99 6 1610 14 42 28 66 3 25 - - 08 PHP 2SPZ95TB ¥ \
100 104 6 1610 14 42 28 71 3 25 - - 09 PHP 2SPZ100TB ‘ ‘ ‘ ‘
106 10 6 1610 14 42 28 76 3 25 - - 11 PHP 25PZ106TB M e H
112 16 6 1610 14 42 28 8 3 25 - - 13 PHP 2SPZ112TB
118 122 6 1610 14 42 28 90 3 25 - - 15 PHP 2SPZ118TB G
125 129 6 1610 14 42 28 97 3 25 - - 17 PHP 2SPZ125TB
132 136 6 1610 14 42 28 104 3 25 - - 20 PHP 2SPZ132TB
140 144 6 1610 14 42 28 112 3 25 - - 24 PHP 2SPZ140TB
150 154 1 2012 14 50 28 - - 32 4 100 26 PHP 2SPZ150TB
160 164 1 2012 14 50 28 - - 32 4 100 31 PHP 2SPZ160TB Type 9 o0
170 174 1 2012 14 50 28 - - 32 4 100 28 PHP 2SPZ170TB
180 184 8 2012 14 50 28 152 - 32 4 100 29 PHP 2SPZ180TB PD
190 194 8 2012 14 50 28 161 - 32 4 100 31 PHP 2SPZ190TB K G
200 206 8 2012 14 50 28 171 32 4 100 3.4 PHP 2SPZ200TB
224 228 8 2012 14 50 28 196 - 32 4 100 45 PHP 2SPZ224TB ‘
250 254 4 2012 14 50 28 222 2 32 2 100 54 PHP 2SPZ250TB ﬁ( ‘ T
280 284 4 2012 14 50 28 252 2 32 2 100 62 PHP 25PZ280TB < >
315 319 4 2012 14 50 28 286 2 32 2 100 7.2 PHP 2SPZ315TB 7 ‘ F
355 359 4 2012 14 50 28 326 2 32 2 112 86 PHP 2SPZ355TB L ‘ i
400 404 4 2517 16 60 28 371 85 45 85 120 9.9 PHP 2SPZ400TB ¥ |
450 454 4 2517 16 60 28 421 85 45 85 120 112 PHP 2SPZ450TB ‘ ‘

Dimensions in mm unless otherwise stated
* Weights do not include bushings
Non-functional dimensions may vary slightly
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Wedge belt pulleys

SPZ taper bushed
3 Groove SPZ
Pitch oD Pulley Bush Bore F G K L M H Weight*  Designation
Diameter Typey No. Mi ° ° Type 2 0D
in  Max kg
63 67 6 1108 9 28 40 40 18 22 - = 0,4 PHP 35PZ63TB PD
67 71 6 1108 9 28 40 42 18 22 = = 0,5 PHP 3SPZ67TB
71 5 6 1108 9 28 40 42 18 22 - - 0,6 PHP 3SPZ71TB t 4 N \ib T
75 79 6 1210 11 32 40 48 15 25 - = 0,7 PHP 3SPZ75TB &\
80 84 6 1210 11 32 40 51 15 25 - = 0,7 PHP 3SPZ80TB Y F
85 89 6 1610 14 42 40 60 15 25 - - 0,8 PHP 3SPZ85TB M 9 i
90 94 6 1610 14 42 40 61 15 25 - = 0,9 PHP 35PZ90TB O
95 99 6 1610 14 42 40 66 15 25 - = 1,0 PHP 3SPZ95TB * '
100 104 6 1610 14 42 40 71 15 25 - - 11 PHP 3SPZ100TB G
106 110 6 1610 14 42 40 78 15 25 - = 1.4 PHP 35PZ106TB
112 116 6 2012 14 50 40 8 8 32 = = 1.4 PHP 35PZ112TB
118 122 6 2012 14 50 40 92 8 32 - - 1,7 PHP 35PZ118TB
125 129 2 2012 14 50 40 97 o 32 8 = 2,0 PHP 35PZ125TB
132 136 2 2012 14 50 40 104 - 32 8 = 2,3 PHP 3SPZ132TB Type 4 oD
140 144 2 2012 14 50 40 112 - 32 8 - 2,7 PHP 3SPZ140TB
150 154 2 2012 14 50 40 122 - 32 8 - 33 PHP 35PZ150TB K PD
160 164 2 2012 14 50 40 132 - 32 8 = 3.9 PHP 35PZ160TB )
170 174 2 2012 14 50 40 141 - 32 4 - 3,2 PHP 3SPZ170TB 4 ‘ [}
180 184 2 2012 14 50 40 152 - 32 8 - 3.4 PHP 35PZ180TB L [e: ééz : : Eé; D F
190 194 7 2012 14 50 40 161 4 32 4 100 3,4 PHP 3SPZ190TB * | v
200 204 7 2012 14 50 40 172 4 32 4 100 3,9 PHP 3SPZ200TB | T !
224 228 7 2012 14 50 40 196 4 32 4 100 54 PHP 3SPZ224TB M Li H 4,J
250 254 5 2012 14 50 40 222 4 32 4 100 6,4 PHP 35PZ250TB
280 284 4 2517 16 60 40 252 25 45 25 120 83 PHP 3SPZ280TB G
315 319 4 2517 16 60 40 287 25 45 25 120 101 PHP 35PZ315TB
355 359 4 2517 16 60 40 326 25 45 25 120 11,7 PHP 3SPZ355TB
400 404 4 2517 16 60 40 371 25 45 25 120 133 PHP 3SPZ400TB
450 454 4 2517 16 60 40 421 25 45 25 120 146 PHP 3SPZ450TB
500 504 4 2517 16 60 40 471 25 45 25 120 158 PHP 3SPZ500TB Tvpe 5
630 634 4 2517 16 60 40 601 55 45 25 120 170 PHP 3SPZ630TB yp oD
800 804 4 3020 25 75 40 771 55 51 25 150 33,0 PHP 35PZ800TB K PD ‘
I
L 9 i
4 Groove SPZ | I
i ; |
Pitch oD Pulley Bush Bore F G K L M H Weight* Designation M e—H
Diameter Type  No. Min  Max i G
63 67 6 1108 9 28 52 38 30 22 - = 0,5 PHP 45PZ63TB
67 71 6 1108 9 28 52 41 30 22 = = 0,6 PHP 4SPZ67TB
71 5 6 1108 9 28 52 45 30 22 - - 0,7 PHP 4SPZ71TB
75 79 6 1210 11 32 52 46 27 25 - = 08 PHP 4SPZ75TB
80 84 6 1210 11 32 52 51 27 25 - = 0,9 PHP 4SPZ80TB Type 6 oD
85 89 6 1610 14 42 52 60 27 25 - - 1,0 PHP 4SPZ85TB
90 94 6 1610 14 42 52 61 27 25 - = 11 PHP 45PZ90TB PD
95 99 6 1610 14 42 52 66 27 25 = = 1.3 PHP 4SPZ95TB K G
100 104 6 1610 14 42 52 72 27 25 - - 1,4 PHP 4SPZ100TB
106 110 6 1610 14 42 52 80 27 25 - = 1,6 PHP 45PZ106TB f
112 116 6 2012 14 50 52 8 20 32 - = 1,7 PHP 45PZ112TB Qﬁ( ‘ b T
118 122 6 2012 14 50 52 92 20 32 - - 2,0 PHP 4S5PZ118TB | F
125 129 2 2012 14 50 52 99 - 32 20 - 2,3 PHP 45PZ125TB L
132 136 2 2012 14 50 52 104 - 32 20 - 2,6 PHP 4SPZ132TB ¥ M ‘ l
140 144 2 2012 14 50 52 112 - 32 20 - 31 PHP 4SPZ140TB ; T !
150 154 2 2517 16 60 52 122 - 45 7 - 3,8 PHP 4SPZ150TB
160 164 2 2517 16 60 52 132 - 45 7 = 4,6 PHP 45PZ160TB
170 174 2 2517 16 65 52 141 - 45 7 - 55 PHP 4SPZ170TB
180 184 2 2517 16 60 52 152 - 45 7 - 6,3 PHP 45PZ180TB
190 194 7 2517 16 65 52 161 35 45 35 120 53 PHP 4SPZ190TB Type 7 oD
200 204 7 2517 16 60 52 172 35 45 35 120 54 PHP 4SPZ200TB
224 228 7 2517 16 60 52 196 35 45 35 120 70 PHP 4SPZ224TB K PD
250 254 7 2517 16 60 52 222 35 45 35 120 80 PHP 4SPZ250TB
280 284 7 2517 16 60 52 252 35 45 35 120 95 PHP 4SPZ280TB T *
315 319 7 2517 16 60 52 287 35 45 35 120 121 PHP 4SPZ315TB fe: D
355 359 5 2517 16 60 52 326 35 45 35 120 128 PHP 4SPZ355TB L | F
400 404 5 2517 16 60 52 371 35 45 35 120 13,6 PHP 4SPZ400TB &+ ; { ‘
450 454 5 3020 25 75 52 421 05 51 05 150 145 PHP 4SPZ450TB ! f
500 504 5 3020 25 75 52 471 05 51 05 150 173 PHP 4SPZ500TB M l«e—H
630 634 4 3020 25 75 52 601 12 76 12 150 23,0 PHP 4SPZ630TB
800 804 4 3030 35 75 52 771 12 76 12 150 36,0 PHP 4SPZ800TB G

Dimensions in mm unless otherwise stated
* Weights do not include bushings
Non-functional dimensions may vary slightly
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5 Groove SPZ

Pitch
Diameter

0D

Pulley
Type
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6 Groove SPZ
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Pulley
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Wedge belt pulleys

SPZ taper bushed
Bush  Bore 7 G K
e Min  Max
1610 14 42 64 60 39
1610 14 42 64 61 39
1610 14 42 64 66 39
2012 14 50 64 72 32
2012 14 50 64 78 32
2012 14 50 64 84 32
2012 14 50 64 90 32
2012 14 50 64 97 32
2517 16 60 64 104 19
2517 16 60 64 112 -
2517 16 60 64 122 -
2517 16 60 64 132 -
2517 16 60 64 141 -
2517 16 60 64 152 -
2517 16 60 64 161 95
2517 16 60 64 172 95
2517 16 60 64 196 95
2517 16 60 64 222 95
2517 16 60 64 252 95
2517 16 60 64 287 95
2517 16 60 64 326 95
3020 25 75 64 371 65
3020 25 75 64 421 65
3020 25 75 64 471 6
3020 25 75 64 601 6
3535 35 90 64 771 125
Bush  Bore 7 G K
e Min  Max
1610 14 42 76 61 51
1610 14 42 76 61 51
1610 14 42 76 66 Sl
2012 14 50 76 72 44
2012 14 50 76 78 4k
2012 14 50 76 84 44
2517 16 60 76 90 31
2517 16 60 76 97 31
2517 16 60 76 104 31
2517 16 60 76 112 -
2517 16 60 76 122 -
2517 16 60 76 132 -
2517 16 65 76 141 -
2517 16 60 76 152 -
2517 16 65 76 161 155
2517 16 60 76 172 155
2517 16 60 76 196 155
2517 16 60 76 222 155
2517 16 60 76 252 155
2517 16 60 76 287 155
2517 16 60 76 326 155
3020 25 75 76 371 -
3020 25 75 76 421 -
3020 25 75 76 471 -
3525 35 90 76 601 65
3535 35 90 76 771 65

Dimensions in mm unless otherwise stated

* Weights do not include bushings

Non-functional dimensions may vary slightly

120
150
150
150
150
170

Weight*

Designation

PHP 55PZ85TB

PHP 55PZ90TB

PHP 55PZ95TB

PHP 55PZ100TB
PHP 55PZ106TB
PHP 55PZ112TB
PHP 55PZ118TB
PHP 55PZ125TB
PHP 55PZ132TB
PHP 55PZ140TB
PHP 55PZ150TB
PHP 55PZ160TB
PHP 55PZ170TB
PHP 55PZ180TB
PHP 55PZ190TB
PHP 55PZ200TB
PHP 55PZ224TB
PHP 55PZ250TB
PHP 55PZ280TB
PHP 55PZ315TB
PHP 55PZ355TB
PHP 55PZ400TB
PHP 55PZ450TB
PHP 55PZ500TB
PHP 55PZ630TB
PHP 55PZ800TB

Designation

PHP 65SPZ85TB

PHP 6SPZ90TB

PHP 6SPZ95TB

PHP 65PZ100TB
PHP 65PZ106TB
PHP 65PZ112TB
PHP 65PZ118TB
PHP 65PZ125TB
PHP 65PZ132TB
PHP 65PZ140TB
PHP 65PZ150TB
PHP 65PZ160TB
PHP 65PZ170TB
PHP 65PZ180TB
PHP 65PZ190TB
PHP 65PZ200TB
PHP 65PZ224TB
PHP 6SPZ250TB
PHP 65PZ280TB
PHP 65PZ315TB
PHP 6SPZ355TB
PHP 6SPZ400TB
PHP 65PZ450TB
PHP 6SPZ500TB
PHP 65PZ630TB
PHP 65PZ800TB

P Belts
D Chains
Do Couplings
| Bushings and Hubs
Do Sprockets
D o Pulleys
> o Smart tools
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Wedge belt pulleys

SPZ taper bushed
8 Groove SPZ
Pitch oD Pulley Bush Bore F G K L M H Weight*  Designation
Diameter Typey No. Mi ° ° Type 3 0D
in  Max kg K
140 144 3 2517 16 60 100 112 27,5 45 275 - 4,0 PHP 85PZ140TB PD
150 154 3 2517 16 60 100 122 27,5 45 215 = 51 PHP 8SPZ150TB ({ A IV
160 164 3 2517 16 60 100 132 27,5 45 275 - 5,6 PHP 85PZ160TB 17 6% f D T
180 184 3 3020 25 60 100 152 275 45 275 - 71 PHP 85PZ180TB L % ‘ F
200 204 3 3020 25 75 100 171 245 51 245 - 9.3 PHP 8SPZ200TB |
224 228 3 3020 25 75 100 195 245 51 24,5 - 11,8 PHP 85PZ224TB Q) T l
250 254 7 3020 25 75 100 221 245 51 245 150 10,5 PHP 85PZ250TB 2
280 284 5 3020 25 75 100 252 245 51 24,5 150 10,8 PHP 8SPZ280TB
355 359 5 3030 35 75 100 326 12 76 12 150 16,0 PHP 8SPZ355TB M G
400 404 5 3030 35 75 100 371 12 76 12 150 18,2 PHP 85PZ400TB
450 454 5 3535 35 90 100 421 55 89 55 170 24,0 PHP 8SPZ450TB

Dimensions in mm unless otherwise stated

* Weights do not include bushings Type 5 oD
Non-functional dimensions may vary slightly ‘
K PD ‘
L9 ‘ F
" 1 ] 1
I T
' IV
G
Type 7 oD
K PD
L P F
‘ !
ok i T
M fe—H 4>‘
G
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Wedge belt pulleys S e

Do Couplings
| Bushings and Hubs
SPA taper bushed b o Sprockets
D o Pulleys
> o Smart tools
1 Groove SPA
Pitch 0D Pulley Bush  Bore F G K L M H Weight* Designation
Diameter Typey No. Mi ’ ° Type 1 0D
in  Max kg PD
63 68,5 9 1008 9 25 40 38 18 22 = = 0,8 PHP 1SPA63TB .
67 72,5 1 1108 9 28 20 = = 22 2 62 0,5 PHP 1SPA67TB * ‘ X\i A
71 76,5 1 1108 9 28 20 - - 22 2 62 05 PHP 1SPA71TB L g p F
75 80,5 1 1108 9 28 22 - - 22 2 62 04 PHP 1SPA75TB * N | ; L]
80 85,5 1 1210 11 32 20 - = 25 5 75 05 PHP 1SPA80TB ! T
85 90,5 1 1210 11 32 20 - - 25 5 75 0,6 PHP 1SPA85TB M H
90 95,5 1 1210 11 32 20 - - 25 5 75 0,7 PHP 1SPA90TB
95 1005 1 1210 11 32 20 - - 25 5 75 09 PHP 1SPA95TB
100 1055 1 1610 14 42 20 - - 25 5 80 08 PHP 1SPA100TB
106 1115 1 1610 14 42 20 - - 25 5 80 09 PHP 1SPA106TB Type 4 oD
112 1175 1 1610 14 42 20 - = 25 5 80 11 PHP 1SPA112TB
118 1235 1 1610 14 42 20 - - 25 5 80 1,2 PHP 1SPA118TB K PD
125 1305 1 1610 14 42 20 - - 25 5 80 1,4 PHP 1SPA125TB * { Y
132 1375 1 1610 14 42 20 - - 25 5 80 1,6 PHP 1SPA132TB L d l:% ‘ @:' 5 F
140 1455 1 1610 14 42 20 - - 25 5 80 18 PHP 1SPA140TB * |
150 1555 1 1610 14 42 20 - - 25 5 80 21 PHP 1SPA150TB ; T
160 1655 1 1610 14 42 20 - = 25 5 80 24 PHP 1SPA160TB M H ‘
170 1755 1 1610 14 42 20 - - 25 5 80 11 PHP 1SPA170TB
180 1855 1 1610 14 42 20 - - 25 5 80 23 PHP 1SPA180TB G
190 1955 1 2012 14 42 20 - - 25 5 80 2,7 PHP 1SPA190TB
200 2055 8 2012 14 50 20 165 6 32 6 100 23 PHP 1SPA200TB
212 2175 8 2012 14 50 20 177 6 32 6 100 3,5 PHP 1SPA212TB
224 2295 8 2012 14 50 20 189 6 32 6 100 4,0 PHP 1SPA224TB Type 6 oD
250 2555 8 2012 14 50 20 215 6 32 6 100 4,8 PHP 1SPA250TB
280 2855 8 2012 14 50 20 245 6 32 6 100 6,3 PHP 1SPA280TB PD
315 3205 8 2012 14 50 20 280 6 32 6 100 7,2 PHP 1SPA315TB
355 3605 4 2012 14 50 20 320 6 32 6 100 7,6 PHP 1SPA355TB K 6
400 4055 4 2012 14 50 20 365 6 32 6 100 7,9 PHP 1SPA400TB |
450 4555 4 2012 16 60 20 415 6 32 6 100 8,4 PHP 1SPA450TB ﬁ( ‘ T
500 5055 4 2517 16 60 20 465 - 45 25 120 9,4 PHP 1SPA500TB < >
630 6355 4 2517 16 60 20 595 45 25 120 131 PHP 1SPA630TB L % ! F
; | |
" T 1
2 Groove SPA
Type 7 oD
Pitch oD Pulley Bush Bore F G K L M H Weight* Designation
Diameter Type  No. Min | Max - K PD
63 68,5 9 1008 9 28 55 36 33 22 = = 0,6 PHP 2SPA63TB T *
67 72,5 6 1108 9 28 35 37 13 22 = = 0,4 PHP 2SPA67TB I )
71 76,5 6 1108 9 28 35 40 13 22 - - 0,5 PHP 2SPA71TB L | F
75 80,5 [ 1108 9 28 35 44 10 25 = - 0,7 PHP 2SPA75TB & ; f ‘
80 85,5 6 1210 11 32 35 47 10 25 = = 0,6 PHP 2SPA80TB ! I
85 90,5 6 1210 11 32 35 50 10 25 = = 0,7 PHP 2SPA85TB M f«—H
90 95,5 6 1610 14 42 35 60 10 25 = = 0,7 PHP 2SPA90TB
95 1005 6 1610 14 42 35 64 10 25 = = 0,9 PHP 2SPA95TB G
100 1055 6 1610 14 42 35 70 10 25 - - 11 PHP 2SPA100TB
106 1115 6 1610 14 42 35 76 10 25 - = 1,2 PHP 2SPA106TB
112 1175 6 1610 14 42 35 80 10 25 = = 1.4 PHP 2SPA112TB Type 8 oD
118 1235 6 1610 14 42 35 86 10 25 - - 1,6 PHP 2SPA118TB
125 1305 6 1610 14 42 35 90 10 25 - - 19 PHP 2SPA125TB K PD
132 1375 6 2012 14 50 35 98 3 32 - - 21 PHP 2SPA132TB .
140 1455 6 2012 14 50 35 106 3 32 - - 2,6 PHP 2SPA140TB A [}
150 1555 6 2012 14 50 35 116 3 32 - - 3,2 PHP 2SPA150TB L g ‘ D F
160 1655 6 2012 14 50 35 125 3 32 = = 3.8 PHP 2SPA160TB * |
170 1755 6 2012 14 50 35 135 3 32 - - 4,5 PHP 2SPA170TB ' ‘ T ‘ '
180 1855 7 2012 14 50 35 148 15 32 15 100 5,2 PHP 2SPA180TB M le————— H ——»
190 1955 7 2517 16 60 35 158 15 32 15 100 44 PHP 2SPA190TB
200 2055 8 2517 16 60 35 165 5 45 5 120 49 PHP 2SPA200TB G
212 2175 8 2517 16 65 35 177 5 45 5 120 58 PHP 2SPA212TB
224 2295 8 2517 16 60 35 189 - 45 10 120 6,6 PHP 2SPA224TB
250 2555 8 2517 16 60 35 215 5 45 5 120 6,8 PHP 2SPA250TB
280 2855 8 2517 16 60 35 245 - 45 10 120 83 PHP 2SPA280TB Type 9 oD
315 3205 8 2517 16 60 35 280 - 45 10 120 10,2 PHP 2SPA315TB
355 3605 4 2517 16 60 35 320 - 45 10 120 105 PHP 2SPA355TB PD
400 4055 4 2517 16 60 35 365 - 45 10 120 113 PHP 2SPA400TB K G
450 4555 4 2517 16 60 35 465 - 45 10 120 15,0 PHP 2SPA450TB
500 5055 4 2517 16 60 35 525 - 51 16 150 18,7 PHP 2SPA500TB ﬁ i
630 6355 4 3020 25 75 35 595 51 16 150 22,0 PHP 2SPA630TB e ‘ > ?
Dimensions in mm unless otherwise stated L 7 ! F
* Weights do not include bushings ) ‘ l
T

Non-functional dimensions may vary slightly
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3 Groove SPA

Pitch
Diameter

0D

76,5

805,5

1005,5

Pulley Bush

Type

6
6
6
6
6
6
2
2
6
2
2
2
6
[}
6
6
6
6
7
7
7
7
7
8
4
4
4
4
4
4
4
4

4 Groove SPA

Pitch
Diameter

90
95
100
106
112
118
125
132
140
150
160
170
180
190
200
212
224
250
280
315
355
400
450
500
560
630
800
1000

0D

805,5

1005,5

Pulley

Type

3
3
2
6
6
2
2
2
2
2
2
2
2
2
2
2
2
7
7
7
5
5
5
5
4
4
4
4

No.

1108
1210
1210
1210
1610
1610
1610

Bush
No.

1615

Bore

Dimensions in mm unless otherwise stated

* Weights do not include bushings

Non-functional dimensions may vary slightly
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F

K L
28 22
25 25
25 25
25 25
25 25
25 25
= 25
= 25
18 32
= 32
= 32
= 32
5 45
5 45
5 45
5 45
5 45
5 45
25 45
25 45
25 45
25 45
25 45
05 51
05 51
05 51
05 51
05 51
05 51
05 51
19,5 89
19,5 89
K L
13,5 38
13,5 38
= 38
33 32
3 32
= 32
= 32
= 45
= 45
= 45
= 45
= 45
= 45
= 45
51
= 51
= 51
7 51
7 51
7 51
7 51
7 51
7 51
7 51
12 89
12 89
12 89
18,5 102

Wedge belt pulleys

Weight*

kg

0,7
0,8
0,9

Designation

PHP 3SPA71TB
PHP 3SPA75TB
PHP 3SPASOTB
PHP 3SPA85TB
PHP 3SPA90TB
PHP 3SPA95TB
PHP 35PA100TB
PHP 3SPA106TB
PHP 3SPA112TB
PHP 3SPA118TB
PHP 3SPA125TB
PHP 3SPA132TB
PHP 3SPA140TB
PHP 3SPA150TB
PHP 3SPA160TB
PHP 3SPA170TB
PHP 35PA180TB
PHP 3SPA190TB
PHP 3S5PA200TB
PHP 3SPA212TB
PHP 3SPA224TB
PHP 3SPA250TB
PHP 3SPA280TB
PHP 3SPA315TB
PHP 3SPA355TB
PHP 3SPA400TB
PHP 3SPA450TB
PHP 3SPA500TB
PHP 3SPA560TB
PHP 3SPA630TB
PHP 3SPA800TB
PHP 3SPA1000TB

Designation

PHP 4SPA90TB
PHP 4SPA95TB
PHP 4SPA100TB
PHP 4SPA106TB
PHP 4SPA112TB
PHP 4SPA118TB
PHP 4SPA125TB
PHP 4SPA132TB
PHP 4SPA140TB
PHP 4SPA150TB
PHP 4SPA160TB
PHP 4SPA170TB
PHP 4SPA180TB
PHP 4SPA190TB
PHP 4SPA200TB
PHP 4SPA212TB
PHP 4SPA224TB
PHP 4SPA250TB
PHP 4SPA280TB
PHP 4SPA315TB
PHP 4SPA355TB
PHP 4SPA400TB
PHP 4SPA450TB
PHP 4SPA500TB
PHP 4SPA560TB
PHP 4SPA630TB
PHP 4SPA800TB
PHP 4SPA1000TB

SPA taper bushed
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Wedge belt pulleys

SPA taper bushed

5 Groove SPA
Pitch oD Pulley Bush Bore F G K L M H Weight* Designation
Diameter Type  No. Min  Max i

100 1055 2 1615 14 42 80 70 - 38 42 - 1,9 PHP 5SPA100TB
106 1115 6 2012 14 50 80 76 48 32 = = 2,1 PHP 5SPA106TB
112 1175 6 2012 14 50 80 80 48 32 - - 2.4 PHP 5SPA112TB
118 1235 2 2012 14 50 80 86 - 32 48 - 2,7 PHP 5SPA118TB
125 1305 3 2012 14 50 80 92 24 32 24 - 31 PHP 5SPA125TB
132 1375 3 2517 16 60 80 98 17,5 45 17,5 - 3,2 PHP 55PA132TB
140 1455 3 2517 16 60 80 106 17,5 45 175 - 3,9 PHP 5SPA140TB
150 1555 3 2517 16 60 80 116 17,5 45 175 - 4,7 PHP 5SPA150TB
160 1655 3 2517 16 60 80 126 17,5 45 17,5 - 5,6 PHP 55PA160TB
170 1755 3 3020 25 75 80 146 175 45 175 - 6,2 PHP 5SPA170TB
180 1855 3 3020 25 75 80 165 145 51 145 - 6,8 PHP 5SPA180TB
190 1955 2 3020 25 75 80 189 - 51 29 - 7.4 PHP 55PA190TB
200 2055 3 3020 25 75 80 215 145 51 145 - 9.1 PHP 5SPA200TB
212 2175 2 3020 25 75 80 245 - 51 29 - 10,7 PHP 5SPA212TB
224 2295 2 3020 25 75 80 280 - 51 29 - 12,3 PHP 5SPA224TB
250 2555 7 3020 25 75 80 215 145 51 145 150 11,7 PHP 5SPA250TB
280 2855 8 3525 35 90 80 245 45 89 45 170 174 PHP 5SPA280TB
315 3205 8 3525 35 90 80 280 45 89 45 170 20,0 PHP 5SPA315TB
355 3605 &4 3525 35 90 80 320 45 89 45 170 228 PHP 5SPA355TB
400 4055 4 3525 35 90 80 365 45 89 45 170 2438 PHP 5SPA400TB
450 4555 4 3525 35 90 80 415 45 89 45 170 285 PHP 55PA450TB
500 5055 4 3525 35 90 80 465 45 89 45 170 31,7 PHP 5SPA500TB
560 5655 4 3525 35 90 80 525 45 89 45 170 350 PHP 5SPA560TB
630 6355 4 3525 35 90 80 595 45 89 45 170 42,0 PHP 5SPA630TB
800 8055 &4 4030 40 100 80 765 11 102 11 216 60,0 PHP 5SPA800TB
1000 10055 4 4545 55 110 80 965 17 114 17 225 700 PHP 5SPA1000TB

6 Groove SPA
Pitch oD Pulley Bush Bore F G K L M H Weight* Designation
Diameter Type  No. Min  Max i

100 1055 3 1610 14 42 95 70 285 38 285 - 2,2 PHP 6SPA100TB
106 1115 6 2012 14 50 95 76 63 32 = = 2,5 PHP 6SPA106TB
112 1175 6 2012 14 50 95 80 63 32 - - 2,8 PHP 6SPA112TB
118 1235 6 2012 14 50 95 8 63 32 - - 31 PHP 6SPA118TB
125 1305 3 2012 14 50 95 92 315 32 315 - 37 PHP 6SPA125TB
132 1375 3 2517 16 60 95 98 25 45 25 - 3,6 PHP 6SPA132TB
140 1455 3 2517 16 60 95 106 25 45 25 - 4,5 PHP 6SPA140TB
150 1555 3 2517 16 60 95 116 25 45 25 - 53 PHP 6SPA150TB
160 1655 3 2517 16 60 95 126 25 45 25 - 6,3 PHP 6SPA160TB
170 1755 3 3020 25 75 95 135 22 51 22 - 6,3 PHP 6SPA170TB
180 1855 3 3020 25 75 95 146 22 51 22 - 7,5 PHP 6SPA180TB
190 1955 3 3020 25 75 95 155 22 51 22 - 8,6 PHP 6SPA190TB
200 2055 3 3020 25 75 95 165 22 51 22 - 9,9 PHP 6SPA200TB
212 2175 3 3020 25 75 95 176 22 51 22 - 11,6 PHP 6SPA212TB
224 2295 3 3020 25 75 95 189 22 51 22 - 13,2 PHP 6SPA224TB
250 2555 7 3020 25 75 95 215 22 51 22 150 125 PHP 6SPA250TB
280 2855 7 3525 35 90 95 245 3 89 3 170 19,0 PHP 6SPA280TB
315 3205 7 3525 35 90 95 280 3 89 3 170 211 PHP 6SPA315TB
355 3605 5 3525 35 90 95 320 3 89 3 170 235 PHP 6SPA355TB
400 4055 5 3525 35 90 95 365 3 89 3 170 26,0 PHP 6SPA400TB
450 4555 5 3525 35 90 95 415 3 89 3 170 30,0 PHP 6SPA450TB
500 5055 5 3525 35 90 95 465 3 89 3 170 34,0 PHP 6SPA500TB
560 5655 5 3525 35 90 95 525 3 89 3 170 39,0 PHP 6SPA560TB
630 6355 4 4030 40 100 95 595 3,5 102 355 216 535 PHP 6SPA630TB
800 8055 & 4030 40 100 95 765 35 102 3,5 216 700 PHP 6SPA800TB
1000 10055 4 4545 55 110 95 965 95 114 95 225 855 PHP 6SPA1000TB

Dimensions in mm unless otherwise stated
* Weights do not include bushings
Non-functional dimensions may vary slightly
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1 Groove SPB

Pitch
Diameter

100
106
112
118
125
132
140

0D

Pulley
Type

S B B 000000 0000000000000 C00C00 N ERERLPELRLELRLEP PP

2 Groove SPB

Pitch
Diameter

100
106
112
118
125
132
140
150
160
170
180
190
200
212
224
236
250
280
300

630

0D

637

Pulley

S B S ES0000000 00000 REENMNNNNNNNNDNDN
o
@

Bush
No.

1610
1610
1610
1610
1610
1610
1610

Bush
No.

1610

Bore

Dimensions in mm unless otherwise stated

* Weights do not include bushings

Non-functional dimensions may vary slightly
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Wedge belt pulleys

SPB taper bushed

Weight*

Designation

PHP 15PB100TB
PHP 1SPB106TB
PHP 1SPB112TB
PHP 15PB118TB
PHP 1SPB125TB
PHP 1SPB132TB
PHP 1SPB140TB
PHP 1SPB150TB
PHP 1SPB160TB
PHP 1SPB170TB
PHP 15PB180TB
PHP 1SPB190TB
PHP 1SPB200TB
PHP 1SPB212TB
PHP 1SPB224TB
PHP 1SPB236TB
PHP 1SPB250TB
PHP 1SPB280TB
PHP 1SPB300TB
PHP 1SPB315TB
PHP 1SPB335TB
PHP 1SPB355TB
PHP 1SPB400TB
PHP 1SPB450TB
PHP 1SPB500TB
PHP 1SPB560TB
PHP 1SPB630TB

Designation

PHP 25PB100TB
PHP 2SPB106TB
PHP 25PB112TB
PHP 25PB118TB
PHP 25PB125TB
PHP 25PB132TB
PHP 25PB140TB
PHP 25PB150TB
PHP 25PB160TB
PHP 25PB170TB
PHP 25PB180TB
PHP 25PB190TB
PHP 25PB200TB
PHP 25PB212TB
PHP 2S5PB224TB
PHP 25PB236TB
PHP 25PB250TB
PHP 25PB280TB
PHP 2SPB300TB
PHP 2SPB315TB
PHP 2SPB335TB
PHP 2SPB355TB
PHP 2S5PB400TB
PHP 2SPB450TB
PHP 25PB500TB
PHP 2SPB560TB
PHP 2SPB630TB
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P Belts
Wedge belt pulleys SO i
> Couplings
| Bushings and Hubs
SPB taper bushed Do Sprockets
D o Pulleys
o Smart tools
3 Groove SPB
Pitch 0D Pulley Bush  Bore F G K L M H Weight*  Designation
Diameter Typey No. M ’ g Type 2 0b
in  Max kg
100 107 2 1610 14 42 63 57 = 25 38 - 0,9 PHP 3SPB100TB PD
106 113 2 1610 14 42 63 67 = 25 38 = 2,0 PHP 3SPB106TB 4 \i
112 119 2 2012 14 42 63 72 - 25 38 - 2,0 PHP 3SPB112TB L d > T
118 125 2 2012 14 42 63 78 - 25 38 - 2,3 PHP 3SPB118TB * F
125 132 2 2012 14 50 63 82 = 32 31 - 2,5 PHP 3SPB125TB f &
132 139 2 2012 14 50 63 89 - 32 31 - 31 PHP 3SPB132TB M & i
140 147 2 2012 14 50 63 97 - 32 31 - 3,5 PHP 3SPB140TB + r‘
150 157 2 2517 16 60 63 107 = 45 18 - 4,0 PHP 3SPB150TB G
160 167 2 2517 16 60 63 117 - 45 18 - 4,9 PHP 3SPB160TB
170 177 2 2517 16 60 63 127 - 45 18 - 57 PHP 3SPB170TB
180 187 2 2517 16 60 63 137 = 45 18 - 6,7 PHP 3SPB180TB Type 3 oD
190 197 2 2517 16 60 63 147 - 45 18 - 7,6 PHP 3SPB190TB K
200 207 2 2517 16 60 63 157 = 45 18 - 8,9 PHP 3SPB200TB PD
212 219 7 2517 16 60 63 169 = 45 18 120 8.2 PHP 3S5PB212TB '{(A 7
224 231 7 2517 16 60 63 181 - 45 18 120 91 PHP 3SPB224TB 76 | b T
236 243 7 2517 16 60 63 193 - 45 18 120 98 PHP 3SPB236TB L ‘ F
250 257 7 3020 25 75 63 207 = 51 12 150 11,2 PHP 35PB250TB % |
280 287 7 3020 25 75 63 237 6 51 6 150 12,0 PHP 3SPB280TB Q} - i
300 307 7 3020 25 75 63 257 6 51 6 150 135 PHP 3SPB300TB Z
315 322 7 3020 25 75 63 272 [} 51 6 150 14,2 PHP 3SPB315TB
335 342 7 3020 25 75 63 292 6 51 6 150 16,0 PHP 3SPB335TB M G
355 362 5 3020 25 75 63 312 6 51 6 150 17,7 PHP 3SPB355TB
400 407 4 3535 35 90 63 357 13 89 13 170 25,0 PHP 3SPB400TB
450 457 4 a5 5 90 63 407 - 89 26 170 26,3 PHP 3SPB450TB
500 507 4 3535 35 90 63 457 - 89 26 170 299 PHP 3SPB500TB Type 4 oD
560 567 4 3535 35 90 63 517 = 89 26 170 372 PHP 3SPB560TB
630 637 4 3535 35 90 63 587 = 89 26 170 41,0 PHP 3SPB630TB K PD
710 717 4 3535 35 90 63 664 4 89 22 170 480 PHP 3SPB710TB r t
800 807 4 3535 35 90 63 754 4 89 22 170 55,0 PHP 3SPB800TB L q ‘ L ;
900 907 4 3535 35 90 63 854 4 89 22 170 64,1 PHP 3SPBS00TB v
1000 1007 4 4040 40 100 63 954 6 102 33 200 72,0 PHP 3S5PB1000TB * T 1 i
1250 1257 4 4040 70 100 63 1204 6 102 33 200 1400 PHP 35PB1250TB M ‘ H ‘
G
4 Groove SPB
Type 5 0D
P{tch oD Pulley Bush Bore F G K L M H Weight* Designation PD
Diameter Type  No. Min  Max - K
100 107 3 1210 11 32 82 58 29 25 29 - 2,4 PHP 4SPB100TB 1 f
106 113 3 1610 14 42 82 65 29 25 29 = 2,3 PHP 4SPB106TB L 9 p F
112 119 3 1610 14 42 82 65 29 25 29 - 2,8 PHP 4SPB112TB !
118 125 3 1610 14 42 82 71 29 25 29 - 3.3 PHP 4SPB118TB Ze 1 { *
125 132 3 2012 14 50 82 82 25 32 25 - 3.0 PHP 4SPB125TB
132 139 3 2012 14 50 82 89 25 32 25 - 3,8 PHP 4SPB132TB M e—H
140 147 3 2517 16 60 82 97 185 45 185 - 4,0 PHP 4SPB140TB G
150 157 3 2517 16 60 82 107 185 45 185 - 4,9 PHP 4SPB150TB
160 167 3 2517 16 60 82 117 18,5 45 185 - 58 PHP 4SPB160TB
170 177 3 2517 16 60 82 127 185 45 185 - 6,6 PHP 4SPB170TB
180 187 3 2517 16 60 82 137 185 45 185 - 7.7 PHP 4SPB180TB Type 7 oD
190 197 3 2517 16 60 82 147 18,5 45 185 - 8,6 PHP 4SPB190TB
200 207 3 3020 25 75 82 157 45,5051 550 9.3 PHP 4SPB200TB K PD
212 219 3 3020 25 75 82 169 55 &l 455 = 10,9 PHP 4SPB212TB
224 231 3 3020 25 75 8 181 155 51 155 - 12,4 PHP 4SPB224TB i }
236 243 3 3020 25 75 82 193 155 51 155 - 14,1 PHP 4SPB236TB L 4 P F
250 257 7 3020 25 75 82 207 15,5 51 155 150 12,7 PHP 4SPB250TB | ‘
280 287 7 3020 25 75 82 237 55 Gl 15,5 150 13,8 PHP 4SPB280TB =z i 1
300 307 7 3535 35 90 82 257 155 89 7 150 20,5 PHP 4SPB300TB
315 322 8 3535 35 90 82 272 35 8 35 170 20,6 PHP 4SPB315TB M ~—H
335 342 8 3535 35 90 82 292 35 89 35 170 22,0 PHP 4SPB335TB G
355 362 8 3535 35 90 82 312 35 89 35 170 232 PHP 4SPB355TB
400 407 4 3535 35 90 82 357 35 89 35 170 26,5 PHP 4SPB400TB
450 457 4 EEEE IS5 90 82 407 - 89 7 170 29,7 PHP 4SPB450TB
500 507 4 3535 35 90 82 457 - 89 7 170 34,7 PHP 4SPB500TB Type 8 oD
560 567 4 3535 35 90 82 517 = 89 7 170 39,0 PHP 4SPB560TB
630 637 4 3535 35 90 82 587 = 89 7 170 44,5 PHP 4SPB630TB K PD
710 717 4 3535 35 90 82 664 35 89 35 187 50,5 PHP 4SPB710TB r t
800 807 4 4040 40 100 82 754 10 102 10 200 60,5 PHP 4SPB800TB L d ‘ L '4:
900 907 4 4040 40 100 82 854 10 102 10 216 70,0 PHP 4SPBS00TB
1000 1007 4 4040 40 100 82 954 10 102 10 216 765 PHP 4SPB1000TB * : 1
1250 1257 4 4545 70 110 82 1204 16 114 16 225 1620 PHP 45PB1250TB M ‘ H
Dimensions in mm unless otherwise stated
G

* Weights do not include bushings
Non-functional dimensions may vary slightly




Wedge belt pulleys
SPB taper bushed

5 Groove SPB

Pitch oD Pulley Bush Bore F G K L M H Weight*  Designation
Diameter Typey No. Mi ’ g Type 3 0D
in  Max kg K
125 132 6 2012 14 50 101 87 69 32 - - 3,6 PHP 5SPB125TB PD
132 139 6 2517 16 60 101 94 56 45 = = 3.8 PHP 5SPB132TB (( A ) |7 T
140 147 3 2517 16 60 101 97 28 45 28 - 4,2 PHP 5SPB140TB % 6% D
150 157 3 2517 16 60 101 107 28 45 28 - 5,7 PHP 55PB150TB L % ‘ % F
160 167 3 2517 16 60 101 117 28 45 28 - 6,7 PHP 55PB160TB 4 |
170 177 3 3020 25 75 101 127 25 51 25 - 6,7 PHP 5SPB170TB ) T l
180 187 3 3020 25 75 101 137 25 51 25 - 7.8 PHP 5SPB180TB G
190 197 3 3020 25 75 101 147 25 51 25 - 9.1 PHP 5SPB190TB M G
200 207 3 3020 25 75 101 157 25 51 25 - 10,3 PHP 5SPB200TB
212 219 3 3020 25 75 101 169 25 51 25 = 12,2 PHP 5SPB212TB
224 231 3 3020 25 75 101 181 25 51 25 - 13,7 PHP 5SPB224TB Type 4 oD
236 243 3 3535 35 90 101 193 6 89 6 - 15,9 PHP 55PB236TB
250 257 3 3535 35 90 101 207 6 89 - 18,6 PHP 55PB250TB K PD
280 287 7 3535 35 90 101 237 6 89 170 21,4 PHP 5SPB280TB |
300 307 7 3535 35 90 101 257 6 89 170 22,5 PHP 5SPB300TB § ‘ i
315 322 7 3535 35 90 101 272 6 89 170 223 PHP 5SPB315TB L 4 P F
335 342 7 3535 35 90 101 292 6 89 170 24,0 PHP 5SPB335TB i 1
355 362 7 3535 35 90 101 312 6 89 170 25,5 PHP 5SPB355TB M ‘
400 407 5 3535 35 90 101 357 6 89 170 30,2 PHP 5SPB400TB H
450 457 5 3535 35 90 101 407 - 89 170 328 PHP 5SPB450TB
500 507 5 3535 101 - 36,7 PHP 5SPB500TB G
560 567 4 4040 101 45,6 PHP 5SPB560TB
630 637 4 4040 101 50,0 PHP 5SPB630TB Type 5 oD
710 717 4 4040 101 63,5 PHP 5SPB710TB
800 807 4 4040 101 67,0 PHP 5SPB800TB K PD
900 907 4 4040 101 103,0 PHP 5SPB900TB
1000 1007 4 4545 101 110,0 PHP 5SPB1000TB | f
1250 1257 4 4545 101 180,0 PHP 55PB1250TB L g \ F
% 3 ‘ d
' PV
6 Groove SPB A
Pitch oD Pulley Bush F Weight* Designation
Diameter Type  No. ko Ty pe 6 oD
125 132 3 2012 120 4,2 PHP 6SPB125TB PD
132 139 3 2012 120 4,5 PHP 6SPB132TB K G
140 147 3 2517 120 4,7 PHP 6SPB140TB )
150 157 3 2517 120 6,5 PHP 6SPB150TB
160 167 3 3020 120 5.9 PHP 65PB160TB ‘ T
170 177 3 3020 120 7,6 PHP 6SPB170TB | F
180 187 3 3020 25 75 120 137 345 51 345 - 8,9 PHP 6SPB180TB L
190 197 3 3020 25 75 120 147 345 51 345 - 10,2 PHP 65PB190TB v % ‘ L
200 207 3 3020 25 75 120 157 345 51 345 - 11,7 PHP 6SPB200TB ' ! I
212 219 3 3535 35 90 120 169 155 89 155 - 13,2 PHP 65PB212TB
224 231 3 3535 35 90 120 181 155 89 155 - 15,2 PHP 65PB224TB Type 7 oD
236 243 3 3535 35 90 120 193 155 89 155 - 17,6 PHP 6SPB236TB
250 257 3 3535 35 90 120 207 155 89 155 - 20,2 PHP 6SPB250TB K PD
280 287 7 3535 35 90 120 237 155 89 155 191 235 PHP 65PB280TB
300 307 7 3535 35 90 120 257 155 89 155 191 24,0 PHP 6SPB300TB f f
315 322 7 3535 35 90 120 272 155 89 155 191 24,1 PHP 6SPB315TB L ¢ P F
335 342 7 3535 35 90 120 292 155 89 155 191 26,0 PHP 6SPB335TB I ‘
355 362 7 3535 35 90 120 312 155 89 155 191 283 PHP 6SPB355TB v ] !
400 407 5 3535 35 90 120 357 155 89 155 191 31,8 PHP 6SPB400TB
450 457 5 4040 35 100 120 407 - 102 18 191 353 PHP 6SPB450TB M ~——H—
500 507 5 4040 35 100 120 457 102 18 191 40,7 PHP 6SPB500TB
560 567 5 4040 35 100 120 517 - 102 18 191 49.2 PHP 6SPB560TB 6
630 637 5 4040 35 100 120 587 - 102 18 191 535 PHP 65PB630TB
710 717 5 4040 40 100 120 664 9 102 9 240 69,0 PHP 6SPB710TB
800 807 5 4545 40 110 120 754 3 114 3 240 84,5 PHP 6SPB800TB
900 907 5 4545 40 110 120 854 3 114 3 240 94,5 PHP 6SPB900TB
1000 1007 5 4545 40 110 120 954 3 114 3 240 104,0 PHP 6SPB1000TB
1250 1257 &4 4545 70 110 120 1204 3,5 127 35 265 2100 PHP 6SPB1250TB

Dimensions in mm unless otherwise stated
* Weights do not include bushings
Non-functional dimensions may vary slightly
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[ Belts

Wedge belt pulleys S T

> Couplings
| Bushings and Hubs
SPB taper bushed b Sprockets
D o Pulleys
o Smart tools
8 Groove SPB
Pitch 0D Pulley Bush Bore F G K L M H Weight*  Designation
Diameter Typey No. Mi ’ g Type 3 0D
in  Max kg K
140 147 3 2517 25 60 158 97 56,5 45 56,5 - 6,8 PHP 85PB140TB PD
160 167 3 3020 25 75 158 117 535 il 535 = 8.3 PHP 8SPB160TB .4( A | |7 T
170 177 3 3030 25 75 158 127 41 76 41 - 9,5 PHP 85PB170TB [70% D
180 187 3 3030 25 75 158 137 41 76 41 - 10,8 PHP 85PB180TB L % ‘ F
190 197 3 3030 25 75 158 147 41 76 41 - 12,3 PHP 85PB190TB p |
200 207 3 35 I 90 158 157 34,5 89 34,5 - 13,7 PHP 8SPB200TB r/‘l T i
212 219 3 3535 35 90 158 169 345 89 345 - 15,8 PHP 85PB212TB
224 231 3 3535 35 90 158 181 345 89 345 - 17,9 PHP 8SPB224TB M G
236 243 3 3535 35 90 158 193 345 89 345 - 20,0 PHP 8S5PB236TB
250 257 3 3535 35 90 158 207 345 89 345 - 23,2 PHP 85PB250TB
280 287 3 3535 35 90 158 237 345 89 345 - 26,6 PHP 85PB280TB Type 5 oD
300 307 6 3535 35 90 158 257 34,5 89 34,5 170 2773 PHP 8SPB300TB
315 322 6 3535 35 90 158 272 345 89 345 170 28,0 PHP 85PB315TB K PD
335 342 [} 3535 35 90 158 292 345 89 345 170 30,5 PHP 8SPB335TB .
355 362 6 3535 35 90 158 312 34,5 89 34,5 170 315 PHP 8SPB355TB *
400 407 5 4040 35 100 158 357 28 102 28 200 43,0 PHP 8SPB400TB L 9 ‘ p F
450 457 5 4040 35 100 158 407 28 102 28 200 46,0 PHP 85PB450TB | +
500 507 5 4040 35 100 158 457 28 102 28 200 52,0 PHP 8SPB500TB e T 1
560 567 5 4545 40 110 158 517 22 114 22 225 545 PHP 85PB560TB M H
630 637 5 4545 40 110 158 587 22 114 22 225 67,0 PHP 8SPB630TB
710 717 5 4545 40 110 158 664 22 114 22 225 755 PHP 8SPB710TB G
800 807 5 4545 40 110 158 754 22 114 22 225 945 PHP 8SPB800TB
900 907 5 4545 40 110 158 854 22 114 22 225 1135 PHP 85PB900TB Type 7 oD
1000 1007 5 5050 70 125 158 954 15,5 127 155 245 1215 PHP 8SPB1000TB
1250 1257 5 5050 70 125 158 1204 15,5 127 155 245 2420 PHP 85PB1250TB K PD
T
L P i
10 Groove SPB ! |
n‘/ ; 1
Pitch oD Pulley Bush Bore F G K L M H Weight* Designation M -——— H ——
Diameter Type  No. Min  Max @ 6
224 231 3 3535 35 90 196 181 535 89 535 - 20,5 PHP 10SPB224TB
236 243 3 3535 35 90 196 193 535 89 535 - 22,6 PHP 10SPB236TB Type 6 0D
250 257 3 3535 35 90 196 207 535 89 535 - 26,6 PHP 10SPB250TB
280 287 3 3535 35 90 196 237 535 89 535 - 27,8 PHP 10SPB280TB PD
315 322 7 3535 35 90 196 272 535 89 535 170 288 PHP 10SPB315TB K G
335 342 7 4040 40 100 196 292 47 102 47 200 32,0 PHP 10SPB335TB
355 362 7 4040 40 100 196 312 47 102 47 200 33,5 PHP 10SPB355TB ﬁ( |
400 407 5 4040 40 100 196 357 47 102 47 200 36,0 PHP 10SPB400TB < ‘ 7] T
450 457 5 4545 40 110 196 407 41 114 41 225 47,0 PHP 10SPB450TB | F
500 507 5 4545 40 110 196 457 41 114 41 225 55,0 PHP 10SPB500TB L
560 567 5 4545 = 110 196 517 41 114 41 225 59,0 PHP 10SPB560TB v % ‘ ¢
630 637 5 4545 40 110 196 587 41 114 41 225 66,0 PHP 10SPB630TB . ! \
710 717 5 4545 40 125 196 664 41 114 41 225 75,0 PHP 10SPB710TB
800 807 5 4545 40 125 196 754 41 114 41 225 96,0 PHP 10SPB800TB
900 907 5 5050 70 125 196 854 34,5 127 34,5 245 1190 PHP 10SPB900TB
1000 1007 5 5050 70 125 196 954 34,5 127 345 245 1410 PHP 10SPB1000TB
1250 1257 5 5050 71 125 196 1203 35 127 - = 265,0 PHP 10SPB1250TB

Dimensions in mm unless otherwise stated
* Weights do not include bushings
Non-functional dimensions may vary slightly
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3 Groove SPC

Pitch oD Pulley Bush Bore
Diameter Type  No. Min  Max
200 2096 3 2517 16 60
212 2216 3 3020 25 75
224 2336 3 3020 25 75
236 2456 3 3020 25 75
250 2596 3 3020 25 75
265 2746 1 335 I 90
280 2896 1 3535 35 90
300 3096 7 3535 35 90
315 3246 7 3535 35 90
335 3446 7 3535 35 90
355 3646 7 3535 35 90
375 384,6 7 3535 35 90
400 409,6 4 3535 35 90
425 4346 4 3535 35 90
450 459,64 3535 35 90
475 4846 4 3535 35 90
500 509.6 4 3535 35 90
530 539,6 4 3535 35 90
560 569,6 4 3535 35 90
630 639,6 4 4040 40 100
710 7196 4 4040 40 100
800 809,6 4 4545 40 110
1000 1009,6 4 5050 70 125
1250 1259,6 4 5050 70 125
4 Groove SPC

Pitch oD Pulley Bush Bore
Diameter Type  No. Min  Max
200 2096 3 3020 25 75
212 2216 3 3020 25 75
224 2336 3 3535 35 90
236 2456 3 3535 35 90
250 2596 3 3535 35 90
265 2746 3 EEEEINEE 90
280 2896 3 3535 35 90
300 3096 7 3535 35 90
315 3246 7 3535 35 90
335 3446 7 3535 35 90
355 3646 7 3535 35 90
375 384,6 7 3535 35 90
400 409,6 5 3535 35 90
425 4346 5 3535 35 90
450 459,65 3535 35 90
475 4846 5 3535 35 90
500 5096 5 3535 35 90
530 539,6 5 4040 35 100
560 5696 5 4040 35 100
630 639,6 4 4545 40 110
710 7196 4 5050 40 125
800 809,6 4 5050 70 125
1000 1009,6 4 5050 70 125
1250 1259,6 4 5050 70 125

Dimensions in mm unless otherwise stated
* Weights do not include bushings

Non-functional dimensions may vary slightly
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Wedge belt pulleys

SPC taper bushed

Weight*

kg

10,2
11,2
1277
14,4
16,5
19,7
22,7
22,7
22,0
24,1
26,2
28,0
293
328
34,7

Weight*

Designation

Type 1

PHP 3SPC200TB
PHP 35PC212TB
PHP 3SPC224TB
PHP 3SPC236TB
PHP 3SPC250TB
PHP 3SPC265TB
PHP 3SPC280TB
PHP 3SPC300TB
PHP 3SPC315TB
PHP 3SPC335TB
PHP 3SPC355TB
PHP 3SPC375TB
PHP 3SPC400TB
PHP 3SPC425TB
PHP 3SPC450TB
PHP 3SPC475TB
PHP 3SPC500TB
PHP 3SPC530TB
PHP 3SPC560TB
PHP 3SPC630TB
PHP 3SPC710TB
PHP 3SPC800TB
PHP 3SPC1000TB
PHP 3SPC1250TB

Type 3

Type &

Designation

PHP 4SPC200TB
PHP 4SPC212TB
PHP 4SPC224TB
PHP 4SPC236TB
PHP 4SPC250TB
PHP 4SPC265TB
PHP 4SPC280TB
PHP 4SPC300TB
PHP 4SPC315TB
PHP 4SPC335TB
PHP 4SPC355TB
PHP 4SPC375TB
PHP 4SPC400TB
PHP 4SPC425TB
PHP 4SPC450TB
PHP 4SPC475TB
PHP 4SPC500TB
PHP 4SPC530TB
PHP 4SPC560TB
PHP 4SPC630TB
PHP 4SPC710TB
PHP 4SPC800TB
PHP 4SPC1000TB
PHP 4SPC1250TB

Type 5

Type 7
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Wedge belt pulleys

PHP 5SPC1000TB
PHP 55PC1250TB

SPC taper bushed

5 Groove SPC

Pitch oD Pulley Bush Bore F G K L M H Weight* Designation
Diameter Type  No. Min  Max @

200 209.6 3 3535 35 90 136 150 235 89 235 - 122 PHP 55PC200TB
212 2216 3 3535 35 90 136 160 235 89 235 - 14.5 PHP 55PC212TB
224 2336 3 3535 35 90 136 173 235 89 235 - 16.6 PHP 55PC224TB
236 2456 3 3535 35 90 136 185 235 89 235 - 18.9 PHP 55PC236TB
250 259.6 3 3535 35 90 136 198 235 89 235 - 21.5 PHP 55PC250TB
265 2746 3 s I 90 136 213 235 89 235 - 25.0 PHP 5SPC265TB
280 289.6 3 3535 35 90 136 228 235 89 235 - 28.4 PHP 55PC280TB
300 309.6 7 3535 35 90 136 247 235 89 235 170 282 PHP 5SPC300TB
315 3246 7 3535 35 90 136 264 235 89 235 170 281 PHP 55PC315TB
335 3446 7 3535 35 90 136 280 235 89 235 170 311 PHP 5S5PC335TB
355 3646 7 3535 35 90 136 304 235 89 235 170 331 PHP 55PC355TB
375 3846 7 345 I 90 136 324 235 89 235 170 35.6 PHP 5SPC375TB
400 4096 5 3535 35 90 136 344 235 89 235 170 385 PHP 55PC400TB
425 4346 5 3535 35 90 136 369 235 89 235 170 425 PHP 5S5PC425TB
450 459.6 5 4040 35 100 136 394 17 102 17 200 443 PHP 5SPC450TB
475 4846 5 4040 35 100 136 419 17 102 17 200 485 PHP 55PC475TB
500 5096 5 4040 35 100 136 444 17 102 17 200 51.0 PHP 5S5PC500TB
530 539.6 5 4545 40 110 136 474 17 102 17 200 66.0 PHP 5SPC530TB
560 569.6 5 4545 40 110 136 504 11 114 11 200 66.7 PHP 55PC560TB
630 639.6 5 5050 40 125 136 574 45 127 45 245 730 PHP 5SPC630TB
710 7196 5 5050 70 125 136 654 45 127 45 245 93.0 PHP 5SPC710TB
800 809.6 5 5050 70 125 136 737 45 127 45 245 1190 PHP 5S5PC800TB

5
5

1250 1259.6

6 Groove SPC

Pitch oD Pulley Bush Bore F G K L M H Weight* Designation
Diameter Type  No. Min Max @

200 209.6 3 3535 35 90 162 148 365 89 365 - 141 PHP 6SPC200TB
212 2216 3 3535 35 90 162 160 365 89 365 - 16.5 PHP 65PC212TB
224 2336 3 3535 35 90 162 173 365 89 365 - 18.0 PHP 6SPC224TB
236 2456 3 3535 35 90 162 185 365 89 365 - 213 PHP 6SPC236TB
250 259.6 3 3535 35 90 162 198 365 89 365 - 29.0 PHP 6SPC250TB
265 2746 3 335 I 90 162 213 36.5 89 36.5 - 30.3 PHP 6SPC265TB
280 289.6 7 3535 35 90 162 228 365 89 365 - 315 PHP 65PC280TB
300 309.6 7 3535 35 90 162 247 365 89 365 170 315 PHP 6SPC300TB
315 3246 7 3535 35 90 162 264 365 89 365 170 332 PHP 6SPC315TB
335 3446 7 3535 35 90 162 280 36.5 89 365 170 375 PHP 6SPC335TB
355 3646 7 3535 35 90 162 304 365 89 365 170 405 PHP 6SPC355TB
375 3846 7 4040 35 100 162 324 30 102 30 200 445 PHP 6SPC375TB
400 409.6 7 4040 35 100 162 348 30 102 30 200 48.0 PHP 6SPC400TB
425 4346 7 4040 40 100 162 369 30 102 30 225 510 PHP 6SPC425TB
450 459.6 7 4545 40 110 162 394 24 114 24 225 57.5 PHP 6SPC450TB
475 4846 7 4545 40 110 162 419 24 114 24 225 62.0 PHP 6SPC475TB
500 509.6 5 4545 40 110 162 444 24 114 24 225 67.0 PHP 6SPC500TB
530 539.6 5 5050 40 125 162 474 175 114 175 245 745 PHP 6SPC530TB
560 569.6 5 5050 40 125 162 504 24 127 24 245 775 PHP 6SPC560TB
630 639.6 5 5050 40 125 162 574 17.5 127 175 245 885 PHP 6SPC630TB
710 7196 5 5050 70 125 162 654 17.5 127 175 245 1073 PHP 6SPC710TB
800 809.6 5 5050 70 125 162 737 17.5 127 17.5 245 126.0 PHP 6SPC800TB
1000 1009.6 5 5050 70 125 162 937 17.5 127 17.5 245 185.0 PHP 6SPC1000TB
1250 1259.6 5 5050 70 125 162 1187 175 127 175 245 2580 PHP 6SPC1250TB

Dimensions in mm unless otherwise stated
* Weights do not include bushings

Non-functional dimensions may vary slightly

Type 3

Type 5

Type 7

Belts
Chains
Couplings

....... Bushings and Hubs

Sprockets
Pulleys
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8 Groove SPC

Pitch
Diameter

200
212
224
236
250
265
280

10 Groove SPC

Pitch
Diameter

224
236
250
265
280
300
315
335
355
375
400
425
450
475
500
530
560
630
710
800
1000
1250

0D Pulley
Type

3
3
3
3
3)
3
3
3
3
7
3)
3846 3
7
7
7
7
7
7
5
5
5
5
5
5

1259.6

0D Pulley
Type

w
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o
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1259.6 5

Bush

Bush

Bore

Bore

125

Dimensions in mm unless otherwise stated

* Weights do not include bushings

Non-functional dimensions may vary slightly

200

F

Wedge belt pulleys

Weight*

kg

20.0
213
22.9
25.9
29.0
325
364

Weight*

kg

28

30,9
35.0
39,5
421
441
47.0

Designation

PHP 8SPC200TB
PHP 85PC212TB
PHP 8SPC224TB
PHP 8SPC236TB
PHP 8SPC250TB
PHP 8SPC265TB
PHP 8SPC280TB
PHP 8SPC300TB
PHP 8SPC315TB
PHP 8SPC335TB
PHP 8SPC355TB
PHP 8SPC375TB
PHP 8SPC400TB
PHP 8SPC425TB
PHP 8SPC450TB
PHP 8SPC475TB
PHP 8SPC500TB
PHP 8SPC530TB
PHP 8SPC560TB
PHP 8SPC630TB
PHP 8SPC710TB
PHP 8SPC800TB
PHP 8SPC1000TB
PHP 8SPC1250TB

Designation

PHP10SPC224TB
PHP 10SPC236TB
PHP 10SPC250TB
PHP 10SPC265TB
PHP 10SPC280TB
PHP 10SPC300TB
PHP 10SPC315TB
PHP 10SPC335TB
PHP 10SPC355TB
PHP 10SPC375TB
PHP 10SPC400TB
PHP 10SPC425TB
PHP 10SPC450TB
PHP 10SPC475TB
PHP 10SPC500TB
PHP 10SPC530TB
PHP 10SPC560TB
PHP 10SPC630TB
PHP 10SPC710TB
PHP 10SPC800TB
PHP 10SPC1000TB
PHP 10SPC1250TB

SPC taper bushed
Type 3 o
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[ Belts

Classical V-belt pulleys S e

Do Couplings
| Bushings and Hubs
A/B taper bushed b Sprockets
D o Pulleys
o Smart tools

NN \EI\WQEY NN
Type A-1 Type A-2 Type B-1
W

M
E L ; M .« F 4,‘ E L M l«— F 4,‘ E
Type B-2 Type C-3
0.D. PD - PD. 0D. +—-—+t
A
v
M E M
E L — L
1 Groove 2 Groove
Pitch Diameter Outside  Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
ABelt B Belt e Min Max Ibs Min Max Ibs
3,00 3,40 3,75 A-1 1210 58 1% 1 1 2,20 PHP 1-B34TB A-1 1210 5/ 1Ye 13 3 1 2,20 PHP 2-B34TB
3,20 3,60 3,95 A-1 1210 5/ 1% 1 1 2,60 PHP 1-B36TB A-1 1210 5/ 1Y 13 3 1 2,60 PHP 2-B36TB
3,40 3,80 4,15 A-1 1610 12 158 1 1 2,80 PHP 1-B38TB A-1 1610 12 158 13 3 1 2,80 PHP 2-B38TB
3,60 4,00 4,35 A-1 1610 12 158 1 1 3,00 PHP 1-B40TB A-1 1610 32 158 13 3 1 3,00 PHP 2-B40TB
3,80 4,20 4,55 A-1 1610 12 15 1 1 3,50 PHP 1-B42TB A-1 1610 12 158 13 3 1 4,00 PHP 2-B42TB
4,00 4,40 4,75 A-1 1610 %2 158 1 1 3,80 PHP 1-B44TB  A-1 1610 %2 158 13 3 1 4,50 PHP 2-B44TB
4,20 4,60 4,95 A-1 1610 32 1% 1 1 4,00 PHP 1-B46TB A-1 1610 32 158 13 3 1 5,00 PHP 2-B46TB
4,40 4,80 5,15 A-1 1610 12 158 1 1 4,50 PHP 1-B48TB A-1 1610 12 158 13 3 1 5,50 PHP 2-B48TB
4,60 5,00 5,35 A-1 1610 %2 158 1 1 4,80 PHP 1-B50TB  A-1 1610 %2 158 13 3 1 6,00 PHP 2-B50TB
4,80 5,20 5,55 A-1 1610 12 158 1 1 5,00 PHP 1-B52TB A-1 1610 12 158 13 3 1 6,50 PHP 2-B52TB
5,00 5,40 5,75 A-1 1610 12 15 1 1 5,50 PHP 1-B54TB  A-1 1610 %2 158 13 3 1 7,00 PHP 2-B54TB
5,20 5,60 535 A-1 1610 %2 158 1 1 6,00 PHP 1-B56TB  A-1 1610 %2 158 13 3 1 8,20 PHP 2-B56TB
5,40 5,80 6,15 A-1 1610 32 1% 1 1 6,30 PHP 1-B58TB A-1 1610 12 158 13 3 1 8,60 PHP 2-B58TB
5,60 6,00 6,35 A-1 1610 12 158 1 1 6,70 PHP 1-B60TB A-1 1610 12 158 13 3 1 8,80 PHP 2-B60TB
5,80 6,20 6,55 A-1 1610 %2 158 1 1 7,00 PHP 1-B62TB  A-1 1610 %2 158 13 3 1 9,00 PHP 2-B62TB
6,00 6,40 6,75 A-1 1610 12 158 1 1 8,00 PHP 1-B64TB A-1 1610 12 158 13 3 1 10,00 PHP 2-B64TB
6,20 6,60 6,95 A-1 1610 12 15 1 1 8,50 PHP 1-B66TB  A-1 1610 %2 158 13 3 1 10,50 PHP 2-B66TB
6,40 6,80 7,15 A-1 1610 %2 158 1 1 9,00 PHP 1-B68TB  A-1 1610 %2 158 13 3 1 11,00 PHP 2-B68TB
7,00 7,40 7,75 B-1 2517 3 212 1 13 3 9,40 PHP 1-B74TB  A-1 2517 3/ 212 13 13 16,00 PHP 2-B74TB
8,20 8,60 8,95 B-2 2517 3 21 1 13%% 3 12,00 PHP1-B86TB A-2 2517 3 212 13 1 34 18,00 PHP 2-B86TB
9,00 9,40 9,75 B-2 2517 3 212 1 13 3 14,00 PHP1-B94TB A-2 2517 3 212 13 13 20,00 PHP 2-B94TB
10,60 11,00 11,35 B-2 2517 3 212 1 13 3 18,00 PHP 1-B110TB A-2 2517 3/ 212 13 1 3 25,00 PHP 2-B110TB
12,00 12,40 12,75 C-3 2517 3 2% 1 Ya 13 %2 18,50 PHP 1-B124TB A-3 2517 3 22 13 1 34 27,00 PHP 2-B124TB
15,00 15,40 15,75 C-3 2517 3 212 1 Ya 13 32 19,00 PHP 1-B154TB A-3 2517 3 2% 13 A 31,00 PHP 2-B154TB
18,00 18,40 18,75 C-3 2517 3 2% 1Ys 3w 13 The 24,00 PHP1-B184TB A-3 2517 3 212 13 1 3% 33,00 PHP 2-B184TB
19,60 20,00 20,35 = = = = = = = = = = C-3 3020 1% 3 1 34 2 Ys 49,00 PHP 2-B200TB
24,60 25,00 2535 = = = = = = = = = = C-3 3020 1% 3 1 34 2 W 65,00 PHP 2-B250TB
29,60 30,00 30,35 - - - - - - - - - - C-3 3020 1% 3 1 3 2 Ya 75,00 PHP 2-B300TB
37,60 38,00 3835 = = = = = = = = = - C-3 3020 1% 3 1 3 2 Y 112,00 PHP 2-B380TB
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Classical V-belt pulleys

A/B taper bushed

Type A-1 Type A-2 Type A-3 Type B-3

F F F FFW

S

- VN NN NN .

M

E L t M E L M E L M E L —
3 Groove 4 Groove
Pitch Diameter Outside Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
ABelt B Belt ety Min Max lbs Min Max Ibs
3,00 3,40 375 A-1 1210 5/ 1Ye 2% 1% 1 3,00 PHP3-B34TB A-1 1210 5 1Y 3% 2 1 3,00 PHP 4-B34TB
3,20 3,60 3,95 A-1 1210 5/ 1Y 2% 13 1 3,50 PHP3-B36TB A-1 1210 9/ 1Y 3% 2% 1 3,50 PHP 4-B36TB
3,40 3,80 4,15 A-1 1610 12 15 2% 173 1 4,00  PHP3-B38TB A-1 1610 %2 158 3% 2% 1 4,00 PHP 4-B38TB
3,60 4,00 435 A-1 1610 12 15 2% 1% 1 500 PHP3-B40TB A-1 1610 %2 15 3% 2% 1 500  PHP 4-B40TB
3,80 4,20 4,55 A-1 1610 12 1% 2% 1% 1 6,00 PHP3-B42TB A-1 1610 %2 1% 3% 2 1 550  PHP 4-B42TB
4,00 4,40 4,75 A-1 1610 %2 158 2% 113 1 6,50 PHP 3-B44TB  A-1 1610 %2 158 3% 2% 1 6,00 PHP 4-B44TB
4,20 4,60 4,95 A-1 1610 12 15 2% 13 1 7,00  PHP3-B46TB A-1 1610 %2 15 3% 2% 1 7,00  PHP 4-B46TB
4,40 4,80 515 A-1 1610 12 15 2% 1% 1 8,00 PHP3-B48TB A-1 1610 12 1% 3% 2 1 8,00  PHP 4-B48TB
4,60 5,00 5,35 A-1 1610 32 158 2% 173 1 8,50 PHP 3-B50TB  A-1 2517 3 2% 3 Y 132 13 8,50 PHP 4-B50TB
4,80 520 555 A-1 1610 12 15 2% 1% 1 9,00 PHP3-B52TB A-1 2517 3 2% 3Yi 132 13 9,00  PHP 4-B52TB
5,00 540 575 A-1 2517 3 2% 212 132 13 9,50  PHP 3-B54TB A-1 2517 3 2% 3Ye 132 13 9,50  PHP 4-B54TB
5,20 5,60 5,35 A-1 2517 3 2% 2% 1Y 13 10,00 PHP 3-B56TB A-1 2517 3 2% 3 Y 13 13 10,00 PHP 4-B56TB
540 580 615 A-1 2517 3 22 212 3 1 3 10,50 PHP3-B58TB A-1 2517 3 2% 3Ys 132 13 12,00 PHP 4-B58TB
560 6,00 635 A-1 2517 3 22 212 3 1 3 11,00 PHP3-B60TB A-1 2517 3 2% 3Ys 132 13 12,50 PHP 4-B60TB
5,80 6,20 6,55 A-1 2517 3 212 22 3 13 11,50 PHP 3-B62TB A-1 2517 3 2% 3Ys 1Y 13 13,00 PHP 4-B62TB
6,00 6,40 6,75 A-1 2517 3 22 212 3 1 34 12,00 PHP3-B64TB A-1 2517 3 2% 3Yi 132 13 14,00 PHP 4-B64TB
6,20 6,60 6,95 A-1 2517 3 2% 212 3 1 3 12,30 PHP3-B66TB A-1 2517 3 2% 3Ye 132 13 15,00 PHP 4-B66TB
6,40 6,80 7,15 A-1 2517 3 212 22 3 1 34 12,80 PHP 3-B68TB A-1 2517 3 2% 3Ys 1Y 13 16,00 PHP 4-B68TB
7,00 7,40 7,75 A-1 2517 3 22 212 3 1 3 16,00 PHP3-B74TB A-1 2517 3 212 3Yy 1% 13 20,00 PHP 4-B74TB
8,20 8,60 895 A-2 2517 3 22 212 3 1 34 19,00 PHP3-B86TB A-2 2517 3/ 2% 3Ys 132 13 21,00 PHP 4-B86TB
9,00 9,40 9,75 A-2 2517 3 22 22 3 13 21,00 PHP3-B94TB A-2 2517 3 2% 3 Y 1Y 13 23,00 PHP 4-B94TB
10,60 11,00 11,35 A-2 2517 3 22 212 3 A 24,00 PHP3-B110TB A-2 2517 3 2% 3Yi 132 13 28,00 PHP 4-B110TB
12,00 12,40 1275 A-3 2517 3 22 212 13 3 28,00 PHP3-B124TB A-3 2517 3 22 3Ys s 13 1% 3400 PHP 4-B124TB
15,00 15,40 15,75 A-3 2517 3 2% 2% 13 3 30,00 PHP 3-B154TB A-3 2517 3 212 3 Yy s 134 1% 4200 PHP 4-B154TB
18,00 18,40 1875 A-3 2517 3 22 212 13 3 44,00 PHP 3-B184TB A-3 2517 34 22 3Ys 2 13 1 53,00 PHP 4-B184TB
19,60 20,00 20,35 A-3 3020 1% 3 212 2 12 58,00 PHP 3-B200TB A-3 3020 1 % 3 3Ys 2 2 34 63,00 PHP 4-B200TB
24,60 25,00 2535 A-3 3020 1% 3 212 2 2 74,00 PHP 3-B250TB A-3 3030 1% 3 3 Y 3 1Y 80,00 PHP 4-B250TB
29,60 30,00 30,35 A-3 3020 1% 3 212 2 /2 84,00 PHP3-B300TB A-3 3030 1% 3 3 Y 3 1 Y 100,00 PHP 4-B300TB
37,60 38,00 3835 B-3 3020 1% 3 212 3 12 135,00 PHP 3-B380TB A-3 3030 1% 3 3Ys 3 1 Y4 142,00 PHP 4-B380TB
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[ Belts

Classical V-belt pulleys S e

Do Couplings
| Bushings and Hubs
A/B taper bushed Do Sprockets

D o Pulleys

> o Smart tools
Type A-1 Type A-2 Type A-3

F F -~ F ——>f
N \SQmY
N\
0.D. PD. - -T 0.D. PD. - -T 0.D. PD - -T
E L ; M E L M E L M

5 Groove 6 Groove
Pitch Diameter Outside  Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
ABelt B Belt e Min Max Ibs Min Max Ibs
3,00 3,40 3,75 A-1 1210 58 1Y 4 21 1% 5,00 PHP 5-B34TB - = 2 = = = = = = =
3,20 3,60 3,95 A-1 1210 58 1Y 4 212 11> 5,50 PHP 5-B36TB - = @ = = = = = = =
3,40 3,80 4,15 A-1 1215 s 158 4 212 11> 6,00 PHP 5-B38TB - - =) - - - - - - -
3,60 4,00 4,35 A-1 1215 5/s 158 4 232 11 6,50 PHP 5-B40TB - = @ = = = = = = -
3,80 4,20 4,55 A-1 1615 12 1% 4 22 1182 7,00 PHP 5-B42TB A-1 1615 12 1% 43 3 112 8,00 PHP 6-B42TB
4,00 4,40 4,75 A-1 1615 %2 158 4 2% 11 8,00 PHP 5-B44TB  A-1 1615 %2 15 43 3 11> 9,00 PHP 6-B44TB
4,20 4,60 4,95 A-1 1615 32 158 4 21 1% 9,00 PHP 5-B46TB A-1 1615 12 158 43 3% 112 10,00 PHP 6-B46TB
4,60 5,00 5,35 A-1 1615 12 158 4 /8 1% 10,50 PHP5-B50TB A-1 1615 %2 15 43 1Y 112 2 11,90 PHP 6-B50TB
4,80 5,20 5,55 A-1 1615 %2 158 4 I8 12 11,30 PHP5-B52TB  A-1 1615 %2 15 43 1Y 11 2 12,80 PHP 6-B52TB
5,00 5,40 5,75 A-1 2517 3 22 4 2 Yu 13 11,50 PHP5-B54TB  A-1 1615 12 158 43 1Y 112 2 13,70 PHP 6-B54TB
5,20 5,60 5,95 A-1 2517 3 212 4 2 s 13 12,00 PHP5-B56TB A-1 1615 12 1% 43 1Y 112 2 14,60 PHP 6-B56TB
5,60 6,00 6,35 A-1 2517 3 2% 4 2 Y 13 14,00 PHP5-B60TB A-1 2517 3/ 2% 43 3 1 3 16,00 PHP 6-B60TB
6,00 6,40 6,75 A-1 2517 3 2% 4 2 Y 13 16,00 PHP5-B64TB A-1 2517 3/ 2% 43 3 13 19,50 PHP 6-B64TB
6,40 6,80 7,15 A-1 2517 3 212 4 2 s 13 18,00 PHP5-B68TB A-1 2517 3 212 43 3 A 21,00 PHP 6-B68TB
7,00 7,40 7,75 A-1 2517 3 212 4 2 Y 13 22,00 PHP5-B74TB A-1 2517 3 2% 43 3 1 3 25,00 PHP 6-B74TB
8,20 8,60 8,95 A-2 2517 3 22 4 2 s 13 24,00 PHP5-B86TB A-2 2517 3 22 43 3 1 3 27,00 PHP 6-B86TB
9,00 9,40 9,75 A-2 2517 3 212 4 2 s 13 26,00 PHP5-B94TB A-2 2517 3 2% 43 3 1 3 28,00 PHP 6-B94TB
10,60 11,00 11,35 A-2 2517 3 212 4 2 Y 13 35,00 PHP5-B110TB A-2 2517 3 2% 43 3 A 34,00 PHP 6-B110TB
12,00 12,40 12,75 A-3 2517 3 2% 4 3a 13 1% 40,00 PHP5-B124TB A-3 2517 3/ 2% 434 1Ys 134 176 43,00 PHP 6-B124TB
15,00 15,40 15,75 A-3 2517 3 212 4 34 134 1% 47,00 PHP5-B154TB A-3 2517 3/ 212 434 1% 13 1732 5200 PHP6-B154TB
18,00 18,40 18,75 A-3 2517 3 2% 4 3a 134 1% 5200 PHP5-B184TB A-3 2517 3 2% 43 1Y 13 1% 6200 PHP6-B184TB
19,60 20,00 20,35 A-3 3030 1% 3 4 A 3 34 75,00 PHP5-B200TB A-3 3030 1 % 3 43 12 3 1% 8500 PHP 6-B200TB
24,60 25,00 25,35 A-3 3030 1% 3 4 Y 3 34 81,00 PHP5-B250TB A-3 3030 1% 3 43 12 3 1 Y% 100,00 PHP 6-B250TB
29,60 30,00 30,35 A-3 3030 1% 3 4 Ya 3 3/u 109,00 PHP 5-B300TB A-3 3030 1 % 3 43 12 3 1 % 137,00 PHP 6-B300TB
37,60 38,00 3835 A-3 3030 1% 3 4 Y 3 34 158,00 PHP 5-B380TB A-3 3030 1% 3 43 Y2 3 1 % 168,00 PHP 6-B380TB
8 Groove 10 Groove
Pitch Diameter Outside  Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
ABelt B Belt e Min Max Ibs Min Max Ibs
500 540 575 Al 2517 & 2% 6% 178 1% 2% 1600 PHP8-B54TB A-1 2517 3% 2% 73 3 1% 3 18,00 PHP 10-B54TB
520 560 595 A1 2517 3% 2% 6% 17s 13 258 1700 PHP8-B56TB A-1 2517 3% 2% 73k 3 13% 3 20,00 PHP 10-B56TB
560 6,00 635 A1l 2517 34 2% 6% 17 13% 2% 1900 PHP8-B60TB A-1 2517 % 2% 73k 3 1% 3 22,00 PHP 10-B60TB
6,00 6,40 6,75 A-1 2517 3 21 6Ys 17 13 258 21,00 PHP8-B64TB A-1 2517 3 22 73 3 134 3 25,50 PHP 10-B64TB
6,40 6,80 7,15 A-1 2517 3 2% 6Ys 17 13 258 2500 PHP8-B68TB A-1 2517 34 2% 73 3 13 3 28,00 PHP 10-B68TB
7,00 7,40 7,75 A-1 2517 3 2% 6% 178 13 258 2900 PHP8-B74TB A-1 2517 3 2% 73 3 134 3 35,00 PHP 10-B74TB
8,20 8,60 8,95 A-1 3030 1% 3 6 Y 1 3 2 Y 37,00 PHP8-B8TB A-1 3030 1% 3 73 2 3 2 34 43,00 PHP 10-B86TB
9,00 9,40 9,95 A-2 3030 1% 3 6 1 3 2 Y4 41,00 PHP8-B94TB A-2 3030 1% 3 7 3% 2 3 2 34 46,00 PHP 10-B94TB
10,60 11,00 11,35 A-2 3030 1% 3 6 1 3 2% 51,00 PHP8-B110TB A-2 3030 1% 3 7 3% 2 3 2 3/4 52,00 PHP10-B110TB
12,00 12,40 12,75 A-3 3030 1% 3 6 1 3 2 Y 56,00 PHP 8-B124TB - - - - - - - - - -
15,00 15,40 15,75 A-3 3030 1% 3 6 Y 1 3 2 Y4 69,00 PHP8-B154TB - = = = = = = = = =
18,00 18,40 18,75 A-3 3030 1% 3 6 Y 1 3 2 % 99,00 PHP 8-B184TB - = = = = = = = = =
19,60 20,00 20,35 A-3 3030 1% 3 6 Y 1 3 2 Y 115,00 PHP 8-B200TB - = = > = = = > = -
24,60 25,00 25,35 A-3 3535 2 32 6 Yy 3 3% 2 145,00 PHP 8-B250TB - = = = = = = = = =
29,60 30,00 30,35 A-3 3535 2 3% 6Ys 3 31 2 170,00 PHP 8-B300TB - - - - - - - - - -
37,60 38,00 3835 A-3 4040 13 4 6 Yy 1Ys 4 11s 260,00 PHP 8-B380TB - - - - - - - - - -
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Classical V-belt pulleys

C taper bushed

Type A-1 Type A-2 Type A-3 Type B-3

F F F kF—»‘

S

M

E L t M E L M E L M E L —
2 Groove 3 Groove
Pitch Outside Type Bush Bore F E L M Weight Designation Type Bush  Bore F E L M Weight Designation
Diameter Diameter
C Belt Min  Max lbs Min  Max lbs
7,00 7,40 A-1 2517 3 22 238 S 13 0 15,00 PHP2-C70TB A-1 2517 3/ 22 338 s 134 13 1800 PHP 3-C70TB
7,50 7,90 A-1 2517 3 22 238 S 13 0 17,00 PHP2-C75TB A-1 2517 3 22 338 Y 13 13 2000 PHP3-C75TB
8,00 8,40 A-1 2517 3 212 23 5 13 0 20,00 PHP2-C80TB A-1 2517 3 212 338 Y 134 138 2200 PHP3-C80TB
8,50 8,90 A-2 2517 3 22 238 S 13 0 22,00 PHP2-C85TB A-2 2517 3 22 33z s 134 13 2300 PHP3-C85TB
9,00 9,40 A-2 2517 3 22 238 S 13% 0 23,00 PHP2-C90TB A-2 2517 3 212 338 Y 13 13 2400 PHP3-C90TB
9,50 9,90 A-2 2517 3 212 23 5 13 0 24,00 PHP2-C95TB  A-2 2517 3 212 338 Yu 134 138 27,00 PHP3-C95TB
10,00 10,40 A-2 2517 3 22 238 S 13 0 25,00 PHP2-C100TB A-2 2517 3 22 338 s 134 136 2900 PHP 3-C100TB
10,50 10,90 A-2 2517 3 212 23 S 13 0 26,00 PHP2-C105TB A-2 2517 3 22 338 a 134 13 3200 PHP3-C105TB
11,00 11,40 A-2 2517 3 212 23 5 13 0 27,00 PHP2-C110TB A-2 2517 3 2% 338 Y 134 138 3500 PHP3-C110TB
12,00 12,40 A-2 2517 3 22 238 S 13 0 33,00 PHP2-C120TB A-2 3020 1% 3 33 0 2 13/8 44,00 PHP 3-C120TB
13,00 13,40 A-3 2517 212 235 S 13 0 35,00 PHP2-C130TB A-3 3020 1% 3 33 0 2 138 49,00 PHP 3-C130TB
14,00 14,40 A-3 2517 3 212 23/ 5 13 0 36,00 PHP2-C140TB A-3 3020 1% 3 33% 0 2 13/ 50,00 PHP 3-C140TB
16,00 16,40 A-3 2517 3 22 238 S8 13 0 42,00 PHP2-C160TB A-3 3020 1% 3 33 0 2 13/8 64,00 PHP 3-C160TB
18,00 18,40 A-3 3020 1% 3 23 0 2 3/8 42,00 PHP2-C180TB A-3 3030 1% 3 33 0 3 3/8 64,00 PHP 3-C180TB
20,00 20,40 A-3 3020 1Y% 3 23 0 2 3/8 45,00 PHP2-C200TB A-3 3030 1% 3 33 0 3 38 78,00 PHP 3-C200TB
24,00 24,40 A-3 3020 1% 3 23 0 2 38 72,00 PHP2-C240TB A-3 3030 1% 3 33 0 3 3/g 96,00 PHP 3-C240TB
30,00 30,40 = = = = = = = = = - B-3 3535 2 3% 33 0 312 s 125,00 PHP 3-C300TB
6,00 36,40 = = = = = = = = = = B-3 3535 2 3% 33 0 3% s 175,00 PHP 3-C360TB
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[ Belts

Classical V-belt pulleys SR e

Do Couplings
> Bushings and Hubs
C taper bushed b Sprockets

D o Pulleys

o Smart tools
Type A-1 Type A-2 Type A-3

F F fe—— F ——
NN
S
0.D. PD. - - 0.D. PD. - -1 0.D. PD - -1
E L ; M E L M E L M

4 Groove 5 Groove
Pitch Outside Type Bush Bore F E L M Weight Designation Type Bush  Bore F E L M Weight Designation
Diameter Diameter
C Belt Min  Max lbs Min  Max lbs
7,00 7,40 A-1 2517 3 22 43 12 13 2% 2000 PHP4-C70TB A-1 2517 34 21 538 1% 13 21 2300 PHP5-C70TB
7,50 7,90 A-1 2517 3 212 43 12 13 2% 2300 PHP4-C75TB A-1 2517 34 21 538 112 134 21 2600 PHP5-C75TB
8,00 8,40 A-1 2517 3 22 43 12 134 2% 2500 PHP4-C80TB A-1 2517 34 212 538 1% 134 27 3000 PHP5-C80TB
8,50 8,90 A-2 2517 3 22 438 12 13 2% 2600 PHP4-C85TB A-1 2517 34 21 5338 1% 13 21%s 3400 PHP5-C85TB
9,00 9,40 A-2 2517 3 212 43 12 13 2% 2700 PHP4-C90TB A-2 2517 3 21 538 1% 13 27 3500 PHP5-C90TB
9,50 9,90 A-2 2517 3 22 43z 12 134 2%Ys 3600 PHP4-C95TB A-2 2517 3 212 538 112 134 27 3600 PHP5-C95TB
10,00 10,40 A-2 2517 3 22 438 12 13 2% 3900 PHP4-C100TB A-2 2517 34 21 5338 1% 13 21 3900 PHP5-C100TB
10,50 10,90 A-2 2517 3 212 43 12 13 2% 42,00 PHP4-C105TB A-2 2517 34 21 538 112 13 27 42,00 PHP5-C105TB
11,00 11,40 A-2 2517 3 212 43 12 134 2% 4500 PHP4-C110TB A-2 2517 34 212 538 1% 134 27 43,00 PHP5-C110TB
12,00 12,40 A-2 2517 3 3 438 0 3 13/ 47,00 PHP4-C120TB A-2 3030 1% 3 53 12 3 178 58,00 PHP 5-C120TB
13,00 13,40 A-3 3030 1% 3 43 0 3 138 51,00 PHP4-C130TB A-3 3030 1% 3 53 12 3 178 63,00 PHP5-C130TB
14,00 14,40 A-3 3030 1% 3 43 0 3 1 3/s 5400 PHP4-C140TB A-3 3030 1% 3 53 12 3 178 6500 PHP5-C140TB
16,00 16,40 A-3 3030 1% 3 438 0 3 138 71,00 PHP4-C160TB A-3 3030 1% 3 53 12 3 175 70,00 PHP5-C160TB
18,00 18,40 A-3 3030 1% 3 438 0 3 138 81,00 PHP4-C180TB A-3 3030 1% 3 53 12 3 178 83,00 PHP5-C180TB
20,00 20,40 A-3 3030 1Y% 3 438 0 3 13/s 84,00 PHP4-C200TB A-3 3535 2 3% 53 0 3% 17 110,00 PHP 5-C200TB
24,00 24,40 A-3 3030 1% 3 438 0 3 13/s 116,00 PHP 4-C240TB A-3 3535 2 3% 53 0 3% 17s 138,00 PHP 5-C240TB
30,00 30,40 A-3 3535 2 3% 43 0 312 s 164,00 PHP 4-C300TB A-3 3535 2 3% 53 0 3% 17 176,00 PHP 5-C300TB
36,00 36,40 A-3 3535 2 312 438 0 312 s 192,00 PHP 4-C360TB A-3 4040 134 4 538 s 4 1 s 244,00 PHP 5-C360TB
44,00 44,40 A-3 4040 13 4 438 0 4 3/s 282,00 PHP 4-C440TB A-3 4040 134 4 538 Ys 4 11Ys 288,00 PHP5-C440TB



Classical V-belt pulleys

C taper bushed

Type A-1 Type A-2 Type A-3

E L t M E L M E L M
6 Groove 8 Groove
Pitch Outside Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
Diameter Diameter
C Belt Min  Max lbs Min  Max lbs
7,00 7,40 A-1 3030 1% 3 63 1 3 238 30,00 PHP6-C70TB - - - - - - - - - -
7,50 7,90 A-1 3030 1% 3 63 1 3 238 31,00 PHP6-C75TB - = = = = = = = = =
8,00 8,40 A-1 3030 1% 3 63 1 3 2 38 35,00 PHP 6-C80TB  A-1 3030 1% 3 83 2 3 338 45,00 PHP 8-C80TB
8,50 8,90 A-1 3030 1% 3 63 1 3 238 40,00 PHP6-C85TB A-1 3030 1% 3 83 2 3 3 3/8 47,00 PHP 8-C85TB
9,00 9,40 A-1 3030 1% 3 63 1 3 238 47,00 PHP6-C90TB A-1 3535 2 3% 83 1% 3 338 6400 PHP 8-C90TB
9,50 9,90 A-1 3030 1% 3 63 1 3 2 3/s 53,00 PHP 6-C95TB  A-1 3535 2 3% 83s 1Y% 31 338 67,00 PHP 8-C95TB
10,00 10,40 A-1 3030 1% 3 63 1 3 238 57,00 PHP6-C100TB A-1 3535 2 3% 83 1% 3% 33 70,00 PHP 8-C100TB
10,50 10,90 A-2 3030 1% 3 63 1 3 238 5800 PHP6-C105TB A-1 3535 2 31 83 1% 3% 33z 8400 PHP 8-C105TB
11,00 11,40 A-2 3030 1% 3 63 1 3 2 38 66,00 PHP 6-C110TB A-1 3535 2 3% 83s 1Y% 31 338 87,00 PHP 8-C110TB
12,00 12,40 A-2 3030 1% 3 63 1 3 238 70,00 PHP6-C120TB A-2 3535 2 312 83 1% 3% 338 90,00 PHP 8-C120TB
13,00 13,40 A-3 3030 1% 3 63 1 3 23/s 7500 PHP6-C130TB A-2 3535 2 3% 83 1% 3% 33 97,00 PHP 8-C130TB
14,00 14,40 A-3 3535 2 312 63 12 3% 23 80,00 PHP 6-C140TB A-2 3535 2 3% 83 1% 312 33/ 10500 PHP 8-C140TB
16,00 16,40 A-3 3535 2 3% 638 12 31 238 8700 PHP6-C160TB A-3 3535 2 3% 83 1% 3% 33/ 11500 PHP 8-C160TB
18,00 18,40 A-3 3535 2 312 638 2 3% 238 102,00 PHP 6-C180TB A-3 4040 134 4 838 112 4 2 7/s 137,00 PHP 8-C180TB
20,00 20,40 A-3 3535 2 3% 63 12 3% 238 126,00 PHP6-C200TB A-3 4040 134 4 83 112 4 276 180,00 PHP 8-C200TB
24,00 24,40 A-3 3535 2 3% 638 12 3% 23/ 150,00 PHP 6-C240TB A-3 4040 134 4 838 112 4 2 7/s 20500 PHP 8-C240TB
30,00 30,40 A-3 4040 134 4 63 1 4 13/8 22600 PHP6-C300TB A-3 4040 134 4 83 12 4 278 263,00 PHP 8-C300TB
36,00 36,40 A-3 4040 13 4 63 1 4 13 270,00 PHP6-C360TB A-3 4545 2 %u 413> 838 1Yi 432 258 343,00 PHP8-C360TB
44,00 44,40 A-3 4040 13k 4 63 1 4 136 320,00 PHP6-C440TB A-3 4545 2% 412 83fs 1Y 472 25/8 432,00 PHP 8-C440TB
10 Groove 12 Groove
Pitch Outside Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
Diameter ~ Diameter
C Belt Min  Max lbs Min  Max lbs
9,00 9,40 A-1 4545 2 Yy 412 1038 12 432 4 3s 5700 PHP10-C90TB A-1 4040 13 4 1238 312 4 4 7/g 65,00 PHP12-C90TB
9,50 9,90 A-1 4545 2 %Ys 412 1038 12 42 438 6600 PHP10-C95TB A-1 4040 13 4 1238 32 4 4 7fs 75,00 PHP12-C95TB
10,00 10,40 A-1 4545 2 %Yy 42 1038 12 412 4 3s 77,00 PHP10-C100TB A-1 4040 134 4 1238 312 4 4 7fs 85,00 PHP12-C100TB
10,50 10,90 A-1 4545 2 Yy 412 1038 172 432 4 3s 8700 PHP10-C105TB A-1 4040 13 4 1238 312 4 4 7/g 95,00 PHP 12-C105TB
11,00 11,40 A-1 4545 2 %Yy 412 1038 1%2 4732 438 9800 PHP10-C110TB A-1 4040 13 4 1238 3% 4 4 7/8 104,00 PHP 12-C110TB
12,00 12,40 A-1 4545 2 %Yy 432 1038 112 412 43/ 121,00 PHP 10-C120TB A-1 4040 134 4 1238 312 4 4 7fg 126,00 PHP 12-C120TB
13,00 13,40 A-1 4545 2 Yy 432 1038 2 43> 375 146,00 PHP10-C130TB A-1 4545 2 % 432 1238 3 432 478 156,00 PHP 12-C130TB
14,00 14,40 A-2 4545 2%y 42 103z 2 43> 37 173,00 PHP 10-C140TB A-1 4545 2 s 4% 1238 3 4% 47/s 184,00 PHP12-C140TB
16,00 16,40 A-2 4545 2 %Yy 42 103/ 2 432 37 233,00 PHP10-C160TB - = = = = = = = = =
18,00 18,40 A-2 4545 2 Yy 432 1038 2 432 37 176,00 PHP 10-C180TB - - - - - - - - -
20,00 20,40 A-3 4545 2%y 41> 103z 2 4% 376 201,00 PHP10-C200TB - = = = = = = = = -
24,00 24,40 A-3 4545 2 Yu 41> 10 3/s 2 41> 378 243,00 PHP10-C240TB - - - - - - - - - -
30,00 30,40 A-3 4545 2 Yy 432 1038 2 43> 37 320,00 PHP10-C300TB - - - - - - - - - -
36,00 36,40 A-3 4545 2AMd 472 103/ 2 43> 37 464,00 PHP10-C360TB - = = = = = = = = -
44,00 44,40 A-3 4545 2AMd 412 103/ 2 432 37 50800 PHP10-C440TB - = = = = = = = = =
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[ Belts

Classical V-belt pulleys SR e

Do Couplings
> Bushings and Hubs
D taper bushed Do Sprockets

D o Pulleys

Do Smart tools
Type A-1 Type A-2 Type A-3

F F fe—— F ——
N \SQmY
N\
0.D. PD. - -1 0.D. PD. - -T 0.D. PD - -T
E L ; M E L M E L M

4 Groove 5 Groove
Pitch Outside Type Bush  Bore F E L M Weight Designation Type Bush  Bore F E L M Weight Designation
Diameter ~ Diameter
D Belt Min  Max lbs Min  Max lbs
12,00 12,60 A-2 3535 2 3% 61/16 3 3% 13% 6300 PHP4-D120TB A-1 4040 134 4 7 Y2 Yy 4 2 3/4 8200 PHP5-D120TB
13,00 13,60 A-2 3535 2 312 61/16 3 31 133 7300 PHP4-D130TB A-2 4040 134 4 7 Y2 3 4 2 3+ 87,00 PHP5-D130TB
13,50 14,10 A-2 3535 2 312 61/16 3 3% 11 7800 PHP4-D135TB A-2 4040 134 4 7 Y2 3 4 23 92,00 PHP5-D135TB
14,00 14,60 A-2 3535 2 3% 61/16 3 31 1334 8300 PHP4-D140TB A-2 4040 134 4 7 Y2 Y 4 2 3/4 97,00 PHP5-D140TB
14,50 15,10 A-2 3535 2 312 61/16 3 3% 13% 9400 PHP4-D145TB A-2 4040 134 4 7 Y2 3 4 2 3/ 102,00 PHP5-D145TB
15,00 15,60 A-2 3535 2 3% 61/16 3 3% 11 9400 PHP4-D150TB A-2 4040 134 4 7 Y2 3 4 2 3/ 107,00 PHP 5-D150TB
15,50 16,10 A-2 3535 2 3% 61/16 3 3% 134 9900 PHP4-D155TB A-2 4040 134 4 7 Y2 3 4 2 3/ 112,00 PHP 5-D155TB
16,00 16,60 A-2 3535 2 312 61/16 3 31> 133 10400 PHP 4-D160TB A-2 4040 134 &4 7 Y2 3 4 2 3 112,00 PHP 5-D160TB
18,00 18,60 A-3 3535 2 3% 61/16 3 3% 134 109,00 PHP 4-D180TB A-3 4040 134 4 7Y% 1 4 2 12 132,00 PHP 5-D180TB
22,00 22,60 A-3 4040 134 4 6,1/16 34 4 1 5he 142,00 PHP 4-D220TB A-3 4040 134 4 7Y% 1 4 21> 162,00 PHP 5-D220TB
27,00 2760 A3 4040 1% 4 6116 % 4 156 18200 PHP4-D270TB A-3 4040 13 4 7% 1 4 212 207,00 PHP 5-D270TB
6 Groove 8 Groove
Pitch Outside Type Bush Bore F E L M Weight Designation Type Bush Bore F E L M Weight Designation
Diameter Diameter
D Belt Min  Max lbs Min  Max lbs
12,00 12,60 A-1 4040 13 4 8 B 1 4 3 15/ 100,00 PHP 6-D120TB A-1 4545 2 s 412 11 Bhe 12 412 6 13 12500 PHP 8-D120TB
13,00 13,60 A-2 4040 134 4 8 B 132 4 37k 100,00 PHP 6-D130TB A-1 4545 2 s 41> 11 Bhe 12 41> 6 34 15500 PHP 8-D130TB
13,50 14,10 A-2 4040 13 4 81 112 4 37k 107,00 PHP 6-D135TB A-2 4545 2 Yu 412 11 Bhe 1 412 651 150,00 PHP 8-D135TB
14,00 14,60 A-2 4040 13 4 815 112 4 37h 112,00 PHP 6-D140TB A-1 4545 2 Y4 41> 11 Bhe 1 412 651 155,00 PHP 8-D140TB
14,50 15,10 A-2 4040 134 4 8 B 132 4 37h 117,00 PHP 6-D145TB A-2 4545 2 s 41> 11 Bhe 2 412 551 155,00 PHP 8-D145TB
15,00 15,60 A-2 4040 134 4 816 112 4 3716 122,00 PHP 6-D150TB A-2 4545 2 Y 412 11 Bhe 2 4 32 55k 135,00 PHP 8-D150TB
15,50 16,10 A-2 4040 13 4 81 112 4 37h 127,00 PHP 6-D155TB A-2 4545 2 Y& 412 11 Bhe 2 412 551 165,00 PHP 8-D155TB
16,00 16,60 A-2 4040 134 4 8 B 132 4 37h 175,00 PHP 6-D160TB A-2 4545 2 s 41> 11 Bhe 2 41> 551 16500 PHP 8-D160TB
18,00 18,60 A-2 4040 13 4 8 B 132 4 37h 185,00 PHP 6-D180TB A-2 4545 2 Ys 412 11 Bhe 234 412 45w 180,00 PHP 8-D180TB
22,00 22,60 A-3 4040 13/ 4 8 B 112 4 37h6 210,00 PHP 6-D220TB A-3 4545 2 s 4 Y2 1133 234 4 32 4 % 27500 PHP 8-D220TB
27,00 27,60 A-3 4545 2w 41> 8 Whe 13 41> 21 260,00 PHP 6-D270TB A-3 4545 2 Yu 41> 11 Bhe 234 412 45w 34500 PHP 8-D270TB
33,00 33,60 A-3 4545 2 Y 41> 8116 13 4 Y2 2 e 340,00 PHP 6-D330TB A-3 4545 2 Yu 4 Y2 11 Bhe 23 4 Y2 4 %e 45500 PHP 8-D330TB
10 Groove
Pitch Outside Type Bush Bore F E L M Weight Designation
Diameter Diameter
D Belt Min  Max lbs

12,00 12,60 A-1 4545 2w 42 14 1he 238 412 733 140,00 PHP 10-D120TB
13,00 13,60 A-1 4545 2 Yy 4 Y2 14 Mhe 238 412 713 170,00 PHP 10-D130TB
13,50 14,10 A-2 4545 2 Yy 42 14 M 238 4 Y2 7 1346 170,00 PHP 10-D135TB
14,00 14,60 A-2 4545 2 Yy 42 14 1 238 412 713 17500 PHP 10-D140TB
14,50 15,10 A-2 4545 2 Vi 42 14146 238 412 7 13 180,00 PHP 10-D145TB
15,00 15,60 A-2 4545 2 Yy 42 14 Ve 2 3fg 4 Y2 733 19500 PHP 10-D150TB
15,50 16,10 A-2 4545 2 Vi 472 141 238 412 713 17500 PHP 10-D155TB
16,00 16,60 A-2 4545 2 Yy 4 Y2 14 Mhe 238 412 713 19500 PHP 10-D160TB
18,00 18,60 A-2 4545 2 Y 42 14 Ve 4 432 6316 19500 PHP10-D180TB
22,00 22,60 A-3 4545 2 Yy 412 14 Ve 4 412 6316 340,00 PHP 10-D220TB
27,00 27,60 A-3 4545 2 Y 4 Y2 141 4 432 631 415,00 PHP10-D270TB
33,00 33,60 A-3 4545 2 Yy 432 14 Ve 4 Yu 432 535 48500 PHP 10-D330TB
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Type B-1
f«— F —»‘
0.D. PD. -
ﬁk
—>HeM
E L —
1 Groove
Outside Pitch Type Bush
Diameter ~ Diameter
2,65 2,60 B-1 1108
2,80 2,75 B-1 1108
3,00 2,95 B-1 1108
HE5 3,10 B-1 1108
3,35 3,30 B-1 1610
3,65 3,60 B-1 1610
4,12 4,07 B-1 1610
4,50 4,45 B-1 1610
4,75 4,70 B-1 1610
5,00 4,95 B-1 1610
5,30 51,25 B-1 1610
5,60 555 B-1 1610
6,00 5,95 B-1 1610
6,50 6,45 B-1 1610
6,90 6,85 B-1 1610
8,00 7,95 C-2 2517
10,60 10,55 C-2 2517
14,00 13,95 C-3 2517
19,00 18,95 c-3 3020
2 Groove
Outside Pitch Type Bush
Diameter ~ Diameter
2,65 2,60 B-1 1108
2,80 2,75 B-1 1108
3,00 2,95 B-1 1210
HE5 3,10 B-1 1210
3,35 3,30 B-1 1610
3,65 3,60 B-1 1610
4,12 4,07 B-1 1610
4,50 4,45 B-1 1610
4,75 4,70 B-1 1610
5,00 4,95 B-1 1610
5,30 51,25 B-1 1610
5,60 555 B-1 1610
6,00 5,95 B-1 1610
6,50 6,45 B-1 1610
6,90 6,85 B-1 1610
8,00 7,95 C-2 2517
10,60 10,55 C-2 2517
14,00 13,95 C-3 2517
19,00 18,95 c-3 3020
25,00 24,95 c-3 3020
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Type C-2
j«— F —»‘
PD. 0OD. +——-—
E

Bore F B L
Min  Max

3/8 1% 1% 7/ /s
3/8 1Y 1Y 73 /8
3/8 1% 116 73 /s
3s 1% 116 73 /s
12 158 116 33 1

2 158 116 332 1

12 158 116 332 1

12 158 116 33 1

2 158 116 33 1
12 158 116 332 1
12 158 116 33 1
2 158 116 33 1
12 158 11 332 1
12 158 116 33 1
2 158 16 33 1

3/ 21 1% O 1 34
3/a 2% 1% 0 1 34
34 212 1% O A
1% 3 1% 0 2
Bore F B L
Min  Max

3/8 1% 1332 73 /s
3/8 1Y 133 12 /8
/8 1Y% 132 3 1

5/8 1Y% 1332 12 1

12 158 1332 12 1

2 158 1332 33 1

12 156 1332 332 1

12 158 1332 33 1

2 158 1332 33 1

12 156 1332 332 1

12 158 1332 332 1

2 158 1332 33 1

12 156 1332 332 1

12 158 1332 332 1

2 158 1332 33 1

3/ 21 1332 0 1 34
3/a 2% 132 0 1 34
34 2% 132 0 A
1Y% 3 1332 s 2
1Y% 3 133 s 2

Narrow wedge belt pulleys

13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32
13/32

0
13/32

13/32
1332

O0OO0OO0OO0OO0OO0OO0OOo

o

21/32
21/32
21/32
29/32
25/32

3V taper bushed

Type C-3

Weight
lbs
0,75
0,85
1,00
1,00
1,10

Weight
lbs
0,75
0,90
1,40
1,00
1,50
1,60
2,10

D. 0D. +—-—r

Designation

PHP 1-3V265TB
PHP 1-3v280TB
PHP 1-3V300TB
PHP 1-3V315TB
PHP 1-3V335TB
PHP 1-3V365TB
PHP 1-3V412TB
PHP 1-3V450TB
PHP 1-3V475TB
PHP 1-3V500TB
PHP 1-3V530TB
PHP 1-3V560TB
PHP 1-3V600TB
PHP 1-3V650TB
PHP 1-3V690TB
PHP 1-3v800TB
PHP 1-3V1060TB
PHP 1-3V1400TB
PHP 1-3v1900TB

Designation

PHP 2-3V265TB
PHP 2-3v280TB
PHP 2-3V300TB
PHP 2-3V315TB
PHP 2-3V335TB
PHP 2-3V365TB
PHP 2-3V412TB
PHP 2-3V450TB
PHP 2-3V475TB
PHP 2-3V500TB
PHP 2-3V530TB
PHP 2-3V560TB
PHP 2-3V600TB
PHP 2-3V650TB
PHP 2-3V690TB
PHP 2-3v800TB
PHP 2-3V1060TB
PHP 2-3V1400TB
PHP 2-3v1900TB
PHP 2-3V2500TB




.................. Belts

Narrow wedge belt pulleys SR Cham:

Do Couplings
> Bushings and Hubs
3V taper bushed S Sprockets
D o Pulleys
Do Smart tools
Type A-2 Type B-1 Type C-2 Type C-3
\ WSy N
N\
0.D. PD - - 0.D. PD - PD. 0D. +——-—+t PD. 0D. +—-—1
Y E M E M
E L M E L — L L
3 Groove
Outside Pitch Type Bush Bore F E L M Weight  Designation
Diameter ~ Diameter .
Min Max lbs
2,80 2,75 B-1 1108 38 1Y 1Y% 5 /s 1% 11 PHP 3-3v280TB
3,00 2,95 B-1 1210 5/8 1Y% 1Y% /3 1 = 1,8 PHP 3-3V300TB
3,15 3,10 B-1 1210 5/s 1Y% 1Y% 12 1 133 15 PHP 3-3V315TB
3,35 3,30 B-1 1610 2 1% 1Y% /3 1 133 18 PHP 3-3V335TB
3,65 3,60 B-1 1610 2 1% 12 /3 1 = 2,0 PHP 3-3V365TB
4,12 4,07 B-1 1610 2 1% 1Y% 12 1 = 2,6 PHP 3-3V412TB
4,50 4,45 B-1 1610 2 1% 1Y% 1 1 = 3,2 PHP 3-3V450TB
4,75 4,70 B-1 1610 /2 1% 1% 12 1 = 3,7 PHP 3-3V475TB
5,00 4,95 B-1 1610 2 1% 1Y% 12 1 - 4,2 PHP 3-3V500TB
5,30 5,25 B-1 1610 2 1% 1Y% 1 1 - 4,8 PHP 3-3V530TB
5,60 5,505 B-1 1610 2 1% 1% 12 1 = 5,5 PHP 3-3V560TB
6,00 5,95 B-1 2517 34 22 112 53 134 13 7,4 PHP 3-3V600TB
6,50 6,45 B-1 2517 3/ 22 1Y% 52 134  Bx 91 PHP 3-3V650TB
6,90 6,85 B-1 2517 3/a 22 112 953 134 133 10,0 PHP 3-3V690TB
8,00 7,95 C-2 2517 3/a 22 1Y% 53 13 133 15,0 PHP 3-3v800TB
10,60 10,55 C-2 2517 34 2% 1Y - 13 s 18,0 PHP 3-3V1060TB
14,00 13,95 C-3 2517 3a 2% 11 - 13%  Yu 25,0 PHP 3-3V1400TB
19,00 18,95 C-3 3020 1Y% 3 1% - 2 12 34,0 PHP 3-3V1900TB
25,00 24,95 c-3 3020 1Y 3 1% - 2 2 49,0 PHP 3-3V2500TB
33,50 33,45 C-3 3020 1Y% 3 1Y%  Yu 2 Ya 67,0 PHP 3-3V3350TB
4 Groove
Outside Pitch Type Bush Bore F E L M Weight  Designation
Diameter ~ Diameter .
Min Max lbs
2,80 2,75 B-1 1108 ¥s  1Ys 1P 156 s 132 130 PHP 4-3V280TB
3,00 2,95 B-1 1210 S8 1% 1% ¥ 1 - 2,10 PHP 4-3V300TB
3,15 3410 B-1 1210 55 1Y% 1% 1% 1 1%2 190 PHP 4-3V315TB
3,35 330 B-1 1610 Y2 1% 1% P 1 - 2,20 PHP 4-3V335TB
3,65 3,60 B-1 1610 Y2 1% 1% Pn 1 - 200 PHP 4-3V365TB
4,12 4,07 B-1 1610 Y2 1% 1% ¥n 1 - 3,00 PHP 4-3V412TB
4,50 4,45 B-1 1610 2 1% 123 23 1 = 3,70 PHP 4-3V450TB
4,75 4,70 B-1 1610 /2 158 1232 23 1 = 4,20 PHP 4-3V475TB
5,00 4,95 B-1 1610 2 158 123 23 1 - 4,80 PHP 4-3V500TB
5,30 5,25 B-1 1610 2 15 123 23 1 - 5,50 PHP 4-3V530TB
5,60 5,505 B-1 1610 2 15 1232 23 1 = 6,20 PHP 4-3V560TB
6,00 5,95 B-1 2517 34 212 1% 53 1 3 = 8,00 PHP 4-3V600TB
6,50 6,45 B-1 2517 3/ 212 123 5k 13% - 10,00 PHP 4-3V650TB
6,90 6,85 B-1 2517 3/a 212 133 53 13% - 12,00 PHP 4-3V690TB
8,00 7,95 B-1 2517 3/u 2% 123 53 13% - 18,00 PHP 4-3V800TB
10,60 10,55 A-2 2517 34 212 123 53 13 - 20,00 PHP 4-3V1060TB
14,00 13,95 C-3 2517 3a 212 1% 0 13% 53 29,00 PHP 4-3V1400TB
19,00 18,95 C-3 3020 1Y% 3 123 0 3 1 3/32 45,00 PHP 4-3V1900TB
25,00 24,95 c-3 3020 1Y 3 1%/ 0 3 13/ 63,00 PHP 4-3V2500TB
33,50 33,45 C-3 3030 1% 3 12/32  35es 3 35/e4 81,00 PHP 4-3V3350TB
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Narrow wedge belt pulleys

3V taper bushed
Type A-1 Type A-2 Type A-3 Type B-1
F F F
N _
N
0.D. PD. - - 0.D. PD. - - 0.D. PD. - -4 0.D. PD
E L ; M E L M E L M E
5 Groove 6 Groove
Outside Pitch Type Bush Bore F E L M Weight  Designation Type Bush Bore F E L M
Diameter Diameter Min  Max bs Min Max
4,75 4,70 B-1 2517 3 2% 216 % 13 O 3,80 PHP 5-3V475TB  B-1 2517 3 2 223 3z 134 0
5,00 4,95 B-1 2517 3 2% 214 % 13 O 4,8 PHP 5-3V500TB B-1 2517 3 22 2233 3z 13
5,30 5,25 B-1 2517 3% 2% 2%Bhs %he 134 0 59 PHP 5-3V530TB  B-1 2517 3 212 2233 3Yp 13,
5,60 5,55 B-1 2517 3 21 2B % 13 0 7,0 PHP 5-3V560TB  B-1 2517 3 2% 2233 3z 13
6,00 5,95 B-1 2517 3 2% 214 % 13 O 8,7 PHP 5-3V600TB B-1 2517 3 212 23 Yz 13,
6,50 6,45 B-1 2517 3 212 2% % 134 0 11,0 PHP 5-3V650TB  B-1 2517 3/ 2Y2 2 B3 33 13,
6,90 6,85 B-1 2517 3 22 2146 % 13 O 13,0 PHP 5-3V690TB B-1 2517 3 22 2B Nz 13
8,00 7,95 B-1 2517 3 2% 214 % 13 O 19,0 PHP 5-3V800TB B-1 2517 3 22 2233 3z 13
10,60 10,55 B-2 2517 3% 2% 2346 % 13 0 26,0 PHP 5-3V1060TB B-2 2517 3 212 2233 3Yp 13,
14,00 13,95 C-3 2517 3 2 Y2 2 Bhe 13 s 34,0 PHP 5-3V1400TB B-3 2517 3 2% 223 7z 13 3
19,00 18,95 C-3 3030 1% 3 2 154 3 0,69 47,0 PHP 5-3V1900TB C-3 3020 1 % 3 2 3[32 3 932
25,00 24,95 C-3 3030 1% 3 2 B 3 1156 66,0 PHP 5-3V2500TB C-3 3030 1% 3 2 B3 3 9/32
33,50 33,45 C-3 3030 1% 3 2 154 /32 3 Bhe 86,0 PHP 5-3V3350TB C-3 3030 1% 3 2 383 Y 3 et
Outside Pitch Type Bush Bore F E L M
8 Groove Diameter ~ Diameter .
Min Max
4,75 4,70 B-1 2517 34 2% 373 1 %5/32 13 0
5,00 4,95 B-1 2517 3/a 212 33 1 25/32 13 0
5,30 5,25 A-1 2517 3/u 212 3773 1 Y3 1 3% 3a
5,60 5,55 A-1 2517 34 22 33 A 1 3 1 17/3
6,00 5,95 A-1 2517 34 2% 33 Ya 13 1 /3
6,50 6,45 A-1 2517 3/a 2% 33 A A 1 17/3
6,90 6,85 A-1 2517 34 2% 37 Y 1 3 1 /3
8,00 7,95 A-1 3020 1Y 3 3 U/ 12 2 1 132
10,60 10,55 A-2 3020 1Y 3 3 Y3 12 2 1Yz
14,00 13,95 A-3 3020 1Y 3 3 Y3 0 3 /32
19,00 18,95 A-3 3535 2 3156 3 Y3 0 312 32
25,00 24,95 A-3 3535 2 31546 3 Y3 0 31> /32
33,50 33,45 =3 4040 13 47 3%/3 15/ 4 1516
Outside Pitch Type Bush Bore F E L M
10 Groove Diameter  Diameter .
Min  Max
4,75 4,70 B-1 2517 34 22 413 2 /32 13 0
5,00 4,95 B-1 2517 3u 212 413 2 193 13 3u
5,30 5,25 A-1 2517 A 22 413 2193 13,
5,60 5,55 A-1 2517 34 22 4 13 12 13 2 33
6,00 5,25 A-1 2517 3u 212 413 2 1 3 2 332
6,50 6,45 A-1 2517 A 232 413 12 A 2 332
6,90 6,85 A-1 2517 34 22 413 2 1 3 2 332
8,00 7,95 A-1 3020 1Y 3 4 13 Ya 2 2 332
10,60 10,55 A-2 3020 1Y 3 4 13 a3 2 115
14,00 13,95 A-2 3535 2 312 413 0 312 232
19,00 18,95 A-3 3535 2 312 413 0 312 232
25,00 24,95 A-3 4040 13 47he 4 W 0 4 13,
33,50 33,45 A-3 4040 13  47he 4 13 /s, 4 /g4,
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Designation

PHP 6-3V475TB
PHP 6-3V500TB
PHP 6-3V530TB
PHP 6-3V560TB
PHP 6-3V600TB
PHP 6-3V650TB
PHP 6-3V690TB
PHP 6-3V800TB
PHP 6-3V1060TB
PHP 6-3V1400TB
PHP 6-3V1900TB
PHP 6-3V2500TB
PHP 6-3V3350TB

Designation

PHP 8-3V475TB
PHP 8-3V500TB
PHP 8-3V530TB
PHP 8-3V560TB
PHP 8-3V600TB
PHP 8-3V650TB
PHP 8-3V690TB
PHP 8-3V800TB
PHP 8-3V1060TB
PHP 8-3V1400TB
PHP 8-3vV1900TB
PHP 8-3V2500TB
PHP 8-3V3350TB

Designation

PHP 10-3V475TB
PHP 10-3V500TB
PHP 10-3V530TB
PHP 10-3V560TB
PHP 10-3V600TB
PHP 10-3V650TB
PHP 10-3V690TB
PHP 10-3V800TB
PHP 10-3V1060TB
PHP 10-3V1400TB
PHP 10-3V1900TB
PHP 10-3V2500TB
PHP 10-3V3350TB



444444444444444444 Belts

Narrow wedge belt pulleys SR Cham:

Do Couplings
> ... Bushings and Hubs
5V taper bushed S Sprockets
D o Pulleys
o Smart tools

Type B-2 Type B-3 Type C-3

kF——‘ <—FT>‘ <—F—>‘

S &

M M E M
E L —= E L — L

2 Groove
Outside Pitch Type Bush Bore F E L M Weight Designation
Diameter ~ Diameter .

Min  Max Ibs
7,10 7,05 B-1 2517 3 212 1 Yhe e 1 3% 10,0  PHP 2-5V710TB
7,50 7.45 B-1 2517 3 21> 1 Bhe e 1 3% 12,0 PHP 2-5V750TB
8,00 7,95 B-1 2517 3 212 1 e e 13 14,0  PHP 2-5V800TB
8,50 8,45 B-2 2517 3 21 1 16 Y1 1 34 13,0  PHP 2-5V850TB
9,00 8,95 B-2 2517 3 212 1 Yhe e 13 16,0  PHP 2-5V900TB
9,25 9,20 C-2 3020 1% 3 1 11/ 2 516 17,0 PHP 2-5V925TB
9,75 9,70 C-2 3020 1% 3 1 /e 2 516 19,0  PHP 2-5V975TB
10,30 10,25 C-2 3020 1% 3 1 1) 2 516 22,0  PHP 2-5V1030TB
10,90 10,85 C-2 3020 1% 3 1 e 2 5h6 24,0  PHP 2-5V1090TB
11,80 11,75 C-2 3020 1% 3 1 11/ 2 516 26,0  PHP 2-5V1180TB
12,50 12,45 C-2 3020 1% 3 1 1) 2 516 280  PHP 2-5V1250TB
13,20 13,15 C-3 3020 1% 3 1 1/ 2 516 21,0 PHP 2-5V1320TB
14,00 13,95 C-3 3020 1% 3 1 e 2 516 23,0  PHP 2-5V1400TB
15,00 14,95 C-3 3020 1% 3 1 1) 2 516 26,0  PHP 2-5V1500TB
16,00 15,95 C-3 3020 1% 3 1 e 2 516 28,0  PHP 2-5V1600TB
21,20 21,15 C-3 3535 2 314 11 3 31 17k 51,0 PHP 2-5V2120TB
28,00 27,95 C-3 3535 2 3B 1M 3 3% 17w 690  PHP 2-5V2800TB
3 Groove
Outside Pitch Type Bush Bore F E L M Weight Designation
Diameter ~ Diameter .

Min  Max Ibs
7,10 7,05 B-1 2517 3 22 23 S8 13 13,0  PHP 3-5V710TB
7,50 7,45 B-1 2517 3% 27 23 5 13 150  PHP 3-5V750TB
8,00 7,95 B-1 2517 3 212 238 S8 13 18,0  PHP 3-5V800TB
8,50 8,45 B-2 2517 3 2 12 238 58 1 3 20,0  PHP 3-5V850TB
9,00 8,95 B-2 2517 3 212 238 98 13 20,0  PHP 3-5V900TB
9,25 9,20 A2 3020 1% 3 2 s 2 s 21,0  PHP 3-5V925TB
9,75 9,70 A-2 3020 1Y 3 238 2 3/8 24,0  PHP 3-5V975TB
10,30 10,25 A-2 3020 1% 3 2 3 2 3/8 250  PHP 3-5V1030TB
10,90 10,85 A-2 3020 1Y 3 2 3 2 3/g 27,0  PHP 3-5V1090TB
11,80 11,75 A-2 3020 1Y 3 238 2 3/8 29,0  PHP 3-5V1180TB
12,50 12,45 A-3 3020 1% 3 2 3 2 3/8 320  PHP 3-5V1250TB
13,20 13,15 A-3 3020 1% 3 238 2 3/8 34,0 PHP 3-5V1320TB
14,00 13,95 A-3 3020 1Y 3 238 2 3/8 36,0  PHP 3-5V1400TB
15,00 14,95 A-3 3020 1% 3 2 3 2 3/8 37,0  PHP 3-5V1500TB
16,00 15,95 A-3 3020 1Y 3 2 3 2 3/s 380  PHP 3-5V1600TB
21,20 21,15 C-3 3535 2 3B/ 238 312 1% 650 PHP3-5V2120TB
28,00 27,95 C-3 3535 2 3B 238 3% 1% 930 PHP 3-5V2800TB
37,50 37,40 C-3 4040 134 4 7 23 12 4 1%s 142,0 PHP 3-5V3750TB
50,00 49,90 C-3 4040 134 47 23 12 4 1% 2020 PHP 3-5V5000TB
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Narrow wedge belt pulleys

5V taper bushed

Type A-1
F
AN
0.D. PD. - -T
N
E L ;

4 Groove
Outside  Pitch Type Bush Bore
Diameter Diameter X

Min
7,10 7,05 B-1 2517 3
7,50 7,45 B-1 2517 3
8,00 7,95 B-1 2517 3
8,50 8,45 B-2 2517 3
9,00 8,95 B-2 2517 3
9,25 9,20 A-1 3020 1 Y
9,75 9,70 A-1 3020 1Y
10,30 10,25 A-2 3020 1 Y
10,90 10,85 A-2 3020 1 Y
11,80 11,75 A-2 3020 1 Vs
12,50 12,45 A-2 3020 1 Yu
13,20 13,15 A-3 3020 1 Y
14,00 13,95 C-2 3535 2
15,00 14,95 C-3 3535 2
16,00 15,95 C-3 3535 2
21,20 21,15 C-3 3535 2
28,00 27,95 C-3 3535 2
37,50 37,45 C-3 4040 1 u
50,00 49,95 C-3 4040 1 3
5 Groove
Outside  Pitch Type Bush Bore
Diameter Diameter X

Min
7,10 7,00 A-1 3020 1 Y
7,50 7,40 A-1 3020 1 Y4
8,00 7,90 A1 3020 1 Y
8,50 8,40 A-1 3020 1 s
9,00 8,90 A-1 3020 1 Yu
9,25 9,15 A-1 3020 1 Y
9,75 9,65 A-1 3020 1Y
10,30 10,20 A-2 3020 1 Y
10,90 10,80 A-2 3020 1 Y
11,80 11,70 A-2 3020 1 Vs
12,50 12,40 A-2 3535 2
13,20 13,10 A-2 3535 2
14,00 13,90 A-2 3535 2
15,00 14,90 A-3 3535 2
16,00 15,90 A-3 3535 2
21,20 21,10 C-3 4040 1 3
28,00 27,90 C-3 4040 1 3
37,50 37,40 C-3 4040 1 u
50,00 49,90 C-3 4545 2 s

212

Type A-2

212
212
212
212
212

wWwwwww

3 156
3 154
3 15/
3 15
3 154
4 The
4 7he

<
[
3

WWwwWwwwwwwww

3 154
3 15
3 156
3 154
3 15/
4 7he
4 The
4 The
4 B

3 1%
3 1
3 Y
3 Y
3 1
3 6
3 Y
3 1
3 1
3 Y
3 1
3 16
3 Y
3 1
3 1
3 Y
3 16
3 1
3 Y

3 3
3 3
33
3 3
33
3
3 3
3 3
3
3 3
33
33
3 3
3 3
3
3 3
33
3
33

E L M
E L M Weight
Ibs
156 13 0 15,0
156 1 3% 18,0
156 13 21,0
156 13 20,0
156 13 22,0
12 2 96 27,0
12 2 96 31,0
2 2 96 28,0
2 2 96 31,0
12 2 96 34,0
3 e 40,0
3 116 42,0
3% The 48,0
312 The 52,0
3% he 53,0
3% The 72,0
312 The 103,0
4 156 172,0
4 Bhe 222,0
E L M Weight
Ibs
2 2 1% 16,0
12 2 1 s 18,0
2 2 1% 220
2 2 1Y 260
12 2 1Y 290
12 2 1% 300
12 2 1Y% 340
12 2 1 s 32,0
2 2 1% 340
2 2 1Y 390
312 Y 54,0
312 Y 57,0
3% Ya 54,0
312 Yy 56,0
3% Ya 58,0
4 Ya 92,0
4 Y 117,0
4 Y 182,0
432 3/ 276,0

Type A-3

1
i

Y

NN

Designation

PHP 4-5V710TB
PHP 4-5V750TB
PHP 4-5V800TB
PHP 4-5V850TB
PHP 4-5V900TB
PHP 4-5V925TB
PHP 4-5V975TB
PHP 4-5V1030TB
PHP 4-5V1090TB
PHP 4-5V1180TB
PHP 4-5V1250TB
PHP 4-5V1320TB
PHP 4-5V1400TB
PHP 4-5V1500TB
PHP 4-5V1600TB
PHP 4-5V2120TB
PHP 4-5V2800TB
PHP 4-5V3750TB
PHP 4-5V5000TB

Designation

PHP 5-5V710TB
PHP 5-5V750TB
PHP 5-5V800TB
PHP 5-5V850TB
PHP 5-5V900TB
PHP 5-5V925TB
PHP 5-5V975TB
PHP 5-5V1030TB
PHP 5-5V1090TB
PHP 5-5V1180TB
PHP 5-5V1250TB
PHP 5-5V1320TB
PHP 5-5V1400TB
PHP 5-5V1500TB
PHP 5-5V1600TB
PHP 5-5V2120TB
PHP 5-5v2800TB
PHP 5-5V3750TB
PHP 5-5V5000TB
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.................. Belts

Narrow wedge belt pulleys SR Cham:

Do Couplings
| Bushings and Hubs
5V taper bushed S Sprockets

D o Pulleys
| Smart tools

6 Groove Type B-2 .

Outside  Pitch Type Bush Bore F E L M Weight Designation y -

Diameter Diameter .

Min Max lbs

7,10 7,00 A1 3020 1% 3 /TR TA 2 1% 180 PHP 6-5V710 TB

7,50 7,40 A1 3020 1% 3 V7T 2 114 200  PHP 6-5V750 TB

8,00 7,90 A1 3020 1% 3 /TR TA 2 1% 240 PHP 6-5V800 TB

8,50 8,40 A1 3020 1% 3 /T 2 1% 280 PHP 6-5V850 TB

9,00 8,90 A1 3020 1% 3 AR/ TR 2 1% 300 PHP6-5/900 TB

9,25 915 A1 3535 2 34 47 312 390  PHP 6-5V925 TB

975 965 A1 3535 2 31 47 31 B 460  PHP 6-5V975 TB 0.0. PD. -

1030 1020 A1 3535 2 3 M 4 js 312 540  PHP 6-5V1030 TB

10,90 1080 A1 3535 2 34 47 312 620  PHP 6-5V1090 TB

11,80 1170 A2 3535 2 3 B4 47 312 e 550  PHP 6-5V1180 TB

12,50 1240 A2 3535 2 3B 4 ) 31 B 580  PHP 6-5V1250 TB N

13,20 1340 A2 3535 2 3/ 4 7je 312 600  PHP 6-5V1320 TB

1400 1390 A2 3535 2 34 47 32 e 590  PHP 6-5V1400 TB

1500 1490 A2 4040 13 47he 47k 4 76 82,0  PHP 6-5V1500 TB §5ﬁ

16,00 1590 A2 4040 1% 47as 4 Ths 4 The 870  PHP 6-5V1600 TB - N

21,20 2110 A3 404D 1% 4 7as 4 Tjs 4 The 1020 PHP 6-5V2120 TB

28,00 2790 A3 4040 13 4 4 7he 4 The 1370 PHP 6-5V2800 TB E L—

37,50 3740  C-3 4545 2 Yy 4 Bjg 4 Tjg 42 116 221,0 PHP 6-5V3750 TB

50,00 4990  C-3 4545 2 Vi 4 hs 4 T 4L 116 296,0 PHP 6-5V5000 TB

8 Groove Type C-2

m
[l
<

Outside  Pitch Type Bush Bore F

f«— F —»‘

Diameter Diameter Min  Max bs
7,10 7,00 A-1 3030 1Y B3/16 1 B4 240  PHP 8-5V710TB
7,50 7,40 A-1 3030 1% B/16 184 280  PHP 8-5V750TB
8,00 7,90 A-1 3030 1% B/16 1334 330 PHP 8-5V800TB
8,50 8,40 A-1 3030 1% L3/16 113 380  PHP 8-5V850TB

|

|

Weight Designation

wwww
wwww

9,00 8,90 A-1 3535 2 3 B/ B 3% 15 44,0 PHP 8-5V900TB
9,25 9,15 A-1 3535 B3/16 312 15 45,0  PHP 8-5V925TB
9,75 9,65 A-1 3535 B3/16 3% 15 51,0  PHP 8-5V975TB PD. 0.D. -
10,30 10,20 A-1 3535 3 B/ B 312 15k 60,0  PHP 8-5V1030TB
10,90 10,80 A-1 3535 3 B/ /16 312 15 68,0  PHP 8-5V1090TB
11,80 11,70 A-2 3535 2 3 B/ Bhe 1 3% 15 63,0  PHP 8-5V1180TB
12,50 12,40 A-2 4040 13 4 7he Bhe Y 4 1% 82,0  PHP 8-5V1250TB
13,20 13,10 A-2 4040 134 4 The Bl Ya
14,00 13,90 A-2 4040 134 4 The Bhe Y
15,00 14,90 A-2 4040 134 4 The Bhe Y
16,00 15,90 A-2 4040 13 4 7he Bhe Y

3 151
3 156

[N N N

1% 82,0  PHP 8-5V1320TB
1,9/16 87,0  PHP 8-5V1400TB
1,9/16 97,0  PHP 8-5V1500TB
1,9/16 ~ 102,0 PHP 8-5V1600TB

s s

[CLRNCINE, RC T, Y R, R I, R C I R C R, B C R, R C N R E T

21,20 2110 A3 4040 1% b7 5 B Y 19/16 1220 PHP 8-5V2120TB E M
2800 2790 A3 4545 2% 4k 5B Y LY 11/16 1760 PHP 8-5V2800TB
37,50 3740 A3 4545 2% 45k 5V Y 42 11/16  271,0 PHP 8-5V3750TB
50,00 4990 A3 4545 2% 415 5% Y 432 11/16 3560 PHP 8-5V5000TB
10 Groove Type C-3
f— F —»‘

Outside  Pitch Type Bush Bore F E L M Weight Designation -
Diameter Diameter .

Min Max lbs
8,00 7.90 Al 3030 1% 3 7% 1 3 33%s 360 PHP10-5V800TB
8,50 8,40 A1 3030 1% 3 7% 1 3 33%s 420  PHP10-5V850TB
9,00 8,90 A1 3535 2 3Bk 73 1 31 24 470  PHP10-5V900TB
9,25 915 Al 4040 13 4as 7 3he 1 4 236 460  PHP10-5V925TB
9,75 9,65 A1 4040 13 47ms 73 1 4 23%s 540  PHP10-5V975TB
10,30 1020 A1 4040 13 47 73w 1 4 236 640  PHP 10-5V1030TB
10,90 1080 A1 4040 134 47s 73w 1 4 23 730  PHP10-5V1090TB PD. 0D. +——-—¢
11,30 1120 A1 4040 13 47w 73w 1 4 23%s 920  PHP10-5V1130TB
11,80 1170 A1 4040 1% b7 73w 1 4 236 870 PHP10-5V1180TB
12,50 1240 A2 4040 1% b7 73w 4 23s 870 PHP10-5V1250TB
13,20 1310 A2 4040 1% b7 73w 4 27% 1060 PHP 10-5V1320TB
14,00 1390 A2 4545 2% b7 73w 412 27 1160 PHP 10-5V1400TB
1500 1490 A2 4545 2% 45k 73w 43> 1Bk 1260 PHP10-5V1500TB
16,00 1590 A2 4545 2% 4k 73w 4% 1%k 1310 PHP 10-5V1600TB
18,70 1860 A2 4545 2%s 45k 73w 412 1Bk 1360 PHP10-5V1870TB -
21,20 2110 A3 4545 2%s 45k 73w 41> 1A 1390 PHP10-5V2120TB E M
2800 2790 A3 4545 2% 4k 73w 4% 1%k 1910 PHP10-5V2800TB L
37,50 3740 A3 4545 2%s 45k 73w 412 1Bk 3160 PHP10-5V3750TB
50,00 4990 A3 5050 23 5 7% 5 17w 4280 PHP 10-5V5000TB

213



Narrow wedge belt pulleys

8V taper bushed

Type A-1 Type A-2 Type A-3 Type C-3

4 Groove
Outside  Pitch Type Bush Bore F E L M Weight Designation
Diameter Diameter .

Min  Max Ibs
12,50 12,30 A-1 4040 13 47he 478 O 4 I8 92,0  PHP 4-8v1250TB
13,20 13,00 A-1 4040 134 47he 478 O 4 I8 107,0 PHP 4-8V1320TB
14,00 13,80 A-1 4040 134 4 Bhe 478 0 432 3 126,0 PHP 4-8V1400TB
15,00 14,80 A-1 4040 134 446 478 0O 432 g 116,0 PHP 4-8V1500TB
16,00 15,80 A-2 4040 134 4 Bhe 478 O 42 3 126,0 PHP 4-8V1600TB
17,00 16,80 A-2 4040 134 4 16  47g 0 412 38 136,0 PHP 4-8v1700TB
18,00 17,80 A-2 4040 13 4B 478 O 432 s 146,0 PHP 4-8V1800TB
19,00 18,80 A-2 4040 13 4B 478 O 432 3 161,0 PHP 4-8V1900TB
20,00 19,80 A-2 4545 2 Yy 4 Bhe 47 0 42 3 171,0 PHP 4-8V2000TB
21,20 21,00 A-3 4545 2 i 4 )6 47z O 432 g 146,0 PHP 4-8V2120TB
22,40 22,20 A-3 4545 2 Y 4B 478 O 42 3 161,0 PHP 4-8V2240TB
24,80 24,60 A-3 4545 2 i 4 15/ 4 [g 0 412 3 231,0 PHP 4-8V2480TB
30,00 29,80 A-3 4545 2 Y 4B 478 0O 432 s 251,0 PHP 4-8V3000TB
35,50 35,30 A-3 4545 2 Y 4 B 478 O 42 3 285,0 PHP 4-8V3550TB
40,00 39,80 C-3 5050 23 5 47 0 5 s 316,0 PHP 4-8V4000TB
44,50 44,30 C-3 5050 23 5 47 0 5 s 408,0 PHP 4-8V4450TB
53,00 52,80 C-3 5050 23 5 478 0 5 s 476,0 PHP 4-8V5300TB
5 Groove
Outside  Pitch Type Bush Bore F E L M Weight Designation
Diameter Diameter X

Min  Max lbs
12,50 12,30 A-1 4040 134 4 Bhs 6 0 4132 113 960  PHP5-8V1250TB
13,20 13,00 A-1 4040 13 4 Bhe 6 0 41> 1% 1160 PHP 5-8V1320TB
14,00 13,80 A-1 4040 134 4 B 6 0 412 1% 1360 PHP 5-8V1400TB
15,00 14,80 A-1 4040 134 4 s 6 0 412 1% 1310 PHP 5-8V1500TB
16,00 15,80 A-1 4040 134 4 B 6 0 412 1732 1410 PHP 5-8V1600TB
17,00 16,80 A-2 4040 13 4 146 6 0 43 11 146,0 PHP5-8V1700TB
18,00 17,80 A-2 4040 13 4 Bhe 6 0 412 11 1560 PHP 5-8V1800TB
19,00 18,80 A-2 4040 13 4 B 6 0 412 112 1760 PHP 5-8V1900TB
20,00 19,80 A-2 4545 2 i 4 B 6 0 412 1% 1860 PHP 5-8vV2000TB
21,20 21,00 A-3 4545 2 s 4 B 6 0 412 1% 1610 PHP5-8V2120TB
22,40 22,20 A-3 4545 2 Y 4 B 6 0 412 1132 1760 PHP 5-8V2240TB
24,80 24,60 A-3 4545 2 i 4 1556 6 0 43 11> 2350 PHP5-8V2480TB
30,00 29,80 A-3 4545 2 Y 4 Bh 6 0 412 113 2710 PHP 5-8V3000TB
35,50 35,30 A-3 4545 2 Y 4 B 6 0 412 112 3250 PHP 5-8V3550TB
40,00 39,80 A-3 5050 234 5 6 0 5 1 350,0 PHP 5-8V4000TB
44,50 44,30 A-3 5050 23 5 6 0 5} 1 411,0 PHP 5-8V4450TB
53,00 52,80 A-3 5050 234 5 6 0 5 1 565,0 PHP 5-8V5300TB
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.................. Belts

Narrow wedge belt pulleys SR Cham:

Do Couplings
| Bushings and Hubs
8V taper bushed S Sprockets
D o Pulleys
| Smart tools
Type A-1
F
6 Groove
Outside  Pitch Type Bush Bore F E L M Weight Designation ™

Diameter Diameter Min  Max bs

12,50 1230 A1 4545 2% 45k 6Ys 43> 2%Ys 1050 PHP 6-8V1250TB
13,20 1300 A1 4545 2% 45 6Ys Y 432 2%Ys 1250 PHP 6-8V1320TB
14,00 1380 A1 4545 2% 45k 6Ys 412 2Ys 1450 PHP 6-8V1400TB
1500 1480 A1 4545 2% 45 6Ys o 432 2%Ys 1700 PHP 6-8V1500TB
16,00 1580 A2 4545 2% 45k 6Ys Y 432 2%Ys 1450 PHP 6-8V1600TB 0D. PD. - -4
17,00 1680 A2 4545 2% 45k 6Ys 412 2Ys 1500 PHP 6-8V1700TB
18,00 1780 A2 4545 2% 45k 6Ys 43> 2%Ys 1600 PHP 6-8V1800TB

19,00 18,80 A-2 4545 2 Yy 4 Bhe 61z Y2 432 21 1850 PHP 6-8V1900TB
20,00 19,80 A-2 4545 2 Y. 4 B 6 s 2 412 2% 2000 PHP 6-8V2000TB

21,20 21,00 A-3 4545 2 Yy 4 156 6 s 12 412 2% 1700 PHP 6-8V2120TB
22,40 22,20 A-3 4545 2 Y 4 Bhe 6 s 12 432 21 180,0 PHP 6-8V2240TB

24,80 24,60 A-3 4545 2 Yy 4 15he 6 1s 12 43> 21s 2380 PHP 6-8V2480TB
30,00 29,80 A-3 5050 234 5 6 12 5 158 2850 PHP 6-8V3000TB QL\ Ry
35,50 35,30 A-3 5050 23 5 6 s 12 5 158 336,0 PHP 6-8V3550TB
40,00 39,80 A-3 5050 234 5 6 s 12 5 158 3750 PHP 6-8V4000TB E L M
44,50 44,30 A-3 5050 234 5 6 s 12 5 158 436,0 PHP 6-8V4450TB
53,00 52,80 A-3 5050 234 5 61 12 5 158 5950 PHP 6-8V5300TB
8 Groove Type A-2
Outside  Pitch Type Bush Bore F E L M Weight Designation F
Diameter Diameter .
Min  Max lbs . _
12,50 12,30 A-1 4545 2%y 4546 938 112 412 338 1250 PHP 8-8V1250TB m
13,20 13,00 A-1 4545 2 s 4156 933 1% 41> 33 1350 PHP 8-8V1320TB
14,00 13,80 A-1 4545 2 Yy 4 Bhe 938 112 42 33/ 1550 PHP 8-8V1400TB
15,00 14,80 A-1 4545 2 s 4 346 938 132 412 336 1800 PHP 8-8V1500TB W
16,00 15,80 A-1 4545 2 Y 4B 93s 112 4732 33g  160,0 PHP 8-8V1600TB
17,00 16,80 A-2 5050 234 5 93 11> 5 33/s 176,0 PHP 8-8V1700TB
18,00 17,80 A-2 5050 23 5 93 1 5 336 1900 PHP 8-8vV1800TB
19,00 18,80 A-2 5050 23 5 93 1 5] 33/ 210,0 PHP 8-8V1900TB 0.D. PD. _ _ 1
20,00 19,80 A-2 5050 234 5 93% 1 5) 33 2250 PHP 8-8V2000TB
21,20 21,00 A-2 5050 23 5 93 1 5 33/ 2450 PHP 8-8V2120TB
22,40 22,20 A-3 5050 234 5 93 1 5 33/s 3000 PHP 8-8V2240TB
24,80 24,60 A-3 5050 234 5 9 38 1 5 3 3/s 309,0 PHP 8-8V2480TB
30,00 29,80 A-3 5050 234 5 93 1 5 336 3150 PHP 8-8V3000TB
35,50 35,30 A-3 5050 23 5 93 1 5 33 4150 PHP 8-8V3550TB
40,00 39,80 A-3 5050 234 5 93% 1 5) 338 4700 PHP 8-8V4000TB
44,50 44,30 A-3 5050 234 5 93 1 5 338 5850 PHP 8-8V4450TB ;\\mi
53,00 52,80 A-3 6050 234 5 93 1 5] 33s 700,0 PHP 8-8V5300TB
E L M
10 Groove
Outside  Pitch Type Bush Bore F E L M Weight Designation
Diameter Diameter ® Mi ° g Ty pe A-3
in  Max lbs
13,20 13,00 A-1 4545 2y 4 156 1158 1 432 618 1500 PHP 10-8V1320TB F
14,00 13,80 A-1 4545 2y 4 1546 1158 1 432 6 1s 1750 PHP 10-8V1400TB
15,00 14,80 A1 5050 234 5 1158 1 5] 558 1750 PHP 10-8V1500TB 1 -
16,00 15,80 A-1 5050 234 5 11 58 1 5 558 220,0 PHP 10-8V1600TB
17,00 16,80 A-2 5050 234 5 1158 2% 5 4 3 1850 PHP 10-8V1700TB
18,00 17,80 A-2 5050 234 5 11 58 2 Ya 5 4 3/ 220,0 PHP 10-8v1800TB
19,00 18,80 A-2 5050 23 5 1158 2% 5 4 3/g  240,0 PHP 10-8V1900TB
20,00 19,80 A-2 5050 23 5 1158 2% 5 4 3s  260,0 PHP 10-8V2000TB
21,20 21,00 A-2 5050 234 5 1158 2% 5 4 3/s  280,0 PHP 10-8v2120TB
22,40 22,20 A-3 5050 234 5 1158 2% 5 4 3/g 3350 PHP 10-8V2240TB
24,80 24,60 A-3 5050 234 5 1158 2% 5 4 3s 3580 PHP 10-8V2480TB 0.D. PD. _ _ 1
30,00 29,80 A-3 5050 234 5 11 58 2 Ya 5 4 3/ 370,0 PHP 10-8V3000TB
35,50 35,30 A-3 5050 234 5 1158 2% 5 4 3/g  480,0 PHP 10-8V3550TB
40,00 39,80 A-3 5050 23 5 1158 2% 5 4 3g  550,0 PHP 10-8V4000TB
44,50 44,30 A-3 6050 234 5 1158 2% 5 4 3/s 6750 PHP 10-8V4450TB
53,00 52,80 A-3 6050 234 5 1158 2% 5 4 3/g  870,0 PHP 10-8V5300TB
MW NN
E L M




HITD pulleys

Pilot bore (RSB)

3 mm Pitch

a— F —

—
I‘b‘

‘

P.D.

Type OF Type 1 Type 1F

Belt Width 09 mm

No. Diameter Type Bore Dimensions Weight Designation

feet PD. 0.D. A Min Max F K L M H =

10 9,55 8,79 13,0 OF = 4,0 10,2 = 17,5 - 13,0 0,040 PHP 10-3M-09RSB
12 11,46 10,70 15,0 OF = 6,0 10,2 = 17,5 = 15,0 0,060 PHP 12-3M-09RSB
14 13,37 12,61 16,0 OF - 7,0 10,2 - 17,5 - 16,0 0,070 PHP 14-3M-09RSB
15 14,32 13,56 17,5 OF - 8,0 10,2 = 17,5 - 17,5 0,080 PHP 15-3M-09RSB
16 15,28 14,52 18,0 1F 4 6,0 12,8 = 20,6 = 10,0 0,070 PHP 16-3M-09RSB
18 17,19 16,43 19,5 1F 6 6,5 12,8 - 20,6 - 11,0 0,080 PHP 18-3M-09RSB
20 19,10 18,34 23,0 1F 6 8,0 12,8 - 20,6 - 13,0 0,010 PHP 20-3M-09RSB
21 20,05 19,29 25,0 1F 6 8,5 12,8 = 20,6 = 14,0 0,013 PHP 21-3M-09RSB
22 21,01 20,25 25,0 1F 6 8,5 12,8 - 20,6 - 14,0 0,014 PHP 22-3M-09RSB
24 22,92 22,16 25,0 1F [ 8,5 12,8 - 20,6 - 14,0 0,016 PHP 24-3M-09RSB
26 24,83 24,07 28,0 1F 6 10,5 12,8 = 20,6 = 16,0 0,018 PHP 26-3M-09RSB
28 26,74 25,98 32,0 1F 6 11,5 12,8 - 20,6 - 18,0 0,024 PHP 28-3M-09RSB
30 28,65 27,89 32,0 1F 6 12,5 12,8 - 20,6 - 20,0 0,028 PHP 30-3M-09RSB
32 30,56 29,80 36,0 1F 6 14,0 12,8 = 20,6 = 22,0 0,032 PHP 32-3M-09RSB
36 34,38 33,62 38,0 1F 6 17,0 13,4 - 22,2 - 26,0 0,045 PHP 36-3M-09RSB
40 38,20 37,44 42,0 1F 6 19,0 13,4 - 22,2 - 28,0 0,055 PHP 40-3M-09RSB
44 42,02 41,26 48,0 1F 6 22,5 13,4 = 22,2 = 33,0 0,074 PHP 44-3M-09RSB
48 45,84 45,08 - 1 8 22,5 13,4 - 22,2 - 33,0 0,074 PHP 48-3M-09RSB
60 57,30 56,54 - 1 8 22,5 13,4 - 22,2 - 33,0 0,106 PHP 60-3M-09RSB
72 68,75 67,99 = 1 8 22,5 13,4 = 22,2 = 33,0 0,145 PHP 72-3M-09RSB

Belt Width 15 mm

No. Diameter Type Bore Dimensions Weight Designation

feEt PD. 0.D. A Min Max F K L M H =

10 9,55 8,79 13,0 OF = 3,0 17,0 = 26,0 - 13,0 0,040 PHP 10-3M-15RSB
12 11,46 10,70 15,0 OF = 5,0 17,0 = 26,0 = 15,0 0,060 PHP 12-3M-15RSB
14 13,37 12,61 16,0 OF - 6,0 17,0 - 26,0 - 16,0 0,070 PHP 14-3M-15RSB
15 14,32 13,56 17,5 OF - 6,0 17,0 = 26,0 - 17,5 0,080 PHP 15-3M-15RSB
16 15,28 14,52 18,0 1F 4 7.0 19,5 = 26,0 = 10,0 0,070 PHP 16-3M-15RSB
18 17,19 16,43 19,5 1F 6 8,0 19,5 - 26,0 - 11,0 0,080 PHP 18-3M-15RSB
20 19,10 18,34 23,0 1F 6 9,0 19,5 - 26,0 - 13,0 0,010 PHP 20-3M-15RSB
21 20,05 19,29 25,0 1F 6 9,0 19,5 = 26,0 = 14,0 0,013 PHP 21-3M-15RSB
22 21,01 20,25 25,0 1F 6 9,0 19,5 - 26,0 - 14,0 0,014 PHP 22-3M-15RSB
24 22,92 22,16 25,0 1F [ 9,0 19,5 - 26,0 - 14,0 0,016 PHP 24-3M-15RSB
26 24,83 24,07 28,0 1F 6 11,0 19,5 = 26,0 = 16,0 0,018 PHP 26-3M-15RSB
28 26,74 25,98 32,0 1F 6 12,0 19,5 - 26,0 - 18,0 0,024 PHP 28-3M-15RSB
30 28,65 27,89 32,0 1F 6 14,0 19,5 - 26,0 - 20,0 0,028 PHP 30-3M-15RSB
32 30,56 29,80 36,0 1F 6 15,0 19,5 = 26,0 = 22,0 0,032 PHP 32-3M-15RSB
36 34,38 33,62 38,0 1F 6 16,0 20,0 - 30,0 - 26,0 0,045 PHP 36-3M-15RSB
40 38,20 37,44 42,0 1F 6 18,0 20,0 - 30,0 - 28,0 0,055 PHP 40-3M-15RSB
44 42,02 41,26 48,0 1F 6 20,0 20,0 = 30,0 = 33,0 0,074 PHP 44-3M-15RSB
48 45,84 45,08 - 1 8 20,0 20,0 - 30,0 - 33,0 0,074 PHP 48-3M-15RSB
60 57,30 56,54 - 1 8 20,0 20,0 - 30,0 - 33,0 0,106 PHP 60-3M-15RSB
72 68,75 67,99 = 1 8 20,0 20,0 = 30,0 = 33,0 0,145 PHP 72-3M-15RSB

216



HITD pulleys S e

> Couplings
. | Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys
| Smart tools
5 mm Pitch
fe— L — L
i
A PD. +—-—— H PD. +—-—F H
1 d Y
Type 1F Type 1
Belt Width 09 mm
No. Diameter Type Bore Dimensions Weight Designation
feets PD. 0D. A Min Max F K L M H &
12 19,10 17,96 25 1F 4 8 145 - 20,0 - 13,0 0,03 PHP 12-5M-09RSB
14 22,28 21,14 25 1F 6 9 14,5 - 20,0 - 13,0 0,03 PHP 14-5M-09RSB
15 2387 22,73 28 1F 6 11 145 - 20,0 - 16,0 0,04 PHP 15-5M-09RSB
16 25,46 24,32 28 1F 6 11 14,5 - 20,0 - 16,0 0,05 PHP 16-5M-09RSB
18 28,65 27,51 32 1F 6 13 14,5 - 20,0 - 19,0 0,07 PHP 18-5M-09RSB
20 31,83 30,69 36 1F 6 14 14,5 - 225 - 23,0 0,09 PHP 20-5M-09RSB
21 33,42 32,28 38 1F 6 15 145 - 225 - 24,0 0,11 PHP 21-5M-09RSB
22 35,01 33,87 38 1F 6 16 14,5 - 22,5 - 25,5 0,12 PHP 22-5M-09RSB
24 38,20 37,06 42 1F 6 18 145 - 225 - 27,0 0,15 PHP 24-5M-09RSB
26 41,38 40,24 A 1F 6 20 14,5 - 22,5 - 30,0 0,17 PHP 26-5M-09RSB
28 44,56 43,42 48 1F 6 20 14,5 - 22,5 - 30,5 0,20 PHP 28-5M-09RSB
30 47,75 46,60 51 1F 6 24 145 - 225 - 35,0 0,24 PHP 30-5M-09RSB
32 50,93 49,79 54 1F 8 26 145 - 225 - 38,0 0,27 PHP 32-5M-09RSB
36 57,30 56,16 60 1F 8 26 14,5 - 22,5 - 38,0 0,32 PHP 36-5M-09RSB
40 63,66 62,52 71 1F 8 26 145 - 225 - 38,0 0,40 PHP 40-5M-09RSB
I 70,03 68,89 - 1 8 26 14,5 - 25,5 - 38,0 0,17 PHP 44-5M-09RSB
48 76,39 75,25 - 1 8 26 14,5 - 25,5 - 38,0 0,18 PHP 48-5M-09RSB
60 95,49 94,35 - 1 8 30 14,5 - 255 - 45,0 0,23 PHP 60-5M-09RSB
72 114,59 113,45 - 1 8 30 145 - 25,5 - 45,0 0,27 PHP 72-5M-09RSB
Belt Width 15 mm
No. Diameter Type Bore Dimensions Weight Designation
feets PD. 0D. A Min Max F K L M H &
12 19,10 17,96 25 1F 4 8 20,5 - 26 - 130 0,03 PHP 12-5M-15RSB
14 22,28 21,14 25 1F 6 9 20,5 - 26 - 13,0 0,05 PHP 14-5M-15RSB
15 2387 22,73 28 1F 6 11 20,5 - 26 - 16,0 0,06 PHP 15-5M-15RSB
16 25,46 24,32 28 1F 6 11 20,5 - 26 - 16,0 0,06 PHP 16-5M-15RSB
18 28,65 27,51 32 1F 6 13 20,5 - 26 - 19,0 0,09 PHP 18-5M-15RSB
20 31,83 30,69 36 1F 6 14 20,5 - 26 - 23,0 0,11 PHP 20-5M-15RSB
21 33,42 32,28 38 1F 6 15 20,5 - 26 - 24,0 0,13 PHP 21-5M-15RSB
22 35,01 33,87 38 1F 6 16 20,5 - 26 - 25,5 0,14 PHP 22-5M-15RSB
24 38,20 37,06 42 1F 6 18 20,5 - 28 - 27,0 0,18 PHP 24-5M-15RSB
26 41,38 40,24 A 1F 6 20 20,5 - 28 - 30,0 0,22 PHP 26-5M-15RSB
28 44,56 43,42 48 1F 6 20 20,5 - 28 - 30,5 0,25 PHP 28-5M-15RSB
30 47,75 46,60 51 1F 6 24 20,5 - 28 - 35,0 0,30 PHP 30-5M-15RSB
32 50,93 49,79 54 1F 8 26 20,5 - 28 - 38,0 0,35 PHP 32-5M-15RSB
36 57,30 56,16 60 1F 8 26 20,5 - 28 - 38,0 0,52 PHP 36-5M-15RSB
40 63,66 62,52 71 1F 8 26 20,5 - 28 - 38,0 0,43 PHP 40-5M-15RSB
I 70,03 68,89 - 1 8 26 20,5 - 30 - 38,0 0,23 PHP 44-5M-15RSB
48 76,39 75,25 - 1 8 26 20,5 - 30 - 38,0 0,19 PHP 48-5M-15RSB
60 95,49 94,35 - 1 8 34 20,5 - 30 - 50,0 0,31 PHP 60-5M-15RSB
72 114,59 113,45 - 1 8 34 20,5 - 30 - 50,0 0,38 PHP 72-5M-15RSB
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HITD pulleys

Pilot bore (RSB)

5 mm Pitch
| F —f - F —
A PD - - H PD. +—-——F H
Type 1F Type 1

Belt Width 25 mm

No. Diameter Type Bore Dimensions Weight Designation

feet PD. 0.D. A Min Max F K L M H kg

12 19.10 17.96 25 1F 4 8 30.5 = 36 55 13.0 0.050 PHP 12-5M-25RSB
14 22.28 21.14 25 1F 6 9 30.5 = 36 55 13.0 0.070 PHP 14-5M-25RSB
15 23.87 22.73 28 1F 6 11 30.5 - 36 55 16.0 0.080 PHP 15-5M-25RSB
16 25.46 2432 28 1F 6 11 30.5 = 36 55 16.0 0.100 PHP 16-5M-25RSB
18 28.65 27.51 32 1F 6 13 30.5 = 36 55 19.0 0.120 PHP 18-5M-25RSB
20 31.83 30.69 36 1F 6 14 30.5 - 36 55 23.0 0.160 PHP 20-5M-25RSB
21 33.42 32.28 38 1F 6 15 30.5 - 38 75 24.0 0.190 PHP 21-5M-25RSB
22 35.01 33.87 38 1F [} 16 30.5 = 38 7.5 255 0.210 PHP 22-5M-25RSB
24 38.20 37.06 42 1F 6 18 30.5 - 38 7.5 27.0 0.250 PHP 24-5M-25RSB
26 41.38 40.24 44 1F 6 20 30.5 - 38 7.5 30.0 0.300 PHP 26-5M-25RSB
28 44.56 43.42 48 1F 6 20 30.5 = 38 7.5 30.5 0.350 PHP 28-5M-25RSB
30 47.75 46.60 51 1F 6 24 30.5 - 38 7.5 35.0 0.420 PHP 30-5M-25RSB
32 50.93 49.79 54 1F 8 26 30.5 - 38 7.5 38.0 0.480 PHP 32-5M-25RSB
36 57.30 56.16 60 1F 8 26 30.5 = 38 7.5 38.0 0.590 PHP 36-5M-25RSB
40 63.66 62.52 71 AlF 8 26 30.5 - 38 7.5 38.0 0.740 PHP 40-5M-25RSB
44 70.03 68.89 - 1 8 26 30.5 - 40 9.5 38.0 0.320 PHP 44-5M-25RSB
48 76.39 72.25 = 1 8 26 30.5 = 40 9.5 38.0 0.275 PHP 48-5M-25RSB
60 95.49 94.35 - 1 8 34 30.5 - 40 9.5 50.0 0.435 PHP 60-5M-25RSB
72 114.59 113.45 - 1 8 34 30.5 - 40 9.5 50.0 0.525 PHP 72-5M-25RSB
80 127.32 126.18 = 1 8 62 30.5 = 40 = 92.0 0.600 PHP 80-5M-25RSB
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HITD pulleys S e

> Couplings
. | Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys
| Smart tools
8 mm Pitch
~L— -~ L — L — ~— L —>
| F — < F —= < F — l— F —
- ) ——4
[ m— Z
. {
A PD _ - H PD 4 L H A PD - H P.D - - H
&l { A\
J " y - U
Type 1F Type 2 Type 2F Type 5
Belt Width 20 mm
No. Diameter Type Bore Dimensions Weight Designation
e PD. 0.D. A Min Max F K L M H kg
20 50.93 49.56 60 1F 12 25 28 = 38 = 38 0.43 PHP 20-8M-20RSB
21 53.47 5210 62 1F 12 27 28 - 38 = 40 0.49 PHP 21-8M-20RSB
22 56.02 54.65 65 1F 12 29 28 - 38 - 43 054 PHP 22-8M-20RSB
23 58.57 57.20 65 1F 12 29 28 = 38 = 45 0.60 PHP 23-8M-20RSB
24 6112 59.75 70 1F 12 30 28 - 38 = 45 0.65 PHP 24-8M-20RSB
25 63.66 62.28 71 1F 12 31 28 - 38 - 45 073 PHP 25-8M-20RSB
26 66.21 64.84 75 1F 12 32 28 = 38 = 50 0.80 PHP 26-8M-20RSB
27 68.75 67.39 75 1F 12 33 28 - 38 - 50 0.84 PHP 27-8M-20RSB
28 7130 70.08 80 1F 15 34 28 - 38 - 50 087 PHP 28-8M-20RSB
29 73.85 72.62 85 1F 15 35 28 = 38 = 55 0.95 PHP 29-8M-20RSB
30 7639 7513 85 1F 15 36 28 - 38 = 55 1.02 PHP 30-8M-20RSB
31 78.94 77.65 87 1F 15 38 28 - 38 - 55 111 PHP 31-8M-20RSB
32 81.49 80.16 90 1F 15 40 28 = 38 = 60 1.20 PHP 32-8M-20RSB
33 84.03 82.68 90 1F 15 42 28 - 38 - 60 130 PHP 33-8M-20RSB
34 86.58 85.22 95 1F 15 4 28 - 38 - 70 1.40 PHP 34-8M-20RSB
35 89.13 87.76 95 1F 15 45 28 = 38 = 70 1.48 PHP 35-8M-20RSB
36 91.67 90.30 100 1F 15 46 28 - 38 = 70 155 PHP 36-8M-20RSB
38 96.77 9539 105 1F 15 50 28 - 38 - 75 1.65 PHP 38-8M-20RSB
40 101.86 100.49 110 1F 15 50 28 S 38 s 75 174 PHP 40-8M-20RSB
42 106.95 105.58 111 1F 15 50 28 = 38 - 75 1.92 PHP 42-8M-20RSB
44 112.05 110,67 121 1F 15 50 28 - 38 - 75 210 PHP 44-8M-20RSB
45 114.59 113.22 121 1F 15 50 28 = 38 = 75 219 PHP 45-8M-20RSB
48 122.23 120.86 131 1F 15 54 28 - 38 = 75 2.44 PHP 48-8M-20RSB
50 12732 125.95 131 1F 15 54 28 - 38 - 75 2.48 PHP 50-8M-20RSB
52 132.42 131.05 140 1F 15 54 28 S 38 = 80 252 PHP 52-8M-20RSB
56 142.60 141.23 151 2F 15 54 28 s 38 - 80 2.60 PHP 56-8M-20RSB
64 162.97 161.60 172 2F 15 54 28 - 38 = 80 2.90 PHP 64-8M-20RSB
72 18335 181.97 192 2F 15 54 28 = 38 . 80 310 PHP 72-8M-20RSB
80 203.72 20235 = 2 15 54 28 - 38 = 90 3.80 PHP 80-8M-20RSB
90 22918 227.81 - 2 15 54 28 - 38 - 90 420 PHP 90-8M-20RSB
112 285.21 283.83 = 5 18 54 28 S 38 = 90 5.20 PHP 112-8M-20RSB
144 366.69 36532 s 5 20 54 28 s 38 = 90 7.50 PHP 144-8M-20RSB
168 427.81 426,44 - 5 20 60 28 - 38 - 100 10.00 PHP 168-8M-20RSB
192 488.92 487.55 s 5 20 60 28 = 38 = 100 14.40 PHP 192-8M-20RSB
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HITD pulleys

Pilot bore (RSB)

8 mm Pitch
le—— | —] e fe—— | ——> L
la— F —f e F — < F — fa— F —
} 4 — T {
wi % ‘
A PD - - H PD. +—-——F H A PD - H PD. +—-——1 H
&_ AN {
Type 1F Type 2 Type 2F Type 5

Belt Width 30 mm

No. Diameter Type Bore Dimensions Weight Designation

Teeth PD. 0.D. A Min Max F K L M H kg

20 50,93 49,56 60 1F 12 25 38 - 48 - 38 0,54 PHP 20-8M-30RSB
21 53,47 52,10 62 1F 12 27 38 = 48 = 40 0,62 PHP 21-8M-30RSB
22 56,02 54,65 65 1F 12 29 38 = 48 = 43 0,69 PHP 22-8M-30RSB
23 57,57 57,20 65 1F 12 30 38 - 48 - 45 0,77 PHP 23-8M-30RSB
24 61,12 59,75 70 1F 12 30 38 = 48 = 45 0,84 PHP 24-8M-30RSB
25 63,66 62,28 71 1F 12 31 38 = 48 = 50 0,92 PHP 25-8M-30RSB
26 66,21 64,84 75 1F 12 32 38 - 48 - 50 1,00 PHP 26-8M-30RSB
27 68,75 67,39 75 1F 12 33 38 = 48 - 50 1,06 PHP 27-8M-30RSB
28 71,30 70,08 80 1F 15 34 38 = 48 = 50 1,12 PHP 28-8M-30RSB
30 76,39 75,13 85 1F 15 36 38 - 48 - 55 1,32 PHP 30-8M-30RSB
31 78,94 77,65 87 1F 15 38 38 = 48 - 55 1,42 PHP 31-8M-30RSB
32 81,49 80,16 90 1F 15 40 38 = 48 = 60 1,53 PHP 32-8M-30RSB
33 84,03 82,68 90 1F 15 42 38 - 48 - 60 1,64 PHP 33-8M-30RSB
34 86,58 85,22 95 1F 15 44 38 = 48 - 70 1,80 PHP 34-8M-30RSB
35 89,13 87,76 95 1F 15 45 38 = 48 = 70 1,90 PHP 35-8M-30RSB
36 91,67 90,30 100 1F as 46 38 - 48 - 70 1,99 PHP 36-8M-30RSB
38 96,77 95,39 105 1F 15 50 38 = 48 - 75 2,27 PHP 38-8M-30RSB
40 101,86 100,49 110 1F 15 50 38 = 48 = 75 2,40 PHP 40-8M-30RSB
42 106,95 105,58 111 1F 15 50 38 - 48 - 75 2,60 PHP 42-8M-30RSB
44 112,05 110,67 121 1F 15 50 38 = 48 - 75 2,80 PHP 44-8M-30RSB
45 114,59 113,22 121 1F 15 50 38 = 48 = 75 2,90 PHP 45-8M-30RSB
48 122,23 120,86 131 1F 15 50 38 - 48 - 75 3,20 PHP 48-8M-30RSB
50 127,32 125,95 131 1F 15 50 38 = 48 - 75 3,30 PHP 50-8M-30RSB
52 132,42 131,05 140 1F 15 60 38 = 48 = 90 3,40 PHP 52-8M-30RSB
56 142,60 141,23 Al 2F a5 60 38 - 48 - 90 3,60 PHP 56-8M-30RSB
60 152,79 151,42 168 2F 15 60 38 - 48 - 90 3,95 PHP 60-8M-30RSB
64 162,97 161,60 172 2F 15 60 38 = 48 = 90 4,30 PHP 64-8M-30RSB
72 183,35 181,97 192 2F 15 63 38 - 48 - 95 4,80 PHP 72-8M-30RSB
80 203,72 202,35 - 2 15 60 38 - 48 - 100 510 PHP 80-8M-30RSB
90 229,18 227,81 = 2 15 60 38 = 48 = 100 5,70 PHP 90-8M-30RSB
112 285,21 283,83 - 5 18 60 38 - 48 - 100 6,80 PHP 112-8M-30RSB
144 366,69 365,32 - 5 20 60 38 - 48 - 100 9,30 PHP 144-8M-30RSB
168 427,81 426,44 = 5 20 60 38 = 48 = 100 11,40 PHP 168-8M-30RSB
192 488,92 487,55 - 5 20 60 38 - 48 - 100 16,00 PHP 192-8M-30RSB
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HITD pulleys S e

| Couplings
. [ Bushings and Hubs
Pilot bore (RSB) b o Sprockets
D o Pulleys
| Smart tools
8 mm Pitch
| F —f n
i [« =7~ ; 1
v/ 7
PD. +—-—1 H PD. +— -1 H A PD. +—-+ H
A PD. - - H
- U I S — ’T— U
Type 1F Type 3 Type 7 Type 7F
Belt Width 50 mm
No. Diameter Type Bore Dimensions Weight Designation
feets PD. 0D. A Min Max F K L M H kg
22 56,02 54,65 65 1F 12 29 60 - 70 - 43 1,00 PHP 22-8M-50RSB
23 58,57 57,20 65 1F 12 30 60 - 70 - 45 112 PHP 23-8M-50RSB
24 61,12 59,75 70 1F 12 30 60 = 70 - 45 1,23 PHP 24-8M-50RSB
25 63,66 62,28 70 1F 12 34 60 - 70 - 50 1,37 PHP 25-8M-50RSB
26 66,21 64,84 75 1F 12 34 60 - 70 - 50 1,50 PHP 26-8M-50RSB
27 68,75 67,39 75 1F 15 34 60 - 70 - 50 1,59 PHP 27-8M-50RSB
28 71,30 70,08 80 1F 15 34 60 - 70 - 50 1,67 PHP 28-8M-50RSB
30 76,39 7513 85 1F 15 38 60 - 70 - 55 1,97 PHP 30-8M-50RSB
31 78,94 77,65 87 1F 15 38 60 = 70 = 55 212 PHP 31-8M-50RSB
32 81,49 80,16 90 1F 15 40 60 - 70 - 60 2,27 PHP 32-8M-50RSB
33 84,03 82,68 90 1F 15 42 60 - 70 - 60 2,42 PHP 33-8M-50RSB
34 86,58 85,22 95 1F 15 bt 60 - 70 - 70 2,69 PHP 34-8M-50RSB
35 89,13 87,76 95 1F 15 45 60 - 70 - 70 2.83 PHP 35-8M-50RSB
36 91,67 90,30 100 1F 15 46 60 - 70 - 70 2,97 PHP 36-8M-50RSB
38 96,77 95,39 105 1F 15 50 60 = 70 = 75 3,23 PHP 38-8M-50RSB
40 101,86 100,49 110 1F 18 50 60 - 70 - 75 3,50 PHP 40-8M-50RSB
42 104,41 103,03 111 1F 18 50 60 - 70 - 75 3,70 PHP 42-8M-50RSB
Lh 112,05 110,67 121 1F 18 50 60 - 70 - 75 3,90 PHP 44-8M-50RSB
45 114,59 113,22 121 1F 18 50 60 - 70 - 75 4,00 PHP 45-8M-50RSB
48 122,23 120,86 131 1F 18 54 60 - 70 - 80 4,30 PHP 48-8M-50RSB
50 124,78 123,41 131 aF 18 54 60 - 70 = 80 448 PHP 50-8M-50RSB
52 127,32 125,95 140 1F 18 60 60 - 70 - 90 4,65 PHP 52-8M-50RSB
56 142,60 141,23 151 7F 18 60 60 - 60 - 90 5,00 PHP 56-8M-50RSB
60 152,79 151,42 158 7F 18 60 60 - 60 - 90 530 PHP 60-8M-50RSB
64 162,97 161,60 171 7F 18 60 60 - 60 - 100 5,60 PHP 64-8M-50RSB
72 183,35 181,97 192 7F 18 63 60 - 60 - 100 6,80 PHP 72-8M-50RSB
80 203,72 202,35 - 7 18 60 60 - 60 - 110 6,90 PHP 80-8M-50RSB
90 229,18 227,81 - 7 18 60 60 - 60 - 110 8,60 PHP 90-8M-50RSB
112 285,21 283,83 - 3 20 60 60 - 60 - 110 9,60 PHP 112-8M-50RSB
144 366,69 365,32 = 3 20 60 60 - 60 = 110 13,80 PHP 144-8M-50RSB
168 427,81 426,44 - 3 20 60 60 - 60 - 120 16,00 PHP 168-8M-50RSB
192 488,92 487,55 - 3 20 60 60 - 60 - 130 22,40 PHP 192-8M-50RSB
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HITD pulleys

Pilot bore (RSB)

8 mm Pitch
e—— | ——» fe— F —f la— F —
| F —» n
[«
A
-
PD. +—-— H 4 -+
A PD. —-—— H A PD H
3 ¥ d Y \
Type 1F Type 3 Type 7F
Belt Width 85 mm
No. Diameter Type Bore Dimensions Weight Designation
feet PD. 0.D. A Min Max F K L M H =
22 56,02 54,65 65 1F 12 29 95 = 105 - 43 1,55 PHP 22-8M-85RSB
23 58,57 57,20 65 1F 12 30 95 = 105 = 45 1,73 PHP 23-8M-85RSB
24 61,12 59,75 70 1F 12 30 95 - 105 - 45 1,90 PHP 24-8M-85RSB
25 63,66 62,28 70 1F 12 34 95 = 105 - 50 2,08 PHP 25-8M-85RSB
26 66,21 64,84 75 1F 12 34 95 = 105 = 50 2,25 PHP 26-8M-85RSB
27 68,75 67,39 75 1F 12 34 95 - 105 - 50 2,40 PHP 27-8M-85RSB
28 71,30 70,08 80 1F 15 34 95 - 105 - 50 2,55 PHP 28-8M-85RSB
30 76,39 75,13 85 1F 15 35 95 = 105 = 555 3,00 PHP 30-8M-85RSB
31 78,94 77,65 87 alE a5 38 95 - 105 - 55 3,23 PHP 31-8M-85RSB
32 81,49 80,16 90 1F 15 42 95 - 105 - 60 3,57 PHP 32-8M-85RSB
33 84,03 82,68 90 1F 15 44 95 = 105 = 60 3,75 PHP 33-8M-85RSB
34 86,58 85,22 95 1F 15 4t 95 - 105 - 70 4,00 PHP 34-8M-85RSB
35 89,13 87,76 95 1F 15 44 95 - 105 - 70 4,25 PHP 35-8M-85RSB
36 91,67 90,30 100 1F 15 44 95 = 105 = 70 4,50 PHP 36-8M-85RSB
38 96,77 95,39 106 AlF 15 50 95 - 105 - 75 4,90 PHP 38-8M-85RSB
40 101,86 100,49 110 1F 18 50 95 - 105 - 75 5,20 PHP 40-8M-85RSB
42 106,95 105,58 110 1F 18 50 95 = 105 = 75 6,08 PHP 42-8M-85RSB
(A 112,05 110,67 121 1F 18 50 95 - 105 - 75 6,60 PHP 44-8M-85RSB
45 114,59 113,22 121 1F 18 50 95 - 105 - 75 6,85 PHP 45-8M-85RSB
48 122,23 120,86 131 1F 18 54 95 = 105 = 80 7,60 PHP 48-8M-85RSB
50 127,32 125,95 131 AlF 20 54 95 - 105 - 80 8,15 PHP 50-8M-85RSB
52 132,42 131,05 140 1F 20 54 95 - 105 - 80 8,70 PHP 52-8M-85RSB
56 142,60 141,23 151 1F 20 54 95 = 105 = 80 9,80 PHP 56-8M-85RSB
60 152,79 151,42 158 7F 20 66 95 - 95 - 100 10,10 PHP 60-8M-85RSB
64 162,97 161,60 171 7F 20 66 95 - 95 - 100 10,40 PHP 64-8M-85RSB
72 183,35 181,97 192 7F 20 66 95 = 95 = 110 11,40 PHP 72-8M-85RSB
80 203,72 202,35 = 3 20 66 95 = 95 = 110 11,10 PHP 80-8M-85RSB
90 229,18 227,81 - 3 20 66 95 - 95 - 110 13,20 PHP 90-8M-85RSB
112 285,21 283,83 = 3 24 66 95 = 95 = 110 16,30 PHP 112-8M-85RSB
144 366,69 365,32 - 3 24 72 95 - 95 - 120 21,50 PHP 144-8M-85RSB
168 427,81 426,44 - 3 24 72 95 - 95 - 120 26,10 PHP 168-8M-85RSB
192 488,92 487,55 = 3 24 78 95 = 95 = 130 30,60 PHP 192-8M-85RSB
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HITD pulleys S e

Do Couplings
. [ Bushings and Hubs
Pilot bore (RSB) b o Sprockets
D o Pulleys
> o Smart tools
14 mm Pitch
fe— | — e—— | —— fe— F —» L e F —
e F —»f - F — la— F —»
F ] — Iy
v/

hN NN
1 { - u X 3 U
Type 1F Type 2F Type 3 Type 5 Type 7F
Belt Width 40 mm
No. Diameter Type Bore Dimensions Weight Designation
feets PD. 0D. A Min Max F K L M H &
28 124,78 122,12 127 1F 24 67 54 - 69 - 100 4,73 PHP 28-14M-40RSB
29 129,23 126,57 138 1F 24 67 54 = 69 = 100 5,09 PHP 29-14M-40RSB
30 133,69 130,99 138 1F 24 67 54 - 69 - 100 5,45 PHP 30-14M-40RSB
32 142,60 139,88 154 1F 24 67 54 - 69 - 100 6,17 PHP 32-14M-40RSB
34 151,52 148,79 160 1F 24 67 54 = 69 = 100 6,88 PHP 34-14M-40RSB
36 160,43 157,68 168 1F 24 67 54 - 69 - 100 7,60 PHP 36-14M-40RSB
38 169,34 166,60 183 1F 24 80 54 = 69 - 120 8,28 PHP 38-14M-40RSB
40 178,25 175,49 188 1F 24 80 54 = 69 = 120 9,26 PHP 40-14M-40RSB
[ 196,08 193,28 211 1F 24 80 54 - 69 - 120 10,32 PHP 44-14M-40RSB
48 213,90 211,11 226 2F 24 82 54 - 69 - 135 11,50 PHP 48-14M-40RSB
56 249,55 246,76 256 2F 28 82 54 = 69 = 135 13,05 PHP 56-14M-40RSB
64 285,21 282,41 296 2F 28 82 54 - 69 - 135 14,40 PHP 64-14M-40RSB
72 320,86 318,06 - 5 28 82 54 - 69 - 135 16,90 PHP 72-14M-40RSB
80 356,51 353,71 = 5 28 82 54 = 69 = 135 18,50 PHP 80-14M-40RSB
90 401,07 398,28 - 5 28 82 54 - 69 - 135 20,00 PHP 90-14M-40RSB
112 499,11 496,32 - 5 28 82 54 - 69 - 135 26,70 PHP 112-14M-40RSB
144 641,71 638,92 = 5 28 82 54 = 69 = 135 35,00 PHP 144-14M-40RSB
168 748,66 745,87 - 5 28 82 54 - 69 - 135 44,20 PHP 168-14M-40RSB
192 855,92 852,82 - 5 28 82 54 - 69 - 135 52,20 PHP 192-14M-40RSB
216 962,57 959,76 = 5 28 90 54 = 69 = 150 60,00 PHP 216-14M-40RSB
Belt Width 55 mm
No. Diameter Type Bore Dimensions Weight Designation
feets PD. 0D. A Min Max F K L M H &
28 12478 12212 127 1F 24 67 70 - 85 - 100 56 PHP 28-14M-55RSB
29 129,23 126,57 138 1F 24 67 70 - 85 - 100 6,1 PHP 29-14M-55RSB
30 133,69 130,99 138 1F 24 67 70 - 85 - 100 6,6 PHP 30-14M-55RSB
32 142,60 139,88 154 1F 24 67 70 - 85 - 100 7,6 PHP 32-14M-55RSB
34 151,52 148,79 160 1F 24 67 70 = 85 = 100 8,6 PHP 34-14M-55RSB
36 160,43 157,68 168 1F 24 67 70 - 85 - 100 9,6 PHP 36-14M-55RSB
38 169,34 166,60 183 1F 24 80 70 = 85 - 120 10,8 PHP 38-14M-55RSB
40 178,25 175,49 188 1F 24 80 70 = 85 = 120 11,2 PHP 40-14M-55RSB
[ 196,08 193,28 211 1F 24 80 70 - 85 - 120 12,5 PHP 44-14M-55RSB
48 213,90 211,11 226 7F 24 82 70 - 70 - 135 13,7 PHP 48-14M-55RSB
56 249,55 246,76 256 7F 28 82 70 = 70 = 135 14,5 PHP 56-14M-55RSB
64 285,21 282,41 296 7F 28 82 70 - 70 - 135 15,6 PHP 64-14M-55RSB
72 320,86 318,06 - 3 28 82 70 - 70 - 135 18,5 PHP 72-14M-55RSB
80 356,51 353,71 = 3 28 82 70 = 70 = 135 20,0 PHP 80-14M-55RSB
90 401,07 398,28 - 3 28 82 70 - 70 - 135 22,6 PHP 90-14M-55RSB
112 499,11 496,32 - 3 28 82 70 - 70 - 135 29,5 PHP 112-14M-55RSB
144 641,71 638,92 = 3 28 82 70 = 70 = 135 39,0 PHP 144-14M-55RSB
168 748,66 745,87 - 3 28 82 70 - 70 - 135 48,5 PHP 168-14M-55RSB
192 855,62 852,82 - 3 28 82 70 - 70 - 135 57,8 PHP 192-14M-55RSB
216 962,57 959,76 = 3 28 82 70 = 70 = 150 67,0 PHP 216-14M-55RSB
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HITD pulleys

Pilot bore (RSB)

14 mm Pitch

e—— | ——» fe— F —f la— F —
~F™ (£ ¢ {
f
-
PD. +—-— H -+
A PD.+—-——1 H AoPD "

Type 1F Type 3 Type 7F

Belt Width 85 mm

No. Diameter Type Bore Dimensions Weight Designation

feet PD. 0.D. A Min Max F K L M H =

28 124,78 122,12 127 1F 24 67 102 = 117 - 100 7,70 PHP 28-14M-85RSB
29 129,23 126,57 138 1F 24 67 102 = 117 = 100 8,40 PHP 29-14M-85RSB
30 133,69 130,99 138 1F 24 67 102 - 117 - 100 9,10 PHP 30-14M-85RSB
32 142,60 139,88 154 1F 24 67 102 = 117 - 100 10,50 PHP 32-14M-85RSB
34 151,52 148,79 160 1F 24 67 102 = 117 = 100 11,90 PHP 34-14M-85RSB
36 160,43 157,68 168 1F 32 67 102 - 117 - 100 13,20 PHP 36-14M-85RSB
38 169,34 166,60 183 1F 32 80 102 = 117 - 120 15,15 PHP 38-14M-85RSB
40 178,25 175,49 188 1F 32 90 102 = 117 = 135 17,10 PHP 40-14M-85RSB
4t 196,08 193,28 211 1F 32 90 102 - 117 - 135 23,30 PHP 44-14M-85RSB
48 213,90 211,11 226 1F 32 100 102 - 117 - 150 25,00 PHP 48-14M-85RSB
56 249,55 246,76 256 7F 32 90 102 = 102 = 150 25,00 PHP 56-14M-85RSB
64 285,21 282,41 296 7F 32 90 102 - 102 - 150 28,20 PHP 64-14M-85RSB
72 320,86 318,06 - 3 32 90 102 - 102 - 150 28,80 PHP 72-14M-85RSB
80 356,51 353,71 = 3 32 90 102 = 102 = 150 30,10 PHP 80-14M-85RSB
90 401,07 398,28 - 3 32 90 102 - 102 - 150 33,00 PHP 90-14M-85RSB
112 499,11 496,32 - 3 32 90 102 - 102 - 150 41,80 PHP 112-14M-85RSB
144 641,71 638,92 = 3 32 90 102 = 102 = 150 52,40 PHP 144-14M-85RSB
168 748,66 745,87 - 3 32 90 102 - 102 - 150 60,30 PHP 168-14M-85RSB
192 855,62 852,82 - 3 32 100 102 - 102 - 165 70,20 PHP 192-14M-85RSB
216 962,57 959,76 = 3 32 100 102 = 102 = 165 81,00 PHP 216-14M-85RSB

Belt Width 115 mm

No. Diameter Type Bore Dimensions Weight Designation

feet PD. 0.D. A Min Max F K L M H =

28 124,78 122,12 127 1F 32 67 133 = 148 - 100 9,20 PHP 28-14M-115RSB
29 129,23 126,57 138 1F 32 67 133 = 148 = 100 10,20 PHP 29-14M-115RSB
30 133,69 130,99 138 1F 32 67 133 - 148 - 100 11,20 PHP 30-14M-115RSB
32 142,60 139,88 154 1F 32 67 133 = 148 - 100 13,20 PHP 32-14M-115RSB
34 151,52 148,79 160 1F 32 67 133 = 148 = 100 14,80 PHP 34-14M-115RSB
36 160,43 157,68 168 1F 32 80 133 - 148 - 120 16,60 PHP 36-14M-115RSB
38 169,34 166,60 183 1F 32 80 133 - 148 - 120 19,20 PHP 38-14M-115RSB
40 178,25 175,49 188 1F 32 90 133 = 148 = 135 20,56 PHP 40-14M-115RSB
4t 196,08 193,28 211 1F 32 94 133 - 148 - 140 26,00 PHP 44-14M-115RSB
48 213,90 211,11 226 1F 32 100 133 - 148 - 150 30,00 PHP 48-14M-115RSB
56 249,55 246,76 256 1F 32 100 133 = 148 = 150 36,00 PHP 56-14M-115RSB
64 285,21 282,41 296 7F 32 90 133 - 133 - 150 39,00 PHP 64-14M-115RSB
72 320,86 318,06 - 3 32 90 133 - 133 - 150 32,83 PHP 72-14M-115RSB
80 356,51 353,71 = 3 32 90 133 = 133 = 150 35,55 PHP 80-14M-115RSB
90 401,07 398,28 - 3 32 90 133 - 133 - 150 41,00 PHP 90-14M-115RSB
112 499,11 496,32 - 3 32 90 133 - 133 - 150 54,40 PHP 112-14M-115RSB
144 641,71 638,92 = 3 32 100 133 = 133 = 165 67,80 PHP 144-14M-115RSB
168 748,66 745,87 - 3 32 100 133 - 133 - 165 75,80 PHP 168-14M-115RSB
192 855,62 852,82 - 3 32 100 133 - 133 - 165 90,30 PHP 192-14M-115RSB
216 962,57 959,76 = 3 32 100 133 = 133 = 165 105,00 PHP 216-14M-115RSB
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HITD pulleys S e

| Couplings
. [ Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys
| Smart tools
14 mm Pitch
e— L — fe— F — le— F —
- F
i ~~ 7777
v/ Y%
PD. +——-—7T H PD. +—-—+ H
A PD. +—-—— H
. 1 { y e Yy
Type 1F Type 3 Type 7
Belt Width 170 mm
No. Diameter Type Bore Dimensions Weight Designation
feets PD. 0D. A Min Max F K L M H kg
28 124,78 12212 127 1F 32 67 187 - 202 - 100 138 PHP 28-14M-170RSB
29 129,23 126,57 138 1F 32 67 187 - 202 - 100 14,2 PHP 29-14M-170RSB
30 133,69 130,99 138 1F 32 67 187 = 202 - 100 15,6 PHP 30-14M-170RSB
32 142,60 139,88 154 1F 32 67 187 - 202 - 100 181 PHP 32-14M-170RSB
34 151,52 148,79 160 1F 32 67 187 - 202 - 100 20,4 PHP 34-14M-170RSB
36 160,43 157,68 168 1F 32 80 187 - 202 - 120 23,5 PHP 36-14M-170RSB
38 169,34 166,60 183 1F 32 90 187 - 202 - 135 26,5 PHP 38-14M-170RSB
40 178,25 175,49 188 1F 32 9% 187 - 202 - 140 30,1 PHP 40-14M-170RSB
Lh 196,08 193,28 211 1F 32 100 187 = 202 = 160 378 PHP 44-14M-170RSB
48 213,90 211,11 226 1F 32 107 187 - 202 - 160 445 PHP 48-14M-170RSB
56 249,55 246,76 256 1F 32 110 187 - 202 - 160 61,0 PHP 56-14M-170RSB
64 285,21 282,41 29 1F 32 120 187 - 202 - 180 81,0 PHP 64-14M-170RSB
72 320,86 318,06 - 7 32 120 187 - 187 - 180 61,4 PHP 72-14M-170RSB
80 356,51 353,71 - 7 32 108 187 - 187 - 180 65,0 PHP 80-14M-170RSB
90 401,07 398,28 = 3 38 108 187 = 187 = 180 68,0 PHP 90-14M-170RSB
112 499,11 496,32 - 3 38 108 187 - 187 - 200 87,5 PHP 112-14M-170RSB
144 641,71 638,92 - 3 38 108 187 - 187 - 220 114,8 PHP 144-14M-170RSB
168 748,66 745,87 - 3 38 108 187 - 187 - 220 125,0 PHP 168-14M-170RSB
192 855,62 852,82 - 3 38 108 187 - 187 - 220 136,4 PHP 192-14M-170RSB
216 962,57 959,76 - 3 38 108 187 - 187 - 220 147,0 PHP 216-14M-170RSB



HITD pulleys

Taper bushed
5 mm Pitch
a— F - F
Iy
A PD - H P.D - H
DN
. M K M
Type 3F Type 10

Belt Width 15 mm

No. Diameter Type Bush Bore Dimensions Weight Designation

feet PD. 0D. A No. Min Max F K L M H kg

34 54,11 52,97 58 3F 1008 9 25 20,5 = 22 1,5 43 0,19 PHP 34-5M-15TB
36 57,30 56,16 61 3F 1108 9 28 20,5 = 22 1,5 45 0,20 PHP 36-5M-15TB
38 60,48 59,34 65 3F 1108 9 28 20,5 - 22 1,5 48 0,25 PHP 38-5M-15TB
40 63,66 62,52 68 3F 1108 9 28 20,5 - 22 1,5 52 0,31 PHP 40-5M-15TB
44 70,03 68,89 74 3F 1108 9 28 20,5 = 22 1,5 54 0,40 PHP 44-5M-15TB
48 76,39 75,25 80 3F 1210 11 32 20,5 - 25 4.5 64 0,45 PHP 48-5M-15TB
56 89,13 87,99 93 3F 1210 11 32 20,5 = 25 4,5 70 0,67 PHP 56-5M-15TB
64 101,86 100,72 106 3F 1210 11 32 20,5 = 25 4,5 78 0,96 PHP 64-5M-15TB
72 114,59 113,45 118 3F 1610 14 42 20,5 - 25 4.5 90 1,19 PHP 72-5M-15TB
80 127,32 126,18 135 3F 1610 14 42 20,5 - 25 4,5 92 1,57 PHP 80-5M-15TB
90 143,24 142,10 = 10 1610 14 42 20,5 23 25 23 92 1,47 PHP 90-5M-15TB
112 178,25 177,11 - 10 2012 14 42 20,5 2,3 25 2,3 92 1,94 PHP 112-5M-15TB
136 216,45 215,31 - 10 2012 14 50 20,5 58 32 58 106 3,06 PHP 136-5M-15TB
150 238,73 237,51 = 10 2012 14 50 20,5 58 32 58 106 4,50 PHP 150-5M-15TB
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HITD pulleys S e

> Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
o Smart tools
8 mm Pitch
[ F - F [ F < —
} 4 _ ==
NN
A PD - H A PD - L PD - H A PD - H
s NN
- M K SR K Tt M
Type 3F Type 4F Type 12 Type 12F

Belt Width 20 mm

No. Diameter Type Bush Bore Dimensions Weight Designation

feets PD. 0D. A No. Min Max F K L M H kg

22 56,02 54,65 65 4F 1008 9 25 28 6 22 - - 0,24 PHP 22-8M-20TB
24 61,12 59,75 70 4F 1108 9 28 28 6 22 = = 0,30 PHP 24-8M-20TB
26 66,21 64,84 75 4F 1108 9 28 28 6 22 - - 0,36 PHP 26-8M-20TB
28 71,30 70,08 80 4F 1108 9 28 28 6 22 - - 0,44 PHP 28-8M-20TB
30 76,39 75,13 85 4F 1210 11 28 28 3 25 = = 0,45 PHP 30-8M-20TB
32 81,49 80,16 90 4F 1210 11 42 28 3 25 - - 0,50 PHP 32-8M-20TB
34 86,58 85,22 95 4F 1610 14 42 28 3 25 - - 0,55 PHP 34-8M-20TB
36 91,67 90,30 100 4F 1610 14 42 28 3 25 = = 0,68 PHP 36-8M-20TB
38 96,77 95,39 106 4F 1610 14 42 28 3 25 - - 0,80 PHP 38-8M-20TB
40 101,86 100,49 110 4F 1610 14 42 28 3 25 - - 1,00 PHP 40-8M-20TB
42 106,95 105,58 110 4F 1610 14 42 28 3 25 = = 1,11 PHP 42-8M-20TB
[ 112,05 110,67 121 3F 2012 14 50 28 - 32 4 92 1,20 PHP 44-8M-20TB
48 122,23 120,86 131 3F 2012 14 50 28 - 32 4 96 1,60 PHP 48-8M-20TB
56 142,60 141,23 151 3F 2012 14 50 28 = 32 4 110 2,40 PHP 56-8M-20TB
60 152,79 151,42 162 3F 2012 14 50 28 - 32 4 110 2,55 PHP 60-8M-20TB
64 162,97 161,60 171 12F 2012 14 50 28 - 32 4 110 2,70 PHP 64-8M-20TB
72 183,35 181,97 192 12F 2012 14 50 28 = 32 4 110 3,30 PHP 72-8M-20TB
80 203,72 202,35 - 12 2517 16 50 28 - 45 17 125 3,50 PHP 80-8M-20TB
90 229,18 227,81 - 12 2517 16 50 28 - 45 17 125 3,65 PHP 90-8M-20TB
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HITD pulleys

Taper bushed
8 mm Pitch
-~ F —> F F
) i N
A PD -— A PD+——-1 H A PD. -—tr PD.+—--F H
g |
4 i
) —: { M L) =: = ESNSY
Type 2F Type 3F Type 6F Type 12 L —
rf F ——‘ F F
NN\
A PD -— PD.+— -+ H APDf— -+ H
& |
N
L) = —_—
K L K L M K —t= I_ M
— -— [ —l - |
Type 4F Type 10 Type 12F
Belt Width 30 mm
No. Diameter Type Bush Bore Dimensions Weight Designation
feet PD. 0.D. A No. Min Max F K L M H kg
20 50,93 49,56 60 4F 1008 9 25 38 16 22 - - 023 PHP 20-8M-30TB
21 53,47 52,10 65 4F 1008 9 25 38 16 22 - - 026 PHP 21-8M-30TB
22 56,02 54,65 65 4F 1008 9 25 38 16 22 = = 0.29 PHP 22-8M-30TB
23 58,57 57,20 70 4F 1108 9 28 38 16 22 s - 032 PHP 23-8M-30TB
24 6112 59,75 70 4F 1108 9 28 38 16 22 - - 038 PHP 24-8M-30TB
25 63,66 62,29 75 4F 1108 9 28 38 16 22 = = 0,41 PHP 25-8M-30TB
26 66,21 64,84 75 4F 1108 9 28 38 16 22 - - 0,45 PHP 26-8M-30TB
27 68,75 67,38 80 4F 1108 9 28 38 16 22 - - 0,49 PHP 27-8M-30TB
28 71,30 70,08 80 4F 1108 9 28 38 16 22 = = 0,50 PHP 28-8M-30TB
30 76,39 7513 85 2F 1210 1 42 38 = 25 - - 0,55 PHP 30-8M-30TB
31 78,94 77,57 90 2F 1610 14 42 38 - 25 = - 057 PHP 31-8M-30TB
32 81,49 80,16 90 2F 1610 14 42 38 = 25 = = 059 PHP 32-8M-30TB
33 84,03 82,66 95 2F 1610 14 42 38 > 25 - - 073 PHP 33-8M-30TB
34 86,58 85,22 95 2F 1610 14 42 38 - 25 - - 077 PHP 34-8M-30TB
35 89,13 87,75 100 2F 1610 14 42 38 = 25 = = 082 PHP 35-8M-30TB
36 91,67 90,30 100 2F 1610 14 42 38 s 25 s s 096 PHP 36-8M-30TB
38 96,77 95,39 106 2F 1610 14 42 38 - 25 - - 115 PHP 38-8M-30TB
40 101,86 100,49 110 2F 1610 14 42 38 = 25 = = 134 PHP 40-8M-30TB
42 106,95 105,58 110 2F 1615 14 42 38 > 38 - = 136 PHP 42-8M-30TB
44 112,05 110,67 121 6F 2012 14 50 38 6 32 - - 133 PHP 44-8M-30TB
45 114,59 113,22 121 6F 2012 14 50 38 6 32 = = 1,62 PHP 45-8M-30TB
48 122,23 120,86 131 6F 2012 14 50 38 6 32 = = 178 PHP 48-8M-30TB
50 127,32 125,95 136 6F 2012 14 50 38 3 32 3 = 2,08 PHP 50-8M-30TB
52 132,42 131,04 141 6F 2012 14 50 38 3 32 3 . 239 PHP 52-8M-30TB
56 142,60 141,23 151 6F 2012 14 50 38 6 32 = = 3.76 PHP 56-8M-30TB
58 147,70 146,32 156 6F 2012 14 50 38 3 32 3 - 3,87 PHP 58-8M-30TB
60 152,79 151,42 162 6F 2517 16 60 38 3 45 3 = 3,98 PHP 60-8M-30TB
64 162,97 161,60 171 3F 2517 16 60 38 45 7 125 4,20 PHP 64-8M-30TB
72 183,35 181,97 192 12F 2517 16 60 38 45 7 125 430 PHP 72-8M-30TB
80 203,72 202,35 = 12 2517 16 60 38 = 45 7 125 4,60 PHP 80-8M-30TB
90 22918 227,81 = 12 2517 16 60 38 S 45 7 125 5,00 PHP 90-8M-30TB
112 28521 283,83 - 12 2517 16 60 38 - 45 7 125 6,20 PHP 112-8M-30TB
144 366,69 365,32 = 12 2517 16 60 38 = 45 7 125 9,00 PHP 144-8M-30TB
168 427,81 426,44 = 10 3020 25 75 38 7 51 7 170 15,00 PHP 168-8M-30TB
192 488,92 487,55 - 10 3525 35 100 38 14 65 7 198 18,50 PHP 192-8M-30TB
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HITD pulleys S e

> Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
8 mm Pitch
NN\ N\ N
A PD -—t PD. -— A PD -
§ N N N N
L = Y = = ) = =
K L K L M K L M
Type 4F Type 6 Type 6F
- oy e F
P.D. H A PD. -H P.D: H PD.+—-+ H
| B ii Sl
K . L M K lal ot M K L M « L .
- | - la— | —
Type 7 Type 7F Type 8 Type 10
Belt Width 50 mm
No. Diameter Type Bush Bore Dimensions Weight Designation
feets PD. 0D. A No. Min Max F K L M H kg
24 61,12 59,75 70 6F 1108 9 32 60 19 22 19 - 035 PHP 24-8M-50TB
26 66,21 64,84 75 6F 1108 9 32 60 19 22 19 - 048 PHP 26-8M-50TB
27 68,75 67,38 75 6F 1108 9 32 60 19 22 19 = 055 PHP 27-8M-50TB
28 71,30 70,08 80 4F 1108 9 32 60 19 22 19 - 0,60 PHP 28-8M-50TB
30 76,39 7513 85 4F 1210 11 42 60 35 25 - - 065 PHP 30-8M-50TB
31 78,94 77,57 87 4F 1610 14 42 60 35 25 = = 077 PHP 31-8M-50TB
32 81,49 80,16 90 4F 1610 14 42 60 35 25 - = 082 PHP 32-8M-50TB
33 84,03 82,66 90 4F 1610 14 42 60 35 25 - - 098 PHP 33-8M-50TB
34 86,58 85,22 95 4F 1610 14 42 60 35 25 = = 1,06 PHP 34-8M-50TB
35 89,13 87,75 95 4F 1610 14 42 60 35 25 - - 118 PHP 35-8M-50TB
36 91,67 90,30 100 4F 1610 14 42 60 35 25 - - 130 PHP 36-8M-50TB
38 96,77 95,39 105 4F 1610 14 42 60 35 25 = . 1,60 PHP 38-8M-50TB
40 101,86 10049 110 6F 2012 14 50 60 28 32 - = 171 PHP 40-8M-50TB
42 10695 10558 111 6F 2012 14 50 60 - 32 28 - 175 PHP 42-8M-50TB
44 11205 11067 121 6F 2012 14 50 60 = 32 28 = 178 PHP 44-8M-50TB
45 11459 11322 121 6F 2012 14 50 60 s 32 28 s 191 PHP 45-8M-50TB
48 12223 12086 131 6F 2012 14 50 60 = 32 28 = 230 PHP 48-8M-50TB
50 12732 12595 131 6F 2012 14 50 60 . 32 28 = 258 PHP 50-8M-50TB
52 13242 13104 140 6F 2012 14 50 60 > 32 28 = 285 PHP 52-8M-50TB
56 14260 141,23 151 6F 2517 16 60 60 - 45 15 - 3,40 PHP 56-8M-50TB
58 147,70 14632 156 6F 2517 16 60 60 = 45 15 = 3,80 PHP 58-8M-50TB
60 15279 15142 158 6F 2517 16 60 60 = 45 15 = 4,20 PHP 60-8M-50TB
64 16297 16160 171 6F 2517 16 60 60 = 45 15 = 5,00 PHP 64-8M-50TB
72 18335 18197 192 7F 2517 16 60 60 75 45 75 125 6,70 PHP 72-8M-50TB
80 203,72 202,35 = 6 2517 16 75 60 45 45 45 = 8,80 PHP 80-8M-50TB
90 22918  227.81 - 7 3020 25 75 60 45 51 45 160 10,00 PHP 90-8M-50TB
112 285,21 283,83 - 7 3020 25 75 60 45 51 45 170 12,00 PHP 112-8M-50TB
144 366,69 365,32 = 3 3020 25 75 60 45 51 45 170 15,20 PHP 144-8M-50TB
168 427,81 426,44 - 10 3020 25 100 60 45 51 45 170 16,40 PHP 168-8M-50TB
192 488,92 487,55 s 10 3020 25 100 60 45 51 45 170 21,80 PHP 192-8M-50TB
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8 mm Pitch
F
N
A PD. -
N
K L M

Type 6F
Belt Width 85 mm
No. Diameter
feEt PD. 0.D. A
24 61,12 59,75 70
26 66,21 64,84 75
28 71,30 70,08 80
30 76,39 7513 85
33 84,03 82,66 90
34 86,58 85,22 95
35 89,13 87,75 95
36 91,67 90,30 100
38 96,77 95,39 106
40 101,86 100,49 110
42 10695 10558 110
4t 11205 11067 121
45 11459 11322 121
48 12223 12086 131
50 12732 12595 131
52 13242 13104 140
56 14260 14123 151
58 147,70 14632 158
60 15279 15142 158
64 16297 161,60 171
72 18335 181,97 192
80 20372 202,35 .
90 22918 22781 =
112 28521 283,83 -
144 36669 36532 -
168 42781 426,44 -
192 48892 487,55 -
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Type 7

[

Bore

HITD pulleys

Taper bushed

|-—

A PD. +—-f- H
Type 7F
Dimensions
[ K L M
95 36,5 22 36,5
95 36,5 22 36,5
95 36,5 22 36,5
95 36,5 22 36,5
95 36,5 22 36,5
95 28,5 38 28,5
95 28,5 38 28,5
95 28,5 38 28,5
95 28,5 38 28,5
95 31,5 32 31,5
95 315 32 315
95 31,5 32 31,5
95 31,5 32 31,5
95 25,0 45 25,0
95 25,0 45 25,0
95 25,0 45 25,0
95 25,0 45 25,0
95 25,0 45 25,0
95 25,0 45 25,0
95 25,0 45 25,0
95 22,0 Gl 22,0
95 22,0 51 22,0
95 22,0 51 22,0
95 22,0 51 22,0
95 3,0 89 3,0
95 3,0 89 3,0
95 3,0 89 3,0

[ |

Type 8

Weight

kg

0,46
0,64
0,82
117
134
1,43
1,54

Designation

PHP 24-8M-85TB
PHP 26-8M-85TB
PHP 28-8M-85TB
PHP 30-8M-85TB
PHP 33-8M-85TB
PHP 34-8M-85TB
PHP 35-8M-85TB
PHP 36-8M-85TB
PHP 38-8M-85TB
PHP 40-8M-85TB
PHP 42-8M-85TB
PHP 44-8M-85TB
PHP 45-8M-85TB
PHP 48-8M-85TB
PHP 50-8M-85TB
PHP 52-8M-85TB
PHP 56-8M-85TB
PHP 58-8M-85TB
PHP 60-8M-85TB
PHP 64-8M-85TB
PHP 72-8M-85TB
PHP 80-8M-85TB
PHP 90-8M-85TB
PHP 112-8M-85TB
PHP 144-8M-85TB
PHP 168-8M-85TB
PHP 192-8M-85TB



HITD pulleys S e

Do Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
14 mm Pitch
F |- | - | | |
N _
N )
A PD - - PD H A PD. 4—-F H PD. +—— - H
S L]
} {l . ' {
K L M K~ L M K-t LM K - L e M
Type 6F Type 7 Type 7F Type 8
Belt Width 40 mm
No. Diameter Type Bush Bore Dimensions Weight Designation
feets PD. 0D. A No. Min Max F K L M H kg
28 124,78 12212 141 6F 2012 14 50 54 11,0 32 11,0 - 2,66 PHP 28-14M-40TB
29 129,23 126,57 141 6F 2012 14 50 54 11,0 32 11,0 - 2,66 PHP 29-14M-40TB
30 133,69 130,99 156 6F 2012 14 50 54 11,0 32 11,0 - 2.89 PHP 30-14M-40TB
32 142,60 139,88 156 6F 2012 14 50 54 11,0 32 11,0 - 3,51 PHP 32-14M-40TB
34 151,52 148,79 165 6F 2517 16 60 54 45 45 45 - 3,87 PHP 34-14M-40TB
35 155,97 153,18 173 6F 2517 16 60 54 45 45 45 - 434 PHP 35-14M-40TB
36 160,43 157,68 173 6F 2517 16 60 54 45 45 45 - 4,62 PHP 36-14M-40TB
38 169,34 166,60 182 6F 2517 16 60 54 45 45 45 - 5,40 PHP 38-14M-40TB
40 178,25 175,49 191 6F 2517 16 60 54 45 45 45 = 6,23 PHP 40-14M-40TB
42 187,17 184,37 209 6F 2517 16 60 54 45 45 45 - 6,75 PHP 42-14M-40TB
A 196,08 19328 209 6F 3020 25 75 54 15 51 15 - 7,26 PHP 44-14M-40TB
45 200,54 197,74 227 6F 3020 25 75 54 15 51 15 - 8,20 PHP 45-14M-40TB
48 213,90 211,11 227 6F 3020 25 75 54 15 51 15 - 933 PHP 48-14M-40TB
50 222,82 220,02 246 6F 3020 25 75 54 15 51 15 - 10,10 PHP 50-14M-40TB
56 249,55 246,76 264 6F 3020 25 75 54 15 51 15 = 10,80 PHP 56-14M-40TB
60 267,38 264,59 281 7F 3020 25 75 54 15 51 15 170 13,10 PHP 60-14M-40TB
64 285,21 282,41 296 7F 3020 25 75 54 15 51 15 170 15,40 PHP 64-14M-40TB
72 320,86 318,06 - 7 3020 25 75 54 15 51 15 170 19,75 PHP 72-14M-40TB
80 356,51 353,71 - 8 3020 25 75 54 15 51 15 170 20,00 PHP 80-14M-40TB
90 401,07 398,28 - 8 3020 25 75 54 15 51 15 170 21,80 PHP 90-14M-40TB
112 499,11 496,32 = 8 3020 25 75 54 15 51 15 170 29,60 PHP 112-14M-40TB
144 641,71 638,92 - 8 3020 25 75 54 15 51 15 170 36,00 PHP 144-14M-40TB
168 748,66 745,87 - 8 3020 25 75 54 15 51 15 170 48,00 PHP 168-14M-40TB
192 855,62 852,82 = 8 3020 25 75 54 15 51 15 170 53,00 PHP 192-14M-40TB
216 962,56 960,00 - 8 3020 25 75 54 15 51 15 170 60,00 PHP 216-14M-40TB
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HITD pulleys

Taper bushed
[y
A PD. -t PD. H
u L
L) =: = Y |
K L K LM
Type 6F Type 7
e o - F
A PD - H P.D: H PD.+—-+ H
i ii Sl
= 707 S
K sl ole M K L M « L M
N —t| - -— | —
Type 7F Type 8 Type 10
Belt Width 55 mm
No. Diameter Type Bush Bore Dimensions Weight Designation
feEt PD. 0.D. A No. Min Max F K L M H kg
28 124,78 12212 141 6F 2012 14 50 70 19,0 32 19,0 - 2.88 PHP 28-14M-55TB
29 129,23 126,57 141 6F 2012 14 50 70 19,0 32 19,0 - 318 PHP 29-14M-55TB
30 133,69 130,99 156 6F 2517 16 60 70 12,5 45 125 - 3,21 PHP 30-14M-55TB
32 142,60 139,88 156 6F 2517 16 60 70 12,5 45 12,5 - 3,90 PHP 32-14M-55TB
34 151,51 148,79 165 6F 2517 16 60 70 12,5 45 125 - 4,55 PHP 34-14M-55TB
35 155,97 153,18 173 6F 2517 16 60 70 12,5 45 12,5 - 4,88 PHP 35-14M-55TB
36 160,43 157,68 173 6F 2517 16 60 70 12,5 45 125 - 5,20 PHP 36-14M-55TB
38 169,34 166,60 182 6F 2517 16 60 70 125 45 125 - 6,20 PHP 38-14M-55TB
40 178,25 175,49 191 6F 2517 16 60 70 12,5 45 125 = 7,00 PHP 40-14M-55TB
42 187,17 184,37 209 6F 2517 16 60 70 12,5 45 12,5 - 7.80 PHP 42-14M-55TB
A 196,08 19328 209 6F 3020 25 75 70 9.5 51 9,5 - 8,42 PHP 44-14M-55TB
45 200,54 197,74 227 6F 3020 25 75 70 9.5 51 9,5 - 9,51 PHP 45-14M-55TB
48 213,90 211,11 227 6F 3020 25 75 70 9.5 51 9,5 - 10,64 PHP 48-14M-55TB
50 228,82 220,02 246 6F 3020 25 75 70 9.5 51 9,5 - 11,52 PHP 50-14M-55TB
56 249,55 246,76 264 6F 3020 25 75 70 9.5 51 9,5 = 12,40 PHP 56-14M-55TB
60 267,38 264,59 281 7F 3020 25 75 70 9.5 51 9,5 170 14,00 PHP 60-14M-55TB
64 285,21 282,41 298 7F 3020 25 75 70 9.5 51 9,5 170 15,18 PHP 64-14M-55TB
72 320,86 318,06 - 7 3020 25 75 70 9.5 51 9,5 170 20,00 PHP 72-14M-55TB
80 356,51 353,71 - 8 3020 25 75 70 9.5 51 95 170 22,50 PHP 80-14M-55TB
90 401,07 398,28 - 8 3020 25 75 70 9.5 51 9,5 170 25,00 PHP 90-14M-55TB
112 499,11 496,32 = 8 3020 25 75 70 9.5 51 9,5 170 33,40 PHP 112-14M-55TB
144 641,71 638,92 - 8 3020 25 75 70 9.5 51 9,5 170 46,50 PHP 144-14M-55TB
168 748,66 745,87 - 8 3020 25 75 70 9.5 51 9,5 170 58,50 PHP 168-14M-55TB
192 855,62 852,82 = 8 3020 25 75 70 9.5 51 9,5 170 62,00 PHP 192-14M-55TB
216 962,56 960,00 - 10 3525 35 100 70 9.5 51 9,5 190 74,80 PHP 216-14M-55TB
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HITD pulleys S e

Do Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
14 mm Pitch
L F | | - | | | |
N Y N Y
PD - - A PD - - PD H A PD. +—-F H PD. +— - H
N N N N
K L M K L M K —ie | e M K —i | e M K —i | e M
Type 6 Type 6F Type 7 Type 7F Type 8
Belt Width 85 mm
No. Diameter Type Bush Bore Dimensions Weight Designation
feets PD. 0D. A No. Min Max F K L M H kg
28 12478 12212 141 6F 2517 16 60 102 285 45 285 - 270 PHP 28-14M-85TB
29 129,23 126,57 141 6F 2517 16 60 102 285 45 285 - 3,40 PHP 29-14M-85TB
30 133,69 130,99 156 6F 2517 16 60 102 285 45 285 = 375 PHP 30-14M-85TB
32 142,6 139,88 156 6F 2517 16 60 102 285 45 285 - 4,80 PHP 32-14M-85TB
34 151,51 148,79 165 6F 2517 16 60 102 285 45 285 - 6,00 PHP 34-14M-85TB
35 155,97 153,18 173 6F 2517 16 75 102 255 51 255 = 633 PHP 35-14M-85TB
36 160,43 157,68 173 6F 3020 25 75 102 255 51 255 = 6.67 PHP 36-14M-85TB
38 169,34 166,6 182 6F 3020 25 75 102 255 51 255 - 6,80 PHP 38-14M-85TB
40 178,25 175,49 191 6F 3020 25 75 102 255 51 255 = 8,00 PHP 40-14M-85TB
42 18117 184,37 209 6F 3020 25 75 102 13 76 13 - 9,90 PHP 42-14M-85TB
44 19608 19328 209 6F 3020 25 75 102 13 76 13 - 11,80 PHP 44-14M-85TB
45 200,54 197,74 227 6F 3020 25 75 102 13 76 13 . 12,63 PHP 45-14M-85TB
48 2139 21111 227 6F 3020 25 75 102 13 76 13 = 1510 PHP 48-14M-85TB
50 222,82 220,02 246 6F 3535 35 100 102 185 65 185 - 16,08 PHP 50-14M-85TB
56 249,55 246,76 264 6F 3535 35 100 102 185 65 185 = 19,00 PHP 56-14M-85TB
60 26738 264,59 281 6F 3535 35 100 102 185 65 185 s 21,00 PHP 60-14M-85TB
64 28521 282,41 298 7F 3535 35 100 102 185 65 185 190 23,00 PHP 64-14M-85TB
72 320,86 318,06 = 7 3535 35 100 102 185 65 185 190 25,00 PHP 72-14M-85TB
80 356,51 353,71 = 8 3535 35 100 102 185 65 185 190 26,00 PHP 80-14M-85TB
90 401,07 398,28 - 8 3535 35 100 102 185 65 185 190 27,80 PHP 90-14M-85TB
112 499,11 496,32 = 8 3535 35 100 102 185 65 185 190 36,50 PHP 112-14M-85TB
144 641,71 638,92 = 8 4040 40 115 102 185 65 185 230 48,00 PHP 144-14M-85TB
168 748,66 745,87 - 8 4040 40 115 102 185 65 185 230 60,00 PHP 168-14M-85TB
192 855,62 852,82 . 3 4040 40 115 102 . 102 . 230 86,00 PHP 192-14M-85TB
216 962,56 960 = 8 4040 40 115 102 = 102 = 230 119,50 PHP 216-14M-85TB
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HITD pulleys

Taper bushed
14 mm Pitch
F - | | | - |
1 _
N )
A PD - - P.D H A PD. +—- H PD. 4—— - H
N L
J — |

Type 6F Type 7 Type 7F Type 8

Belt Width 115 mm

No. Diameter Type Bush Bore Dimensions Weight Designation

feEt PD. 0.D. A No. Min Max F K L M H (Kg)

28 124,78 122,12 141 6F 2517 16 60 133 4 45 44 - 3,77 PHP 28-14M-115TB
29 129,23 126,57 141 6F 2517 16 60 133 4t 45 44 = 4,00 PHP 29-14M-115TB
30 133,69 130,99 156 6F 2517 16 60 133 4b 45 A - 5,00 PHP 30-14M-115TB
32 142,60 139,88 156 6F 2517 16 60 133 4 45 44 - 6,00 PHP 32-14M-115TB
34 151,52 148,79 165 6F 2517 16 60 133 4t 45 44 = 7,20 PHP 34-14M-115TB
35 155,97 153,18 173 6F 3020 25 75 133 41 5l 41 - 7,00 PHP 35-14M-115TB
36 160,43 157,68 173 6F 3020 25 75 133 41 51 41 - 7,30 PHP 36-14M-115TB
38 169,34 166,60 182 6F 3020 25 75 133 41 51 41 = 8,40 PHP 38-14M-115TB
40 178,25 175,49 191 6F 3020 25 75 133 41 51 41 - 9,20 PHP 40-14M-115TB
42 187,17 184,37 209 6F 3535 35 100 133 22 89 22 - 11,60 PHP 42-14M-115TB
44 196,08 193,28 209 6F 3535 35 100 133 22 89 22 = 14,00 PHP 44-14M-115TB
45 200,54 197,74 227 6F 3535 35 100 133 22 89 22 - 15,60 PHP 45-14M-115TB
48 213,90 211,11 227 6F 3535 35 100 133 22 89 22 - 17,10 PHP 48-14M-115TB
50 222,82 220,02 246 6F 4040 40 100 133 155 102 5.5 = 21,00 PHP 50-14M-115TB
56 249,55 246,76 264 6F 4040 40 100 133 55 102 A55 - 24,80 PHP 56-14M-115TB
60 267,38 264,59 281 6F 4040 40 100 133 15,5 102 15,5 - 25,90 PHP 60-14M-115TB
64 285,21 282,41 298 7F 4545 55 100 133 9 115 9 = 27,00 PHP 64-14M-115TB
72 320,86 318,06 - 7 4545 55 100 133 9 115 9 - 33,00 PHP 72-14M-115TB
80 356,51 353,71 - 8 4545 55 100 133 9 115 9 242 37,00 PHP 80-14M-115TB
90 401,07 398,28 = 8 4545 55) 100 133 9 115 9 242 42,00 PHP 90-14M-115TB
112 499,11 496,32 - 8 4545 55 100 133 9 115 9 242 56,00 PHP 112-14M-115TB
144 641,71 638,92 - 8 4545 55 115 133 9 115 9 242 75,00 PHP 144-14M-115TB
168 748,66 745,87 = 8 4545 55) 115 133 9 115 9 242 92,60 PHP 168-14M-115TB
192 855,62 852,92 - 8 4545 55 115 133 9 115 9 242 105,00 PHP 192-14M-115TB
216 962,57 959,76 - 8 6050 70 125 133 3 127 3 394 127,00 PHP 216-14M-115TB
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HITD pulleys S e

Do Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
14 mm Pitch
F - | - |
|
N )
A PD - - PD. H PD. +— - H
< L
J
K L M K —te- | e M K —re- | <M
Type 6F Type 7 Type 8
Belt Width 170 mm
No. Diameter Type Bush Bore Dimensions Weight Designation
feets PD. 0.0. A No. Min Max F K L M H kg
35 155,97 153,18 173 6F 3030 35 75 187 555 76 555 - 10,6 PHP 35-14M-170TB
36 160,43 157,68 173 6F 3030 35 75 187 55,5 76 555 - 112 PHP 36-14M-170TB
38 169,34 167,00 182 6F 3030 35 75 187 55,5 76 555 = 117 PHP 38-14M-170TB
40 178,25 175,00 191 6F 3030 35 75 187 55,5 76 555 - 13,0 PHP 40-14M-170TB
42 18717 184,37 202 6F 3535 35 100 187 49,0 89 49,0 - 140 PHP 42-14M-170TB
44 196,08 193,00 209 6F 3535 35 100 187 49,0 89 49,0 = 15,0 PHP 44-14M-170TB
45 200,54 197,74 212 6F 3535 35 100 187 49,0 89 49,0 = 16,0 PHP 45-14M-170TB
48 213,90 211,00 227 6F 3535 35 100 187 49,0 89 49,0 - 19,0 PHP 48-14M-170TB
50 222,82 220,02 246 6F 3535 35 100 187 49,0 89 49,0 s 238 PHP 50-14M-170TB
56 249,55 247,00 263 6F 3535 35 100 187 49,0 89 49,0 - 285 PHP 56-14M-170TB
60 26738 264,59 281 6F 4040 40 115 187 425 114 425 - 348 PHP 60-14M-170TB
64 285,21 282,00 298 6F 4040 40 115 187 425 114 425 230 41,0 PHP 64-14M-170TB
72 320,86 318,00 - 7 4040 40 115 187 425 114 425 230 46,9 PHP 72-14M-170TB
80 356,51 354,00 - 7 4040 40 115 187 425 114 425 230 480 PHP 80-14M-170TB
90 401,07 398,00 = 7 4040 40 115 187 425 114 425 230 525 PHP 90-14M-170TB
112 499,11 496,00 s 7 5050 70 125 187 30,0 127 30,0 242 74,5 PHP 112-14M-170TB
144 641,71 639,00 - 8 5050 70 125 187 30,0 127 30,0 394 91,0 PHP 144-14M-170TB
168 748,86 746,00 = 3 5050 70 125 187 30,0 127 30,0 394 116,0 PHP 168-14M-170TB
192 855,62 853,00 = 8 5050 70 125 187 30,0 127 30,0 394 1340 PHP 192-14M-170TB
216 962,57 960,00 - 8 5050 70 125 187 30,0 127 30,0 394 1465 PHP 216-14M-170TB



Classical timing pulleys

Pilot bore (RSB)

XL 1/5” Pitch (5,08 mm)
L L
l— F — - F —f
PD. +—-——} H A PD. +—-——| H

Type 1 Type 1F

XL 037

For Belt Widths 6,4 mm and 9,5 mm

No. Diameter Type Bore Dimension Weight Designation

feEt PD. 0.D. A Min  Max H F L kg

10 16,17 15,67 23 1F 5 5 9,5 14,3 19,8 0,02 PHP 10XLO37RSB
11 17,79 17,29 23 1F 5 5 9,5 14,3 19,8 0,02 PHP 11XL037RSB
12 19,40 18,9 25 1F 5 8 12,7 14,3 19,8 0,03 PHP 12XL037RSB
13 21,02 20,52 25 1F 6 8 12,7 14,3 19,8 0,03 PHP 13XLO37RSB
14 22,64 22,14 28 1F 6 9 14,3 14,3 19.8 0,04 PHP 14XLO37RSB
15 24,26 23,76 28 1F 6 11 15,9 14,3 19,8 0,04 PHP 15XL037RSB
16 25,87 25,37 32 1F 6 12 17,5 14,3 19,8 0,05 PHP 16XL037RSB
17 27,49 26,99 36 1F 6 13 20,0 14,3 19,8 0,05 PHP 17XLO37RSB
18 29,11 28,61 36 1F 6 13 20,6 14,3 19,8 0,06 PHP 18XL037RSB
19 30,72 30,22 36 1F 6 13 20,6 14,3 19,8 0,07 PHP 19XL037RSB
20 32,34 31,84 38 1F 6 15 238 14,3 22,2 0,08 PHP 20XLO37RSB
21 33,96 33,46 38 1F 6 15 23,8 14,3 22,2 0,09 PHP 21XL037RSB
22 35,57 35,07 42 1F 6 16 25,4 14,3 22,2 0,10 PHP 22XL037RSB
24 38,81 38,31 44 1F 6 18 27,0 14,3 22,2 012 PHP 24XLO37RSB
26 42,04 41,54 48 1F 6 20 30,0 14,3 22,2 0,14 PHP 26XL037RSB
27 43,66 43,16 48 1F 6 20 30,0 14,3 22,2 0,15 PHP 27XL037RSB
28 45,28 44,78 51 1F 6 20 30,2 14,3 22,2 0,16 PHP 28XL037RSB
29 46,89 46,39 51 1F 6 20 30,2 143 22,2 0,17 PHP 29XL037RSB
30 48,51 48,01 54 1F 6 24 34,9 14,3 22,2 0,19 PHP 30XLO37RSB
32 51,74 51,24 57 1F 8 25 40,0 14,3 25,4 0,11 PHP 32XLO37RSB
34 54,98 54,48 - 1 8 25 38,0 14,3 25,4 0,11 PHP 34XL0O37RSB
35 56,60 56,1 - 1 8 25 38,0 14,3 25,4 0,12 PHP 35XL037RSB
36 58,21 57,71 = 1 8 30 45,0 14,3 25,4 0,13 PHP 36XL0O37RSB
38 61,45 60,95 - 1 8 30 45,0 14,3 25,4 0,15 PHP 38XL037RSB
40 64,68 64,18 - 1 8 30 45,0 14,3 25,4 0,17 PHP 40XLO37RSB
42 67,91 67,41 = 1 8 30 45,0 14,3 25,4 0,20 PHP 42XLO37RSB
4t 71,15 70,65 = 1 8 30 45,0 14,3 25,4 0,15 PHP 44XLO37RSB
45 72,77 72,27 - 1 8 30 45,0 14,3 25,4 0,15 PHP 45XL037RSB
48 77,62 77,12 = 1 8 30 45,0 14,3 25,4 0,16 PHP 48XLO37RSB
60 97,02 96,52 - 1 8 30 45,0 14,3 25,4 0,18 PHP 60XL037RSB
72 116,43 115,93 - 1 8 30 45,0 14,3 25,4 0,23 PHP 72XL037RSB

All pulleys are Aluminium with 2 set screws at 90°. Where keyway is required, reduce maximum bore by twice keyway depth.
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[ Belts

Classical timing pulleys SR oo

> Couplings

. [ Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys

o Smart tools

L 3/8” Pitch (9,525 mm)
—— | — L
| F —» - F —»

A PD.+—-——| H PD. +—-— H

Type 1F Type 5

L 050

For Belt Width 12,7 mm
No. Diameter Type Bore Dimension Weight Designation
feeth PD. 0.0. A Min  Max H F L kg

10 30,32 29,56 36 1F 6 14 22 19 28 0,11 PHP 10LO50RSB
11 33,35 32,59 39 1F 6 14 22 19 30 0,13 PHP 11L050RSB
12 36,38 35,62 42 1F 6 20 28 19 30 0,19 PHP 12L050RSB
13 39,41 38,65 45 1F 6 20 28 19 30 0,21 PHP 13L050RSB
14 42,45 41,69 48 1F 8 20 28 19 30 0,23 PHP 14L050RSB
15 45,48 44,72 Bl 1F 8 23 32 19 30 0,27 PHP 15L050RSB
16 48,51 47,75 54 1F 8 24 36 19 32 0,34 PHP 16L050RSB
17 51,54 50,78 57 1F 10 24 38 19 32 0,38 PHP 17L050RSB
18 54,57 53,81 60 AlE 10 27 40 19 32 0,41 PHP 18L050RSB
19 57,61 56,85 63 1F 10 27 40 19 32 0,45 PHP 19L050RSB
20 60,64 59,88 66 1F 10 30 46 19 32 0,50 PHP 20L050RSB
21 63,67 62,91 69 1F 10 30 46 19 32 0,55 PHP 21L050RSB
22 66,70 65,94 72 1F 10 33 50 19 32 0,62 PHP 22L050RSB
23 69,73 68,97 78 1F 10 33 50 19 32 0,65 PHP 23L050RSB
24 72,77 72,01 78 1F 12 33 50 19 32 0,68 PHP 24L050RSB
25 75,80 75,04 85 1F 12 33 50 19 32 0,74 PHP 25L050RSB
26 78,83 78,07 85 1F 12 33 50 19 32 0,82 PHP 26L050RSB
27 81,86 81,1 91 1F 12 33 50 19 32 0,85 PHP 27L050RSB
28 84,89 84,13 91 1F 12 33 50 19 32 0,92 PHP 28L050RSB
29 87,93 87,17 91 1F 12 33 50 19 32 1,00 PHP 29L050RSB
30 90,96 90,2 97 AlE 12 33 50 19 32 1,10 PHP 30LO50RSB
31 93,99 93,23 103 1F 12 33 50 19 32 1,14 PHP 31L050RSB
32 97,02 96,26 103 1F 12 33 50 19 32 1,19 PHP 32L050RSB
33 100,05 99,29 106 1F 12 33 50 19 32 1,25 PHP 33LO50RSB
34 103,08 102,32 115 1F 12 33 50 19 32 131 PHP 34L050RSB
35 106,12 105,36 115 1F 12 33 50 19 32 1,37 PHP 35L050RSB
36 109,15 108,39 115 Al 12 33 50 19 32 1,10 PHP 36L050RSB
38 115,21 114,45 127 1F 12 33 50 19 32 1,22 PHP 38L050RSB
40 121,28 120,52 127 1F 12 33 50 19 32 1,26 PHP 40LO50RSB
42 127,34 126,58 139 1F 12 33 50 19 32 1,31 PHP 42L050RSB
YA 133,40 132,64 139 1F 12 33 50 19 32 1,43 PHP 44L050RSB
45 136,44 135,68 152 1F 12 33 50 19 32 1,49 PHP 45L050RSB
48 145,53 144,77 152 1F 12 33 50 19 32 1,55 PHP 48L050RSB
50 151,60 150,84 - 5 12 33 50 19 32 1,66 PHP 50L050RSB
52 157,66 156,9 = 5 12 33 50 19 32 1,85 PHP 52L050RSB
56 169,79 169,03 - 5 12 33 50 19 32 1,97 PHP 56L050RSB
57 172,82 172,06 - 5 12 33 50 19 32 2,09 PHP 57L050RSB
60 191,91 191,15 = 5 15 45 50 19 42 2,30 PHP 60LO50RSB
72 218,30 217,54 = 5 15 45 75 19 42 2,50 PHP 72L050RSB
76 230,43 229,67 - 5 15 45 75 19 42 2,70 PHP 76L050RSB
84 254,68 253,92 = 5 15 45 75 19 42 2,90 PHP 84L050RSB
95 283,03 282,27 - 5 15 45 75 19 42 3,10 PHP 95L050RSB
96 291,06 290,3 - 5 15 45 75 19 42 3,30 PHP 96L050RSB
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Classical timing pulleys

Pilot bore (RSB)

L 3/8” Pitch (9,525 mm)

—— | —— L

- F f— F —>

Type 1F Type 5

L 075
For Belt Width 19,1 mm

No. Diameter Type Bore Dimension Weight Designation
feet PD. 0.D. A Min  Max H F L kg

10 30,32 29,56 36 1F 6 14 22 25,4 38 0,15 PHP 10L075RSB
11 33,35 32,59 39 1F 6 14 22 25,4 38 0,20 PHP 11L075RSB
12 36,38 35,62 42 1F 8 20 28 25,4 38 0,23 PHP 12L075RSB
13 39,41 38,65 45 1F 8 20 28 25,4 38 0,26 PHP 13L075RSB
14 42,45 41,69 48 1F 8 20 28 25,4 38 0,28 PHP 14L075RSB
15 45,48 44,72 5l 1F 8 23 32 25,4 38 0,36 PHP 15L075RSB
16 48,51 47,75 54 1F 8 24 36 25,4 38 0,45 PHP 16L075RSB
17 51,54 50,78 57 1F 10 24 38 25,4 38 0,50 PHP 17L075RSB
18 54,57 53,81 60 alE 10 27 40 25,4 38 0,55 PHP 18L075RSB
19 57,61 56,85 63 1F 10 27 40 25,4 38 0,60 PHP 19L075RSB
20 60,64 59,88 66 1F 10 30 46 25,4 38 0,65 PHP 20L075RSB
21 63,67 62,91 69 1F 10 30 46 25,4 38 0,70 PHP 21L075RSB
22 66,70 65,94 72 1F 10 33 50 25,4 38 0,75 PHP 22L075RSB
23 69,73 68,97 78 1F 10 33 50 25,4 38 0,81 PHP 23L075RSB
24 72,77 72,01 79 1F 12 33 50 25,4 38 0,85 PHP 24L075RSB
25 75,80 75,04 85 1F 12 33 50 25,4 38 0,94 PHP 25L075RSB
26 78,83 78,07 85 1F 12 33 50 25,4 38 1,02 PHP 26L075RSB
27 81,86 81,1 91 1F 12 33 50 25,4 38 1,09 PHP 27L075RSB
28 84,89 84,13 91 1F 12 33 50 25,4 38 1,20 PHP 28L075RSB
29 87,93 87,17 91 1F 12 33 50 25,4 38 1,33 PHP 29L075RSB
30 90,96 90,2 97 AlF 12 33 50 25,4 38 1,33 PHP 30L075RSB
31 93,99 93,23 103 1F 12 33 50 25,4 38 1,39 PHP 31L075RSB
32 97,02 96,26 103 1F 12 33 50 25,4 38 1,45 PHP 32L075RSB
33 100,05 99,29 106 1F 12 33 50 25,4 38 1,56 PHP 33L075RSB
34 103,08 102,32 115 1F 12 33 50 25,4 38 1,70 PHP 34L075RSB
35 106,12 105,36 115 1F 12 33 50 25,4 38 1,78 PHP 35L075RSB
36 109,15 108,39 115 Al 12 36 55 25,4 38 1,50 PHP 36L075RSB
38 115,21 114,45 127 1F 12 36 55 25,4 38 1,63 PHP 38L075RSB
40 121,28 120,52 127 1F 12 40 60 25,4 38 1,79 PHP 40L075RSB
42 127,34 126,58 139 1F 12 40 60 25,4 38 1,95 PHP 42L075RSB
44 133,40 132,64 139 1F 12 40 60 25,4 38 2,05 PHP 44L075RSB
45 136,44 135,68 152 1F 12 40 60 25,4 38 2,10 PHP 45L075RSB
48 145,53 144,77 152 1F 12 40 60 25,4 38 2,15 PHP 48L075RSB
50 151,60 150,84 - 5 12 40 60 25,4 38 2,25 PHP 50L075RSB
52 157,66 156,9 = 5 12 40 60 25,4 38 2,55 PHP 52L075RSB
56 169,79 169,03 - 5 12 40 60 25,4 38 2,78 PHP 56L075RSB
57 172,82 172,06 - 5 12 40 60 25,4 38 2,91 PHP 57L075RSB
60 181,91 181,15 = 5 15 45 75 25,4 45 3,10 PHP 60L075RSB
72 218,30 217,54 = 5 15 45 75 25,4 45 3,29 PHP 72L075RSB
76 230,43 229,67 - 5 15 45 75 25,4 45 3,48 PHP 76L075RSB
84 254,67 253,91 = 5 15 45 75 25,4 45 3,67 PHP 84L075RSB
95 283,03 282,27 - 5 15 45 75 25,4 45 3,76 PHP 95L075RSB
96 291,06 290,3 - 5 15 45 75 25,4 45 3,85 PHP 96L075RSB
120 363,83 363,07 = 5 15 70 120 25,4 45 4,50 PHP 120L075RSB
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[ Belts

Classical timing pulleys S oo

> Couplings

. [ Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys

o Smart tools

L 3/8” Pitch (9,525 mm)

| F —» - [ —»

Type 1F Type 5

L 100

For Belt Width 25,4 mm
No. Diameter Type Bore Dimension Weight Designation
feets PD. 0D. A Min  Max H F L kg

10 30,32 29,56 36 1F 6 14 22 32 45 0,18 PHP 10L100RSB
11 33,35 32,59 39 1F 6 14 22 32 45 0,20 PHP 11L100RSB
12 36,38 35,62 42 1F 8 20 28 32 45 0,25 PHP 12L100RSB
13 39,41 38,65 45 1F 8 20 28 32 45 0,30 PHP 13L100RSB
14 42,45 41,69 48 1F 8 20 28 32 45 0,34 PHP 14L100RSB
15 45,48 44,72 Bl 1F 8 23 32 32 45 0,40 PHP 15L100RSB
16 48,51 47,75 54 1F 8 24 36 32 45 0,48 PHP 16L100RSB
17 51,54 50,78 57 1F 10 24 38 32 45 0,57 PHP 17L100RSB
18 54,57 53,81 60 1F 10 27 40 32 45 0,62 PHP 18L100RSB
19 57,61 56,85 63 1F 10 27 40 32 45 0,69 PHP 19L100RSB
20 60,64 59,88 66 1F 10 30 46 32 45 0,76 PHP 20L100RSB
21 63,67 62,91 69 1F 10 30 46 32 45 0,82 PHP 21L100RSB
22 66,70 65,94 72 1F 10 33 50 32 45 0,92 PHP 22L100RSB
23 69,73 68,97 78 1F 10 33 50 32 45 0,98 PHP 23L100RSB
24 72,77 72,01 78 1F 12 33 50 32 45 1,06 PHP 24L100RSB
25 75,80 75,04 85 1F 12 33 50 32 45 1,14 PHP 25L100RSB
26 78,83 78,07 85 1F 12 33 50 32 45 1,24 PHP 26L100RSB
27 81,86 81,1 91 1F 12 33 50 32 45 1,33 PHP 27L100RSB
28 84,89 84,13 91 1F 12 33 50 32 45 1,40 PHP 28L100RSB
29 87,93 87,17 91 1F 12 33 50 32 45 1,70 PHP 29L100RSB
30 90,96 90,2 97 AlE 12 33 50 32 45 1,70 PHP 30L100RSB
32 97,02 96,26 103 1F 12 33 50 32 45 1,80 PHP 32L100RSB
33 100,05 99,29 106 1F 12 33 50 32 45 1,92 PHP 33L100RSB
34 103,08 102,32 115 1F 12 33 50 32 45 2,09 PHP 34L100RSB
35 106,12 105,36 115 1F 12 33 50 32 45 2,19 PHP 35L100RSB
36 109,15 108,39 115 1F 12 36 55) 32 45 1,50 PHP 36L100RSB
38 115,21 114,45 127 Al 12 36 55 32 45 1,77 PHP 38L100RSB
40 121,28 120,52 127 1F 12 40 60 32 45 1,90 PHP 40L100RSB
42 127,34 126,58 139 1F 12 40 60 32 45 2,11 PHP 42L100RSB
(A 133,40 132,64 139 1F 12 40 60 32 45 2,30 PHP 44L100RSB
45 136,44 135,68 152 1F 12 40 60 32 45 2,40 PHP 45L100RSB
48 145,53 144,77 152 1F 12 40 60 32 45 2,49 PHP 48L100RSB
50 151,60 150,84 = 5 12 40 60 32 45 2,68 PHP 50L100RSB
52 157,66 156,9 - 5 12 40 60 32 45 2,87 PHP 52L100RSB
56 169,79 169,03 = 5 12 40 60 32 45 3,06 PHP 56L100RSB
57 172,82 172,06 - 5 12 40 60 32 45 3,25 PHP 57L100RSB
60 191,91 191,15 - 5 15 45 75 32 45 3,44 PHP 60L100RSB
72 218,30 217,54 = 5 15 45 75 32 45 3,63 PHP 72L100RSB
76 230,43 229,67 = 5 15 45 75 32 45 3,82 PHP 76L100RSB
84 254,68 253,92 - 5 15 45 75 32 45 4,01 PHP 84L100RSB
95 283,03 282,27 = 5 15 45 75 32 45 411 PHP 95L100RSB
96 291,06 290,3 - 5 15 45 75 32 45 4,20 PHP 96L100RSB
120 363,83 363,07 - 5 15 70 120 32 45 5,00 PHP 120L100RSB
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A PD. +—-——1 H
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Type 1F
H 075
For Belt Width 19,1 mm
No. Diameter
feet PD. 0.
14 56,60 55,23
15 60,64 59,27
16 64,68 63,31
17 68,72 67,35
18 72,77 71,4
19 76,81 75,44
20 80,85 79,48
21 84,89 83,52
22 88,94 87,57
23 92,98 91,61
24 97,02 95,65
25 101,06 99,69
26 105,11 103,74
27 109,15 107,78
28 113,19 111,82
29 117,23 115,86
30 121,28 119,91
31 12532 123,95
32 129,36 127,99
33 133,40 132,03
34 137,45 136,08
35 141,49 140,12
36 145,53 144,16
38 153,62 152,25
40 161,70 160,33
42 169,79 168,42
A 177,87 176,5
45 181,91 180,54
48 194,04 192,67
50 202,13 200,76
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Classical timing pulleys

Pilot bore (RSB)

1/2” Pitch (12,7 mm)

f— F —f

[ L >

(- F —o

li

{

PD. +—-——+ H A PD.—-—— H
y \ {
Type 5 Type 5F
Type Bore Dimension Weight Designation
Min Max H F L kg

1F 10 27 40 27 40 0,50 PHP 14HO75RSB
1F 10 30 46 27 40 0,55 PHP 15H075RSB
1F 10 30 45 27 40 0,60 PHP 16H075RSB
1F 10 30 46 27 40 0,70 PHP 17H075RSB
1F 12 36 55) 27 40 0,80 PHP 18H075RSB
1F 12 40 60 27 40 1,00 PHP 19H075RSB
1F 12 41 62 27 40 1,10 PHP 20HO075RSB
1F 12 43 67 27 40 1,20 PHP 21HO75RSB
alE 12 45 70 27 40 1,40 PHP 22H075RSB
1F 12 46 72 27 40 1,50 PHP 23H075RSB
1F 12 47 75 27 40 1,60 PHP 24HO75RSB
1F 12 47 75 27 40 1,70 PHP 25H075RSB
1F 15 54 80 27 40 1,80 PHP 26H075RSB
1F 15 54 80 27 40 1,90 PHP 27H075RSB
AlF 15 54 80 27 40 2,00 PHP 28H075RSB
1F 15 54 80 27 40 2,05 PHP 29H075RSB
1F 15 54 80 27 40 2,10 PHP 30HO075RSB
1F 15 54 80 27 40 2,15 PHP 31HO75RSB
1F 15 54 80 27 40 2,20 PHP 32H075RSB
1F a5 54 80 27 40 2,25 PHP 33HO075RSB
AlF 15 54 80 27 40 2,30 PHP 34H075RSB
1F 15 54 80 27 40 2,35 PHP 35H075RSB
1F 20 54 80 27 40 2,40 PHP 36H075RSB
1F 20 54 80 27 40 2,60 PHP 38H075RSB
1F 20 54 80 27 40 2,80 PHP 40HO75RSB
1F 20 54 80 27 40 2,90 PHP 42H075RSB
5F 20 48 80 27 40 2,70 PHP 44H075RSB
5F 20 54 90 27 45 2,85 PHP 45H075RSB
5& 20 54 90 27 45 3,00 PHP 48H075RSB
5 20 54 90 27 45 325 PHP 50H075RSB




[ Belts

Classical timing pulleys S oo

Do Couplings

. [ Bushings and Hubs
Pilot Bore (RSB) b o Sprockets
D o Pulleys

> o Smart tools

H 1/2” Pitch (12,7 mm)
[— L — L f—— | —
| F —» (< F —» la— F —»f
——4 —

A PD.+—-— H PD. +—- - H A PD. 4+—-—| H

A i ¥ \i {i

Type 1F Type 5 Type 5F

H 100

For Belt Width 19,1 mm and 25,4 mm
No. Diameter Type Bore Dimension Weight Designation
feets PD. 0D. A Min  Max  H F L kg

14 56,60 55,23 63 1F 10 27 40 333 45 0,65 PHP 14H100RSB
15 60,64 59,27 67 1F 10 30 46 333 45 0,75 PHP 15H100RSB
16 64,67 63,3 71 1F 10 30 46 333 45 0,85 PHP 16H100RSB
17 68,72 67,35 75 1F 10 30 46 333 45 0,97 PHP 17H100RSB
18 72,77 71,4 79 1F 12 30 55) 33,3 45 1,10 PHP 18H100RSB
19 76,81 75,44 83 1F 12 36 60 333 45 1,20 PHP 19H100RSB
20 80,85 79,48 87 1F 12 41 62 333 45 1,40 PHP 20H100RSB
21 84,89 83,52 91 1F 12 43 67 333 45 1,60 PHP 21H100RSB
22 88,94 87,57 95 1F 12 45 70 333 45 1,70 PHP 22H100RSB
23 92,98 91,61 98 1F 12 46 72 333 45 1,83 PHP 23H100RSB
24 97,03 95,66 103 1F 12 47 75 33,3 45 1,95 PHP 24H100RSB
25 101,06 99,69 107 1F 12 47 75 333 45 2,19 PHP 25H100RSB
26 105,11 103,74 111 1F 15 54 80 333 45 2,43 PHP 26H100RSB
27 109,15 107,78 115 1F 15 54 80 333 45 2,57 PHP 27H100RSB
28 113,18 111,81 119 AlE 15 54 80 333 45 2,70 PHP 28H100RSB
29 117,23 115,86 123 1F 15 54 80 333 45 2,95 PHP 29H100RSB
30 121,29 119,92 127 1F 15 54 80 33,3 45 3,20 PHP 30H100RSB
31 125,32 123,95 131 1F 15 54 80 333 45 3,35 PHP 31H100RSB
32 129,36 127,99 135 1F 20 54 80 333 45 3,50 PHP 32H100RSB
33 133,40 132,03 142 1F 20 54 80 333 45 3,78 PHP 33H100RSB
34 137,45 136,08 142 AlE 20 54 80 333 45 4,05 PHP 34H100RSB
35 141,49 140,12 151 1F 20 54 80 333 45 4,35 PHP 35H100RSB
36 145,53 14416 151 1F 20 54 80 333 45 4,65 PHP 36H100RSB
38 153,62 152,25 158 1F 20 54 80 333 45 4,98 PHP 38H100RSB
40 161,70 160,33 168 1F 20 54 80 333 45 5,30 PHP 40H100RSB
42 169,79 168,42 184 1F 20 54 80 333 45 5,50 PHP 42H100RSB
4t 177,87 176,5 184 5lF 20 48 80 333 50 4,00 PHP 44H100RSB
45 181,91 180,54 192 5F 20 54 80 333 50 4,25 PHP 45H100RSB
48 194,03 192,66 200 BIF 20 54 90 333 50 4,50 PHP 48H100RSB
50 202,13 200,76 - 5 20 54 90 333 50 4,94 PHP 50H100RSB
52 210,21 208,84 - 5 20 54 90 333 50 5,38 PHP 52H100RSB
57 230,42 229,05 = 5 20 54 90 333 50 5,82 PHP 57H100RSB
58 234,47 2331 = 5 20 54 90 333 50 5,82 PHP 58H100RSB
60 242,55 241,18 - 5 20 70 120 333 50 6,25 PHP 60H100RSB
70 282,98 281,61 = 5 20 70 120 333 55} 7,55 PHP 70H100RSB
72 291,06 289,69 - 5 20 70 120 333 55 8,85 PHP 72H100RSB
76 307,23 305,86 - 5 20 70 120 333 55 9,43 PHP 76H100RSB
84 339,57 338,2 = 5 20 70 120 333 55 10,00 PHP 84H100RSB
96 388,08 386,71 = 5 24 70 120 333 60 10,48 PHP 96H100RSB
120 485,10 483,73 - 5 24 70 120 333 60 13,10 PHP 120H100RSB
156 630,63 629,26 = 5 24 70 130 333 60 17,20 PHP 156H100RSB
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Type 1F
H 150
For Belt Width 38,1 mm
No. Diameter
et PD. 0.
14 56,60 55,23
15 60,64 59,27
16 64,67 63,3
17 68,72 67,35
18 72,77 71,4
19 76,81 75,44
20 80,85 79,48
21 84,89 83,52
22 88,94 87,57
23 92,98 91,61
24 97,03 95,66
25 101,06 99,69
26 105,11 103,74
27 109,15 107,78
28 113,18 111,81
29 117,23 115,86
30 121,29 119,92
31 12532 123,95
32 129,36 127,99
33 133,40 132,03
34 137,45 136,08
35 141,49 140,12
36 145,53 144,16
38 153,62 152,25
40 161,70 160,33
42 169,79 168,42
A 177,87 176,5
45 181,91 180,54
48 194,03 192,66
50 202,13 200,76
52 210,21 208,84
57 230,43 229,06
58 234,47 2331
60 242,55 241,18
70 282,98 281,61
72 291,06 289,69
76 307,23 305,86
84 339,57 338,2
96 388,08 386,71
120 485,10 483,73
156 630,63 629,26
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fa— F —

PD. +—-——
Type 5
Type Bore
Min Max

1F 12 27
1F 12 30
1F 12 30
1F 12 30
1F 12 30
1F 12 36
1F 12 41
1F 12 43
alE 12 45
1F 12 46
1F 12 47
1F 12 47
1F 15 54
1F 15 54
AlF 15 54
1F 5 54
1F 15 54
1F 15 54
1F 20 54
1F 20 54
AlF 20 54
1F 20 54
1F 20 54
1F 20 54
1F 20 54
1F 20 54
5F 20 48
5F 20 48
5 20 54
5 20 54
5 20 54
5 20 54
5 20 54
5 20 70
5 20 70
5 20 70
5) 20 70
5 20 70
5 24 70
5 24 70
5 24 70

Classical timing pulleys

Pilot bore (RSB)

1/2” Pitch (12,7 mm)

[ L >

la— F —»

\

L H A T H
Type 5F
Dimension Weight Designation
H F L kg
40 46 58 0,82 PHP 14H150RSB
46 46 58 0,96 PHP 15H150RSB
46 46 58 1,10 PHP 16H150RSB
46 46 58 1,30 PHP 17H150RSB
55 46 58 1,50 PHP 18H150RSB
60 46 58 1,70 PHP 19H150RSB
62 46 58 1,80 PHP 20H150RSB
67 46 58 2,20 PHP 21H150RSB
70 46 58 2,30 PHP 22H150RSB
72 46 58 2,45 PHP 23H150RSB
75 46 58 2,60 PHP 24H150RSB
75 46 58 2,90 PHP 25H150RSB
80 46 58 3,20 PHP 26H150RSB
80 46 58 3,30 PHP 27H150RSB
80 46 58 3,39 PHP 28H150RSB
80 46 58 3,75 PHP 29H150RSB
80 46 58 4,10 PHP 30H150RSB
80 46 58 4,43 PHP 31H150RSB
80 46 58 4,77 PHP 32H150RSB
80 46 58 5,08 PHP 33H150RSB
80 46 58 5,40 PHP 34H150RSB
80 46 58 571 PHP 35H150RSB
80 46 58 6,02 PHP 36H150RSB
80 46 58 6,76 PHP 38H150RSB
80 46 58 7,50 PHP 40H150RSB
80 46 58 8,00 PHP 42H150RSB
80 46 58 5,00 PHP 44H150RSB
80 46 58 5,005 PHP 45H150RSB
90 46 65 510 PHP 48H150RSB
90 46 65 575 PHP 50H150RSB
90 46 65 6,40 PHP 52H150RSB
90 46 65 6,75 PHP 57H150RSB
90 46 65 7,05 PHP 58H150RSB
120 46 65 7,70 PHP 60H150RSB
120 46 65 8,20 PHP 70H150RSB
120 46 65 8,70 PHP 72H150RSB
120 46 65 9,67 PHP 76H150RSB
120 46 65 10,64 PHP 84H150RSB
120 46 65 13,40 PHP 96H150RSB
120 46 65 15,70 PHP 120H150RSB
130 46 65 19,10 PHP 156H150RSB




[ Belts

Classical timing pulleys S oo

Do Couplings

. [ Bushings and Hubs
Pilot bore (RSB) b o Sprockets
D o Pulleys

> o Smart tools

H 1/2” Pitch (12,7 mm)
fe— L — fe— L — fe—— | —
- F - e F — f— F —»
} {

.

A PD H—-— PD - - H APD f—-——| H
T { y \ {
Type 1F Type 5 Type 5F
H 200
For Belt Width 50,8 mm
No. Diameter Type Bore Dimension Weight Designation
feets PD. 0D. A Min  Max  H F L kg
14 56,60 55,23 63 1F 12 27 40 59,5 70 1,25 PHP 14H200RSB
15 60,64 59,27 67 1F 12 30 46 59.5 70 1,33 PHP 15H200RSB
16 64,67 63,3 71 1F 12 30 46 59,5 70 1,40 PHP 16H200RSB
17 68,72 67,35 75 1F 12 30 46 59,5 70 1,67 PHP 17H200RSB
18 72,77 71,4 79 1F 12 30 55 59,5 70 1,94 PHP 18H200RSB
19 76,81 75,44 83 1F 12 36 60 595 70 2,18 PHP 19H200RSB
20 80,85 79,48 87 1F 12 41 62 59,5 70 2,43 PHP 20H200RSB
21 84,89 83,52 91 1F 12 43 67 595 70 2,60 PHP 21H200RSB
22 88,94 87,57 95 1F 12 45 70 59,5 70 2,80 PHP 22H200RSB
23 92,98 91,61 98 1F 12 46 72 59,5 70 2,89 PHP 23H200RSB
24 97,03 95,66 103 1F 12 47 75 59,5 70 2,97 PHP 24H200RSB
25 101,06 99,69 107 1F 12 47 75 59,5 70 2,89 PHP 25H200RSB
26 105,11 103,74 111 1F 15 54 80 59,5 70 3,90 PHP 26H200RSB
27 109,15 107,78 115 1F 15 54 80 595 70 3,44 PHP 27H200RSB
28 113,18 111,81 119 AlE 15 54 80 59,5 70 4,60 PHP 28H200RSB
29 117,23 115,86 123 1F 15 54 80 59,5 70 4,80 PHP 29H200RSB
30 121,29 119,92 127 1F 15 54 80 59,5 70 5,00 PHP 30H200RSB
31 125,32 123,95 131 1F 15 54 80 59,5 70 5,47 PHP 31H200RSB
32 129,36 127,99 135 1F 20 54 80 59,5 70 5,93 PHP 32H200RSB
33 133,40 132,03 142 1F 20 54 80 595 70 6,33 PHP 33H200RSB
34 137,45 136,08 142 AlE 20 54 80 59,5 70 6,73 PHP 34H200RSB
35 141,49 140,12 151 1F 20 54 80 59,5 70 7,13 PHP 35H200RSB
36 145,53 14416 151 1F 20 54 80 59,5 70 7,53 PHP 36H200RSB
38 153,62 152,25 158 1F 20 54 80 59,5 70 8,32 PHP 38H200RSB
40 161,70 160,33 168 1F 20 54 80 59,5 70 9,11 PHP 40H200RSB
42 169,79 168,42 184 1F 20 54 80 59,5 70 9,70 PHP 42H200RSB
44 177,87 176,5 184 5lF 20 48 80 59,5 70 5,00 PHP 44H200RSB
45 181,91 180,54 192 5F 20 48 80 59,5 70 537 PHP 45H200RSB
48 194,03 192,66 200 BIF 20 54 90 59,5 75 573 PHP 48H200RSB
50 202,13 200,76 - 5 20 54 90 595 75 6,62 PHP 50H200RSB
52 210,21 208,84 - 5 20 54 90 59,5 75 7,50 PHP 52H200RSB
57 230,43 229,06 = 5 20 54 90 59,5 75 8,76 PHP 57H200RSB
58 234,47 2331 = 5 20 54 90 59,5 75 8,39 PHP 58H200RSB
60 242,55 241,18 - 5 20 70 120 59,5 75 9,27 PHP 60H200RSB
70 282,98 281,61 = 5 20 70 120 59,5 75 9.80 PHP 70H200RSB
72 291,06 289,69 - 5 20 70 120 595 75 10,32 PHP 72H200RSB
76 307,23 305,86 - 5 20 70 120 59,5 75 11,41 PHP 76H200RSB
84 339,57 338,2 = 5 20 70 120 59,5 75 12,50 PHP 84H200RSB
96 388,08 386,71 = 5 24 70 120 595 75 14,00 PHP 96H200RSB
120 485,10 483,73 - 5 24 70 120 59,5 75 18,10 PHP 120H200RSB
156 630,63 629,26 = 5 24 70 130 59,5 75 22,00 PHP 156H200RSB
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Classical timing pulleys

Pilot bore (RSB)
H 1/2” Pitch (12,7 mm)
e—— | ——> L fe— [ —»
< F - - F —» la— F —»
} {
A PD. +—-— H PD. ——-—— H APD 4 H
T { y \ {
Type 1F Type 5 Type 5F
H 300
For Belt Width 76,2 mm
No. Diameter Type Bore Dimension Weight Designation
feet PD. 0.D. A Min  Max H F L kg
14 56,60 55,23 63 1F 14 27 40 85,5 100 1,80 PHP 14H300RSB
15 60,64 59,27 67 1F 14 30 46 85,5 100 1,90 PHP 15H300RSB
16 64,67 63,3 71 1F 14 30 46 85,5 100 2,00 PHP 16H300RSB
17 68,72 67,35 75 1F 14 30 46 85,5 100 2,24 PHP 17H300RSB
18 72,77 71,4 79 1F 14 30 55) 85,5 100 2,47 PHP 18H300RSB
19 76,81 75,44 83 1F 14 36 60 85,5 100 2,90 PHP 19H300RSB
20 80,85 79,48 87 1F 15 41 62 85,5 100 3,20 PHP 20H300RSB
21 84,89 83,52 91 1F 15 43 67 85,5 100 3,60 PHP 21H300RSB
22 88,94 87,57 95 1F 15 45 70 85,5 100 4,00 PHP 22H300RSB
23 92,98 91,61 98 1F 15 46 72 85,5 100 4,35 PHP 23H300RSB
24 97,03 95,66 103 1F 15 47 75 85,5 100 4,70 PHP 24H300RSB
25 101,06 99,69 107 1F 5 47 75 85,5 100 5,24 PHP 25H300RSB
26 105,11 103,74 111 1F 15 54 80 85,5 100 5,78 PHP 26H300RSB
27 109,15 107,78 115 1F 15 54 80 85,5 100 6,16 PHP 27H300RSB
28 113,18 111,81 119 AlF 15 54 80 85,5 100 6,54 PHP 28H300RSB
29 117,23 115,86 123 1F 15 54 80 85,5 100 6,77 PHP 29H300RSB
30 121,29 119,92 127 1F 15 54 80 85,5 100 7,00 PHP 30H300RSB
31 125,32 123,95 131 1F 15 54 80 85,5 100 7,83 PHP 31H300RSB
32 129,36 127,99 135 1F 20 54 80 85,5 100 8,66 PHP 32H300RSB
33 133,40 132,03 142 1F 20 54 80 85,5 100 9,23 PHP 33H300RSB
34 137,45 136,08 142 AlF 20 54 80 85,5 100 9,79 PHP 34H300RSB
35 141,47 1401 151 1F 20 54 80 85,5 100 10,36 PHP 35H300RSB
36 145,53 14416 151 1F 20 54 80 85,5 100 10,92 PHP 36H300RSB
38 153,62 152,25 158 1F 20 54 80 85,5 100 12,20 PHP 38H300RSB
40 161,70 160,33 168 1F 20 54 80 85,5 100 13,50 PHP 40H300RSB
42 169,79 168,42 184 1F 20 54 80 85,5 100 14,50 PHP 42H300RSB
44 177,87 176,5 184 BlF 20 48 80 85,5 100 8,06 PHP 44H300RSB
48 194,03 192,66 200 5F 20 54 90 85,5 100 9,67 PHP 48H300RSB
50 202,13 200,76 = 5 20 54 90 85,5 100 10,87 PHP 50H300RSB
57 230,43 229,06 - 5 20 54 90 85,5 100 11,92 PHP 57H300RSB
58 234,47 2331 - 5 20 54 90 85,5 100 12,07 PHP 58H300RSB
60 242,55 241,18 = 5 20 70 120 85,5 100 13,30 PHP 60H300RSB
72 291,06 289,69 = 5 20 70 120 85,5 100 15,70 PHP 72H300RSB
76 307,24 305,87 - 5 20 70 120 85,5 100 16,17 PHP 76H300RSB
84 339,57 338,2 = 5 20 70 120 85,5 100 17,10 PHP 84H300RSB
96 388,09 386,72 - 5 24 70 120 85,5 100 20,40 PHP 96H300RSB
120 485,12 483,75 - 5 24 70 120 85,5 100 27,80 PHP 120H300RSB
156 630,63 629,26 = 5 24 70 130 85,5 100 35,00 PHP 156H300RSB
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[ Belts

Classical timing pulleys SR oo

> Couplings

. [ Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys

o Smart tools

XH 7/8” Pitch (22,225 mm)
le—— | —» L
| F —» a— F —»
A PO —-— H . +—-——| H
N

Type 1F Type 5

XH 200

For Belt Width 50,8 mm

No. Diameter Type Bore Dimension Weight Designation

feets PD. 0D. A Min  Max  H F L kg

18 127,34 124,54 141 1F 24 67 100 65,1 80 5,00 PHP 18XH200RSB
19 134,41 131,61 146 1F 24 67 100 65,1 80 5,50 PHP 19XH200RSB
20 141,49 138,69 {55} 1F 24 67 100 65,1 80 6,00 PHP 20XH200RSB
21 148,56 145,76 169 1F 24 73 110 65,1 80 6,60 PHP 21XH200RSB
22 155,64 152,84 169 1F 24 73 110 65,1 80 7,20 PHP 22XH200RSB
24 169,79 166,99 183 1F 24 80 120 65,1 80 8,60 PHP 24XH200RSB
25 176,86 174,06 198 1F 24 80 120 65,1 80 9,40 PHP 25XH200RSB
26 183,93 181,13 198 1F 24 80 120 65,1 80 9,70 PHP 26XH200RSB
27 191,01 188,21 212 1F 24 80 120 65,1 80 9,90 PHP 27XH200RSB
28 198,09 195,29 212 1F 24 80 120 65,1 80 10,00 PHP 28XH200RSB
30 212,23 209,43 226 1F 24 80 120 65,1 80 10,40 PHP 30XH200RSB
32 226,38 223,58 240 1F 24 80 120 65,1 80 11,20 PHP 32XH200RSB
34 240,53 237,73 256 1F 24 80 120 65,1 80 12,60 PHP 34XH200RSB
38 268,83 266,03 = 5 28 100 150 65,1 80 14,60 PHP 38XH200RSB
40 282,98 280,18 - 5 28 100 150 65,1 100 16,00 PHP 40XH200RSB
48 339,57 336,77 - 5 28 100 150 65,1 100 18,40 PHP 48XH200RSB
60 424,47 421,67 = 5 28 100 150 651 100 24,30 PHP 60XH200RSB



Classical timing pulleys

Pilot bore (RSB)

7/8” Pitch (22,225 mm)

—— | — L

- F fa— F —

Type 1F Type 5

XH 300

For Belt Width 76,2 mm
No. Diameter Type Bore Dimension Weight Designation

feet PD. 0D. A Min  Max H F L kg
18 127,34 124,54 141 1F 28 67 100 92,1 110 6,80 PHP 18XH300RSB
19 134,41 131,61 146 1F 28 67 100 92,1 110 7,10 PHP 19XH300RSB
20 141,49 138,69 ji55 1F 28 67 100 92,1 110 7,40 PHP 20XH300RSB
21 148,56 145,76 169 1F 28 73 110 92,1 110 8,20 PHP 21XH300RSB
22 155,64 152,84 169 1F 28 73 110 921 110 9,00 PHP 22XH300RSB
24 169,79 166,99 183 1F 28 80 120 92,1 110 10,60 PHP 24XH300RSB
25 176,86 174,06 198 1F 28 80 120 92,1 110 11,80 PHP 25XH300RSB
26 183,93 181,13 198 1F 28 80 120 92,1 110 12,00 PHP 26XH300RSB
27 191,01 188,21 212 1F 28 80 120 92,1 110 12,50 PHP 27XH300RSB
28 198,09 195,29 212 1F 28 80 150 92,1 110 13,00 PHP 28XH300RSB
30 212,23 209,43 226 1F 28 80 150 921 110 13,75 PHP 30XH300RSB
32 226,38 223,58 240 1F 28 80 150 92,1 110 14,70 PHP 32XH300RSB
34 240,53 237,73 256 1F 28 80 150 92,1 110 16,30 PHP 34XH300RSB
38 268,83 266,03 = 5 32 100 150 92,1 120 18,30 PHP 38XH300RSB
40 282,98 280,18 - 5 32 100 150 92,1 120 19,90 PHP 40XH300RSB
48 339,57 336,77 - 5 32 100 175 92,1 120 22,50 PHP 48XH300RSB
60 424,47 421,67 = 5 32 100 175 921 120 31,50 PHP 60XH300RSB
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[ Belts

Classical timing pulleys SR oo

> Couplings

. [ Bushings and Hubs
Pilot bore (RSB) P o Sprockets
D o Pulleys

o Smart tools

XH 7/8” Pitch (22,225 mm)
f—— | —— L
- F fa— F —
A PD - - H PD. 4—-—r H
N

Type 1F Type 5

XH 400

For Belt Width 101,6 mm

No. Diameter Type Bore Dimension Weight Designation

feets PD. 0D. A Min  Max H F L kg

18 127,34 124,54 141 1F 32 67 100 119 132 8,50 PHP 18XH400RSB
19 134,41 131,61 146 1F 32 67 100 119 132 9,00 PHP 19XH400RSB
20 141,49 138,69 {55} 1F 32 67 100 119 132 9,40 PHP 20XH400RSB
21 148,56 145,76 169 1F 32 73 110 119 132 10,50 PHP 21XH400RSB
22 155,64 152,84 169 1F 32 73 110 119 132 11,50 PHP 22XH400RSB
24 169,79 166,99 183 1F 32 80 120 119 132 13,40 PHP 24XH400RSB
25 176,86 174,06 198 1F 32 80 120 119 132 14,50 PHP 25XH400RSB
26 183,93 181,13 198 1F 32 80 120 119 132 15,60 PHP 26XH400RSB
27 191,01 188,21 212 1F 32 80 120 119 132 15,10 PHP 27XH400RSB
28 198,09 195,29 212 1F 32 100 150 119 132 14,50 PHP 28XH400RSB
30 212,23 209,43 227 1F 32 100 150 119 132 16,00 PHP 30XH400RSB
32 226,38 223,58 240 1F 32 100 150 119 132 18,00 PHP 32XH400RSB
34 240,53 237,73 256 1F 32 100 150 119 132 20,00 PHP 34XH400RSB
38 268,83 266,03 = 5 32 100 150 119 132 22,00 PHP 38XH400RSB
40 282,98 280,18 - 5 32 100 150 119 132 24,00 PHP 40XH400RSB
48 339,57 336,77 - 5 32 110 175 119 132 30,80 PHP 48XH400RSB
60 424,47 421,67 = 5 32 110 175 119 132 36,20 PHP 60XH400RSB
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Classical timing pulleys

Taper bushed
” M
L 3/8” Pitch (9,525 mm)
~F > 13,4 - F =
A
A PD - H PD. +—-—+ H A PD. +—-—+ H
u
M K M K M
le— | —» ] — e
Type 3F Type 9 Type 9F
For Belt Width 12,7 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feet PD. 0.D. A Min  Max  H F K L M kg
18 54,57 53,81 60 3F 1108 0,375 28 45 191 - 22 3 0,18 PHP 18L050TB
19 57,61 56,85 63 3F 1108 0,375 28 45 19,1 = 22 3 0,21 PHP 19L050TB
20 60,64 59,88 66 3F 1108 0,375 28 47 191 - 22 3 0,24 PHP 20L050TB
21 63,67 62,91 69 3F 1108 0,375 28 49 19,1 - 22 3 0,30 PHP 21L050TB
22 66,70 65,94 72 3F 1108 0,375 28 53 191 = 22 3 0,36 PHP 22L050TB
23 69,73 68,97 78 3F 1108 0375 28 54 191 - 22 3 0,39 PHP 23L050TB
24 72,77 72,01 78 3F 1108 0,375 28 54 191 - 22 3 0,42 PHP 24L050TB
25 75,80 75,04 85 3F 1108 0,375 28 56 19,1 = 22 3 0,49 PHP 25L050TB
26 78,83 78,07 85 3F 1108 0,375 28 60 191 - 22 3 0,54 PHP 26L050TB
27 81,86 81,1 91 3F 1108 0,375 28 62 19,1 - 22 3 0,61 PHP 27L050TB
28 84,89 84,13 91 3F 1108 0,375 28 63 191 = 22 3 0,64 PHP 28L050TB
30 90,06 89,3 97 3F 1108 0375 28 70 191 - 22 3 0,77 PHP 30L050TB
32 97,02 96,26 103 3F 1108 0,375 28 74 191 - 22 3 0,89 PHP 32L050TB
36 109,15 108,39 115 3F 1108 0,375 28 85 19,1 = 22 3 1,18 PHP 36L050TB
40 121,28 120,52 127 3F 1610 0,500 42 90 191 25 6 1,35 PHP 40L050TB
4t 133,40 132,64 139 3F 1610 0,500 42 90 19,1 - 25 6 1,60 PHP 44L050TB
48 145,53 144,77 152 9F 1610 0,500 42 92 191 = 25 6 1,80 PHP 48L050TB
60 181,91 181,15 - 9 1610 0500 42 92 191 3 25 3 2,46 PHP 60L050TB
72 218,30 217,54 - 9 1610 0,500 42 92 191 3 25 3 3,29 PHP 72L050TB
84 254,68 253,92 = 9 1610 0,500 42 92 19,1 3 25 3 4,12 PHP 84L050TB
96 291,06 290,3 - 9 2012 0,750 50 111 191 6,5 32 6,5 4,55 PHP 96L050TB
120 363,83 363,07 - 9 2012 0,750 50 111 191 6,5 32 6,5 571 PHP 120L050TB
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[ Belts

Classical timing pulleys SR oo

> Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
L 3/8” Pitch (9,525 mm)
— F — [ oy
1 U { _g
A PD -—t PD H A PD - H
i | R
) —: { r |
e L —»! K [t M K L M
Type 2F Type 7 Type 7F
TE S S
PD: H PD.+—1 H
K-—e »>He M
K —ta| ot M - |-
Type 8 Type 9
For Belt Width 19,1 mm
No. Diameter Type Bush  Bore Dimension Approx. Designation
feets PD 0D A Min  Max  H F K L M W, (Kg)
18 54,57 53,81 60 2F 1108 0375 28 - 254 - 25 - 0.2 PHP 18L075TB
19 57,61 56,85 63 2F 1108 0375 28 - 25,4 - 25 - 03 PHP 19L075TB
20 60,64 59,88 66 2F 1108 0375 28 = 254 = 25 = 03 PHP 20L075TB
21 63,67 62,91 69 2F 1108 0375 28 - 254 - 25 - 0.4 PHP 21L075TB
22 66,70 65,94 72 2F 1108 0375 28 - 254 - 25 - 04 PHP 22L075TB
23 69,73 68,97 78 2F 1108 0375 28 - 25,4 - 25 = 05 PHP 23L075TB
24 72,77 72,01 78 2F 1108 0375 28 - 254 - 25 - 05 PHP 24L075TB
25 75,80 75,04 85 2F 1108 0375 28 - 25,4 - 25 - 06 PHP 25L075TB
26 78,83 78,07 85 2F 1108 0375 28 = 254 = 25 = 07 PHP 26L075TB
27 81,86 81,1 91 2F 1108 0375 28 - 25,4 - 25 - 07 PHP 27L075TB
28 84,89 84,13 91 2F 1108 0375 28 - 254 - 25 - 08 PHP 28L075TB
30 90,96 90,2 97 2F 1108 0375 28 - 254 - 25 = 1,0 PHP 30L075TB
32 97,02 96,26 103 2F 1108 0375 28 - 254 - 25 - 11 PHP 32L075TB
36 109,15 108,39 115 2F 1610 0500 42 - 25,4 - 25 - 1.2 PHP 36L075TB
40 121,28 120,52 127 2F 1610 0500 42 = 254 = 25 = 16 PHP 40L075TB
44 133,40 132,64 139 2F 1610 0500 42 - 254 - 25 - 1,9 PHP 44L075TB
48 145,53 144,77 152 7F 1610 0500 42 92 254 - 25 - 2.2 PHP 48L075TB
60 181,91 181,15 - 7 1610 0,500 42 92 25,4 - 25 = 30 PHP 60L075TB
72 218,30 217,54 - 8 1610 0500 42 92 254 - 25 - 40 PHP 72L075TB
84 254,68 253,92 - 9 2012 0,750 50 106 25,4 35 32 35 52 PHP 84L075TB
9% 291,06 290,3 = 9 2012 0,750 50 106 254 35 32 35 6,5 PHP 96L075TB
120 363,83 363,07 - 9 2012 0,750 50 106 254 35 32 35 7.6 PHP 120L075TB
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Classical timing pulleys

Taper bushed
” M
L 3/8” Pitch (9,525 mm)
F [ F [ F j F —>f
K
A PD - -+ P.D H P.D - H A PD -+ H
AN
y K M
K L — K —ota— | —tia— M — | —» K L -
Type 4F Type 7 Type 10 Type 13F
For Belt Width 25,4 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feEt PD. 0.D. A Min  Max  H F K L M kg
18 54,57 53,81 60 4F 1108 0,375 28 - 318 10 22 - 0,27 PHP 18L100TB
19 57,61 56,85 63 4F 1108 0,375 28 = 31,8 10 22 = 0,30 PHP 19L100TB
20 60,64 59,88 66 4F 1108 0,375 28 - 31,8 10 22 - 0,36 PHP 20L100TB
21 63,67 62,91 69 4F 1108 0,375 28 - 31,8 10 22 - 0,44 PHP 21L100TB
22 66,70 65,94 72 4F 1108 0,375 28 = 318 10 22 = 0,51 PHP 22L100TB
23 69,73 68,97 78 4F 1108 07375 28 - 31,8 10 22 - 0,54 PHP 23L100TB
24 72,77 72,01 78 4F 1108 0,375 28 - 318 10 22 - 0,58 PHP 241L100TB
25 75,80 75,04 85 4F 1108 0,375 28 = 31,8 10 22 = 0,67 PHP 25L100TB
26 78,83 78,07 85 4F 1108 0,375 28 - 31,8 10 22 - 0,72 PHP 26L100TB
27 81,86 81,1 91 4F 1108 0,375 28 - 31,8 10 22 - 0,80 PHP 27L100TB
28 84,89 84,13 91 4F 1108 0,375 28 = 318 10 22 = 0,83 PHP 28L100TB
30 90,96 90,2 97 4F 1210 0,625 32 - 31,8 7 25 - 0,94 PHP 30L100TB
32 97,02 96,26 103 4F 1210 0,625 32 - 318 7 25 = 1,10 PHP 32L100TB
36 109,15 108,39 115 4F 1610 0,500 42 = 31,8 7 25 = 1,33 PHP 36L100TB
40 121,28 120,52 127 4F 1610 0,500 42 - 31,8 7 25 - 1,70 PHP 40L100TB
44 133,40 132,64 139 4F 1610 0,500 42 - 31,8 7 25 - 2,30 PHP 441L100TB
48 145,53 144,77 152 13F 1610 0,500 42 92 318 7 25 = 2,60 PHP 48L100TB
60 181,91 181,15 - 7 1610 0,500 42 92 31,8 3,5 25 3,5 3,76 PHP 60L100TB
72 218,30 217,54 - 10 2012 0,750 50 111 31,8 - 32 - 4,40 PHP 72L100TB
84 254,68 253,92 = 10 2012 0,750 50 111 31,8 = 32 = 5,87 PHP 84L100TB
96 291,06 290,3 - 10 2012 0,750 50 111 31,8 - 32 - 7,26 PHP 96L100TB
120 363,83 363,07 - 10 2012 0,750 50 111 31,8 - 32 - 8,50 PHP 120L100TB
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[ Belts

Classical timing pulleys SR oo

Do Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
” M
H 1/2” Pitch (12,7 mm)
F 13,4 [ F | (e F —
p— l' Iy
A PD - - P0. +—-—+ H A PD.4—-— H A PD. - H
—F { ) { f
K M K M
e— L — ] —» e | —> | ]
Type 2F Type 9 Type 9F Type 14F
For Belt Width 19,1 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feets PD. 0D. A Min  Max  H F K L M kg
14 56,60 5523 62 2F 1108 0375 28 - 27 - 22 - 0,48 PHP 14H075TB
15 60,64 59,27 67 2F 1108 0375 28 - 27 - 22 - 053 PHP 15H075TB
16 64,67 63,3 71 2F 1108 0375 28 = 27 = 22 = 0,57 PHP 16H075TB
17 68,72 67,35 75 2F 1108 0375 28 - 27 - 22 - 0,67 PHP 17H075TB
18 72,77 71,4 79 2F 1210 0625 32 - 27 - 25 - 0,76 PHP 18H075TB
19 76,81 75,44 83 2F 1210 0625 32 - 27 - 25 = 0,95 PHP 19H075TB
20 80,85 79,48 87 2F 1210 0625 32 - 27 - 25 - 1,05 PHP 20H075TB
21 84,89 83,52 91 2F 1210 0625 32 - 27 - 25 - 114 PHP 21H075TB
22 88,94 87,57 95 2F 1210 0625 32 = 27 = 25 = 133 PHP 22H075TB
23 92,98 91,61 98 2F 1610 0500 42 - 27 - 25 - 1,43 PHP 23H075TB
24 97,02 95,65 103 2F 1610 0500 42 - 27 - 25 - 1,52 PHP 24H075TB
25 101,06 99,69 107 2F 1610 0,500 42 - 27 - 25 = 1,62 PHP 25H075TB
26 105,11 103,74 111 2F 1610 0500 42 - 27 - 25 - 1,71 PHP 26H075TB
27 109,15 107,78 115 2F 1610 0500 42 - 27 - 25 - 1,81 PHP 27H075TB
28 113,19 111,82 119 2F 1610 0500 42 = 27 = 25 = 1,90 PHP 28H075TB
29 117,23 115,86 123 2F 1610 0500 42 - 27 - 25 - 1,95 PHP 29H075TB
30 121,28 119,91 127 2F 1610 0500 42 - 27 - 25 - 2,00 PHP 30H075TB
32 129,36 127,99 135 14F 1610 0500 42 92 27 - 25 = 2,09 PHP 32H075TB
33 133,40 132,03 142 14F 1610 0500 42 92 27 - 25 - 214 PHP 33H075TB
34 137,45 136,08 142 14F 1610 0500 42 92 27 - 25 - 219 PHP 34H075TB
35 141,49 14012 151 14F 1610 0500 42 92 27 = 25 = 2,24 PHP 35H075TB
36 145,53 144,16 151 14F 1610 0500 42 92 27 - 25 - 2,28 PHP 36H075TB
38 153,62 152,25 158 14F 1610 0500 42 92 27 - 25 - 2,47 PHP 38H075TB
40 161,70 160,33 168 14F 1610 0500 42 92 27 - 25 = 2,66 PHP 40H075TB
A 177,87 1765 184 9F 2012 0,750 50 106 27 25 32 25 2,57 PHP 44H075TB
48 194,04 192,67 200 9F 2012 0,750 50 106 27 25 32 25 2,85 PHP 48H075TB
60 242,55 241,18 = 9 2012 0,750 50 106 27 25 32 25 2,90 PHP 60H075TB
72 291,06 289,69 - 9 2012 0,750 50 112 27 25 32 25 3,00 PHP 72H075TB
84 339,57 3382 - 9 2012 0750 50 112 27 25 32 25 315 PHP 84H075TB
96 388,08 386,71 = 9 2517 0,750 60 125 27 9 45 9 3,50 PHP 96H075TB
120 485,10 483,73 - 9 2517 0,750 60 125 27 9 45 9 425 PHP 120H075TB
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Classical timing pulleys

Taper bushed
” M
H 1/2” Pitch (12,7 mm)
r— F —T f=F 13,4
] g
A PD. -— P.D: H PD.+——1t H
N i
L) = — L —
K e >t M
Type 4F Type 8 Type 9
F F
A PD. -H A P.D H
K L L
Type 13F Type 14F
For Belt Width 25,4 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feEt PD 0.D. A Min  Max  H F K L M kg
14 56,6 55,23 63 4F 1108 0,375 28 - 31,0 9 22 - 03 PHP 14H100TB
15 60,6 59,23 67 4F 1108 07375 28 - 31,0 9 22 - 0,4 PHP 15H100TB
16 64,7 63,33 71 4F 1108 0,375 28 - 31,0 9 22 - 0,4 PHP 16H100TB
17 68,7 67,33 75 4F 1108 0,375 28 - 31,0 9 22 - 0,5 PHP 17H100TB
18 72,8 71,43 79 4F 1210 0,625 32 = 31,0 6 25 = 0,5 PHP 18H100TB
19 76,8 75,43 83 4F 1210 0625 32 - 31,0 6 25 - 0,6 PHP 19H100TB
20 80,8 79,43 87 4F 1210 0,625 32 - 31,0 6 25 - 0,8 PHP 20H100TB
21 84,9 83,53 91 4F 1210 0,625 32 - 32,0 7 25 - 0,8 PHP 21H100TB
22 88,9 87,53 95 4F 1210 0,625 32 - 32,0 7 25 - 0,9 PHP 22H100TB
23 93,0 91,63 98 4F 1610 0,500 42 - 32,0 7 25 - 0,9 PHP 23H100TB
24 97,0 95,63 103 4F 1610 0,500 42 = 32,0 7 25 = 1,0 PHP 24H100TB
25 1011 99,73 107 4F 1610 0500 42 - 32,0 7 25 - 11 PHP 25H100TB
26 105,1 103,73 111 4F 1610 0,500 42 - 32,0 7 25 = 1,2 PHP 26H100TB
27 109,2 107,83 115 4F 1610 0,500 42 - 32,0 7 25 - 1,4 PHP 27H100TB
28 113,2 111,83 119 4F 1610 0,500 42 - 32,0 7 25 - 15 PHP 28H100TB
30 1213 119,93 127 4F 1610 0,500 42 - 32,0 7 25 - 1,7 PHP 30H100TB
32 1294 128,03 135 13F 1610 0,500 42 92 32,0 7 25 = 1,7 PHP 32H100TB
36 1455 144,13 151 13F 1610 0500 42 92 32,0 7 25 - 23 PHP 36H100TB
40 161,7 160,33 168 13F 1610 0,500 42 92 32,0 7 25 - 2,7 PHP 40H100TB
4Lb 177,9 176,53 184 14F 2012 0,750 50 106 32,0 7 32 = 3,7 PHP 44H100TB
48 194,0 192,63 200 14F 2012 0,750 50 106 320 7 32 - 47 PHP 48H100TB
60 242,6 241,23 - 8 2012 0,750 50 106 34,0 1,0 32 1 7,5 PHP 60H100TB
72 2911 289,73 = 2012 0,750 50 106 34,0 1,0 32 1 8.4 PHP 72H100TB
84 3396 338,23 - 8 2012 0,750 50 106 34,0 10 32 1 9,0 PHP 84H100TB
96 388,1 386,73 - 9 2517 0,750 60 124 34,0 55 45 5,5 11,0 PHP 96H100TB
120 485,1 483,73 = 9 2517 0,750 60 124 34,0 55 45 55 14,0 PHP 120H100TB
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[ Belts

Classical timing pulleys SR oo

Do Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
” M
H 1/2” Pitch (12,7 mm)
F [ F o F —
I'l N
A PD. - - PD. — - H A PD -+ H
} {I d
K L —» K —ie | e M K L -
Type 4F Type 8 Type 13F
For Belt Width 38,1 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feets PD. 0D. A Min  Max  H F K L M kg
14 56,60 5523 63 4F 1108 0375 28 - 45 23 22 - 0,50 PHP 14H150TB
16 64,67 63,3 71 4F 1108 0375 28 - 45 23 22 - 0,60 PHP 16H150TB
18 72,77 71,4 79 4F 1210 0625 32 = 45 20 25 = 0,69 PHP 18H150TB
19 76,81 75,44 83 4F 1210 0625 32 - 45 20 25 - 0,86 PHP 19H150TB
20 80,85 79,48 87 4F 1210 0625 32 - 45 20 25 - 098 PHP 20H150TB
21 84,89 83,52 91 4F 1210 0625 32 - 45 20 25 = 0,98 PHP 21H150TB
22 88,94 87,57 95 4F 1210 0625 32 - 45 20 25 - 1,10 PHP 22H150TB
23 92,98 91,61 98 4F 1610 0500 42 - 45 20 25 - 1,16 PHP 23H150TB
24 97,02 95,65 103 4F 1610 0500 42 = 45 20 25 = 1,22 PHP 24H150TB
25 101,06 99,69 107 4F 1610 0500 42 - 45 20 25 - 1,37 PHP 25H150TB
26 105,11 103,74 111 4F 1610 0500 42 - 45 20 25 - 1,51 PHP 26H150TB
27 109,15 107,78 115 4F 1610 0,500 42 - 45 20 25 = 1,67 PHP 27H150TB
28 113,19 111,82 119 4F 1610 0500 42 - 45 20 25 - 1,77 PHP 28H150TB
30 121,28 11991 127 4F 1610 0500 42 - 45 20 25 - 2,05 PHP 30H150TB
32 129,36 127,99 135 13F 1610 0500 42 92 45 20 25 = 2,07 PHP 32H150TB
36 145,53 144,16 151 13F 1610 0500 42 92 45 20 25 - 2,76 PHP 36H150TB
40 161,70 160,33 168 13F 1610 0500 42 92 45 20 25 - 3,34 PHP 40H150TB
Lh 177,87 176,5 184 13F 2012 0,750 50 106 45 13 32 = 519 PHP 44H150TB
48 194,34 192,97 200 13F 2012 0,750 50 106 45 13 32 - 570 PHP 48H150TB
60 242,55 241,18 - 8 2012 0,750 50 106 46 7 32 7 6,81 PHP 60H150TB
72 291,06 289,69 = 8 2012 0,750 50 106 46 7 32 7 7,79 PHP 72H150TB
84 339,57 3382 - 8 2012 0,750 50 111 46 7 32 7 9,15 PHP 84H150TB
96 388,08 386,71 - 8 2517 0,750 60 124 46 05 45 05 13,00 PHP 96H150TB
120 485,10 483,73 = 8 2517 0,750 60 124 46 05 45 05 16,80 PHP 120H150TB
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H
F
AN

A PD - -r

K L —
Type 4F
H 200
For Belt Width 50,8 mm
No. Diameter
feEt PD. 0.D.
16 64,57 63,2
18 72,77 714
19 76,81 75,44
20 80,85 79,48
21 84,89 83,52
22 88,94 87,57
23 92,98 91,61
24 97,02 95,65
25 101,06 99,69
26 105,11 103,74
27 109,15 107,78
28 11319 111,82
30 121,28 119,91
32 129,36 127,99
36 145,53 14416
40 161,70 160,33
A 177,87 176,5
48 194,04 192,67
60 242,55 241,18
72 291,06 289,69
84 339,57 3382
96 388,08 386,71
120 485,10 48373
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Classical timing pulleys

K —ofra— | =

Type 8

1/2” Pitch (12,7 mm)

- F -
A
A PD. -r
{
K L
Type 13F
Dimension
[F K L M
58 36 22 =
58 33 25 =
58 33 25 -
58 33 25 o
58 g8 25 =
58 33 25 -
58 33 25 =
58 33 25 =
58 33 25 -
58 33 25 o
58 23 25 =
58 33 25 -
58 33 25 o
58 26 32 -
58 26 32 -
58 26 32 -
58 26 32 =
58 13 45 -
60 7,5 45 75
60 7,5 45 7.5
60 7,5 45 7.5
60 7,5 45 7,5
60 7,5 45 7.5

Weight

kg

0,80
0,91
1,05
0,92
1,04

Taper bushed

Designation

PHP 16H200TB
PHP 18H200TB
PHP 19H200TB
PHP 20H200TB
PHP 21H200TB
PHP 22H200TB
PHP 23H200TB
PHP 24H200TB
PHP 25H200TB
PHP 26H200TB
PHP 27H200TB
PHP 28H200TB
PHP 30H200TB
PHP 32H200TB
PHP 36H200TB
PHP 40H200TB
PHP 44H200TB
PHP 48H200TB
PHP 60H200TB
PHP 72H200TB
PHP 84H200TB
PHP 96H200TB
PHP 120H200TB




[ Belts

Classical timing pulleys SR oo

Do Couplings
| Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
| Smart tools
” M
H 1/2” Pitch (12,7 mm)
F - F - F
N \
A PD - HE A PD. +—-F H PD.4+— - H
S L
K L M K -t | >ie—M K~ | —ite— M
Type 6F Type 7F Type 8
For Belt Width 76,2 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feets PD. 0D. A Min  Max  H F K L M kg
18 72,77 714 83 6F 1215 0625 32 - 84 23,0 38 23,0 1,10 PHP 18H300TB
20 80,85 79,48 87 6F 1615 0500 42 - 84 23,0 38 23,0 1,25 PHP 20H300TB
21 84,89 83,52 91 6F 1615 0500 42 = 84 23,0 38 23,0 1,56 PHP 21H300TB
22 88,94 87,57 9% 6F 1615 0500 42 - 84 23,0 38 23,0 1,75 PHP 22H300TB
23 92,98 91,61 98 6F 1615 0500 42 - 84 23,0 38 23,0 1,93 PHP 23H300TB
24 97,02 95,65 103 6F 1615 0500 42 - 84 23,0 38 23,0 214 PHP 24H300TB
25 101,06 99,69 107 6F 1615 0500 42 - 84 23,0 38 23,0 2,21 PHP 25H300TB
26 105,11 103,74 111 6F 1615 0500 42 - 84 23,0 38 23,0 2,65 PHP 26H300TB
27 109,15 107,78 115 6F 2012 0,750 50 = 84 26,0 32 26,0 2,49 PHP 27H300TB
28 113,19 111,82 119 6F 2012 0,750 50 - 84 26,0 32 26,0 2,88 PHP 28H300TB
30 121,28 119,91 127 6F 2012 0,750 50 - 84 26,0 32 26,0 3,44 PHP 30H300TB
32 129,36 127,99 135 6F 2517 0,750 60 - 84 19,5 45 19,5 3,51 PHP 32H300TB
36 145,53 144,16 151 6F 2517 0,750 60 - 84 19,5 45 19,5 443 PHP 36H300TB
40 161,70 160,33 168 6F 2517 0,750 60 - 84 19,5 45 19,5 6,10 PHP 40H300TB
Lh 177.87 1765 184 7F 2517 0,750 60 124 86 20,5 45 20,5 7,55 PHP 44H300TB
48 194,04 192,67 200 7F 2517 0,750 60 124 86 20,5 45 20,5 8,99 PHP 48H300TB
60 242,55 241,18 - 8 2517 0,750 60 124 86 20,5 45 20,5 11,06 PHP 60H300TB
72 291,06 289,69 - 8 2517 0,750 60 124 86 20,5 45 20,5 12,66 PHP 72H300TB
84 339,57 3382 - 8 2517 0,750 60 124 86 20,5 45 20,5 14,50 PHP 84H300TB
96 388,08 386,71 - 8 3030 1,250 75 155 86 5 76 5 16,20 PHP 96H300TB
120 485,10 483,73 = 8 3030 1,250 75 155 86 5 76 5 20,80 PHP 120H300TB
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F
|
N N
A PD. - rr
S L
J
K L
Type 6F
XH 200
For Belt Width 50,8 mm
No. Diameter
feet PD. 0.0.
18 127,34 124,54
19 134,41 131,61
20 141,49 138,69
21 148,56 145,76
22 155,64 152,84
24 169,79 166,99
25 176,86 174,06
26 183,93 181,13
27 191,01 188,21
28 198,09 195,29
30 212,23 209,43
32 226,38 223,58
36 254,64 251,84
40 282,98 280,18
48 339,57 336,77
60 424,47 421,67
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Classical timing pulleys

l— F
A PD. +—-1 H
K —fte | e M
Type 7F
Type Bush  Bore

Min Max

6F 2012 14 50
6F 2012 14 50
6F 2012 14 50
6F 2517 16 60
6F 2517 16 60
6F 2517 16 60
6F 2517 16 60
6F 2517 16 60
IIE 2517 16 60
7F 2517 16 60
7F 2517 16 60
7F 2517 16 60
8F 2517 16 60
8 2517 16 60
8 3020 25 75
8 3020 25 75

Taper bushed

7/8” Pitch (22,225 mm)

Dimension

- F

Type 8

Weight
F L kg
651 32 2,60
651 32 310
651 32 3,60
651 45 4,20
651 45 4,80
651 45 6,10
651 45 6,80
651 45 7,40
651 45 8,20
651 45 9,00
651 45 9,60
651 45 9,80
651 45 11,60
651 45 13,30
651 51 19,00
651 51 22,00

- F -

K —ota— |

Type 8F

Designation

PHP 18XH200TB
PHP 19XH200TB
PHP 20XH200TB
PHP 21XH200TB
PHP 22XH200TB
PHP 24XH200TB
PHP 25XH200TB
PHP 26XH200TB
PHP 27XH200TB
PHP 28XH200TB
PHP 30XH200TB
PHP 32XH200TB
PHP 36XH200TB
PHP 40XH200TB
PHP 48XH200TB
PHP 60XH200TB

M




[ Belts

Classical timing pulleys S oo

Do Couplings
> ... Bushings and Hubs
Taper bushed b Sprockets
D o Pulleys
o Smart tools
” M
XH 7/8” Pitch (22,225 mm)
1 —
N N
A PD - - A PD. +—-F H PD.4+— - H
< L
( .
K L M K-t | »ieM K —i- | e M
Type 6F Type 7F Type 8
XH 300
For Belt Width 76,2 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feet PD. 0D. A Min  Max  H F L kg
18 127,34 124,54 141 6F 2012 16 60 - 92,1 45 3,70 PHP 18XH300TB
19 134,41 131,61 146 6F 2517 16 60 - 92,1 45 4,20 PHP 19XH300TB
20 141,49 138,69 155 6F 2517 16 60 - 921 45 4,70 PHP 20XH300TB
21 148,56 145,76 169 6F 2517 16 60 - 92,1 45 5,40 PHP 21XH300TB
22 155,64 152,84 169 6F 2517 16 60 - 921 45 6,00 PHP 22XH300TB
24 169,79 166,99 183 6F 2517 16 60 - 92,1 45 7,60 PHP 24XH300TB
25 176,86 174,06 198 6F 2517 16 60 - 92,1 45 8,70 PHP 25XH300TB
26 183,93 181,13 198 6F 2517 16 60 - 92,1 45 9,80 PHP 26XH300TB
27 191,01 188,21 212 6F 2517 16 60 - 921 45 10,70 PHP 27XH300TB
28 198,09 195,29 212 7F 2517 16 60 134 92,1 45 11,60 PHP 28XH300TB
30 212,23 209,43 226 7F 2517 16 60 134 921 45 11,90 PHP 30XH300TB
32 226,38 223,58 240 7F 3020 25 75 165 92,1 51 13,80 PHP 32XH300TB
36 254,64 251,84 267 7F 3020 25 75 165 92,1 51 16,70 PHP 36XH300TB
40 282,98 280,18 - 8 3020 25 75 165 92,1 51 19,50 PHP 40XH300TB
48 339,57 336,77 - 8 3020 25 75 165 921 51 27,00 PHP 48XH300TB
60 424,47 421,67 - 8 3535 30 100 184 92,1 89 28,00 PHP 60XH300TB
XH 400
For Belt Width 101,6 mm
No. Diameter Type Bush  Bore Dimension Weight Designation
feets PD. 0D. A Min  Max  H F L kg
18 127,34 124,54 141 6F 2012 16 60 - 92,1 45 5,00 PHP 18XH400TB
19 134,41 131,61 146 6F 2517 16 60 - 92,1 45 5,50 PHP 19XH400TB
20 141,49 138,69 155 6F 2517 16 60 - 921 45 6,00 PHP 20XH400TB
21 148,56 145,76 169 6F 2517 16 60 - 92,1 45 6,60 PHP 21XH400TB
22 155,64 152,84 169 6F 2517 16 60 - 921 45 7,20 PHP 22XH400TB
24 169,79 166,99 183 6F 3020 25 75 - 92,1 51 8,40 PHP 24XH400TB
25 176,86 174,06 198 6F 3020 25 75 - 92,1 51 9,40 PHP 25XH400TB
26 183,93 181,13 198 6F 3020 25 75 - 92,1 51 10,30 PHP 26XH400TB
27 191,01 188,21 212 6F 3020 25 75 - 921 51 11,30 PHP 27XH400TB
28 198,09 195,29 212 6F 3020 25 75 - 92,1 51 12,30 PHP 28XH400TB
30 212,23 209,43 226 6F 3020 25 75 - 92,1 51 14,30 PHP 30XH400TB
32 226,38 223,58 240 7F 3020 25 75 165 92,1 51 19,90 PHP 32XH400TB
36 254,64 251,84 267 7F 3020 25 75 165 92,1 51 22,30 PHP 36XH400TB
40 282,98 280,18 - 8 3020 25 75 165 92,1 51 24,60 PHP 40XH400TB
48 339,57 336,77 - 8 3535 30 100 184 921 89 30,00 PHP 48XH400TB
60 424,47 421,67 - 8 3535 30 100 184 92,1 89 40,00 PHP 60XH400TB

Dimensions in millimeters
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Metric timing pulleys

Type T
Pilot bore (RSB)

2,5 mm Pitch

L L
- F —»‘ l«— F
] N
F
\ 7
) | — _
A PD _ _ _ _ L H PD. +—--—-— H A PD. +— - — - H
|/ /)y N
|
Type OF Type 1 Type 1F
Belt Width 4 mm & 6 mm
No. Diameter Type Bore Dimensions Weight  Designation
feEt PD. 0D. A Min Max H L kg
10 7,96 7,45 10 OF - 3 10 10 16 0,001 PHP 16-T2.5-10RSB
11 8,75 8,25 12 OF = 3 10 11 16 0,002 PHP 16-T2.5-11RSB
12 9,54 9,00 13 OF - 4 10 13 16 0,003 PHP 16-T2.5-12RSB
13 10,35 9,95 14 OF - 4 10 14 16 0,004 PHP 16-T2.5-13RSB
14 11,14 10,60 15 OF = 5) 10 15 16 0,004 PHP 16-T2.5-14RSB
15 11,94 11,40 15 OF - 6 10 15 16 0,005 PHP 16-T2.5-15RSB
16 12,73 12,20 16 OF - 7 10 16 16 0,005 PHP 16-T2.5-16RSB
17 13,53 13,00 17 OF 4 7 10 16 16 0,006 PHP 16-T2.5-17RSB
18 14,32 13,80 18 1F 4 7 10 10 16 0,006 PHP 16-T2.5-18RSB
19 15,12 14,60 18 1F 4 7 10 10 16 0,007 PHP 16-T2.5-19RSB
20 15,92 15,40 20 1F 4 7 10 11 16 0,008 PHP 16-T2.5-20RSB
21 16,71 16,20 20 1F 4 7 10 11 16 0,009 PHP 16-T2.5-21RSB
22 17,51 17,00 23 1F 4 7 10 10 16 0,009 PHP 16-T2.5-22RSB
23 18,30 17,80 23 1F 4 8 10 12 16 0,010 PHP 16-T2.5-23RSB
24 19,10 18,55 23 1F 4 8 10 12 16 0,012 PHP 16-T2.5-24RSB
25 19,89 19,35 23 1F 4 9 10 13 16 0,013 PHP 16-T2.5-25RSB
26 20,69 20,15 25 1F 4 9 10 14 16 0,014 PHP 16-T2.5-26RSB
27 21,49 20,90 25 alE 4 9 10 14 16 0,015 PHP 16-T2.5-27RSB
28 22,28 21,75 25 1F 4 9 10 14 16 0,016 PHP 16-T2.5-28RSB
30 23,87 23,35 28 1F 6 10 10 16 16 0,018 PHP 16-T2.5-30RSB
32 25,46 24,95 32 1F 6 10 10 16 16 0,020 PHP 16-T2.5-32RSB
35 27,85 27,35 36 1F 6 10 10 18 16 0,024 PHP 16-T2.5-35RSB
36 28,65 28,10 36 1F 6 13 10 20 16 0,026 PHP 16-T2.5-36RSB
38 30,24 39,70 38 alE 6 13 10 22 16 0,029 PHP 16-T2.5-38RSB
40 31,83 31,30 38 1F 6 13 10 22 16 0,032 PHP 16-T2.5-40RSB
42 33,42 32,90 42 1F 6 15 10 24 16 0,036 PHP 16-T2.5-42RSB
44 35,01 34,50 = 1 6 15 10 24 16 0,040 PHP 16-T2.5-44RSB
45 35,81 35,30 - 1 6 17 10 26 16 0,044 PHP 16-T2.5-45RSB
48 38,20 37,70 = 1 6 17 10 26 16 0,048 PHP 16-T2.5-48RSB
54 42,97 42,45 - 1 8 19 10 30 16 0,056 PHP 16-T2.5-54RSB
57 45,36 44,85 - 1 8 19 10 32 16 0,064 PHP 16-T2.5-57RSB
60 47,75 47,25 = 1 8 22 10 34 16 0,073 PHP 16-T2.5-60RSB
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[ Belts

Metric timing pulleys SR oo

> Couplings
| Bushings and Hubs
Type T D o Sprockets
Pilot bore (RSB) | Pulleys
| Smart tools
2,5 mm Pitch
L L
- F —»‘ . F
L
F
\ -
IS | — —
A PD _ _ _ _ B P +—-——-— H A PD. +—-——-— H
\;\ | 7
Type OF Type 1 Type 1F
Belt Width 10 mm
No. Diameter Type Bore Dimensions Weight  Designation
feets PD. 0D. A Min Max  F H L kg
10 7,96 7.45 10 OF 3 3 14 10 20 0,012  PHP 20-T2.5-10RSB
11 8,75 8,25 12 OF 3 3 14 1 20 0014  PHP 20-T2.5-11RSB
12 9,55 9,00 13 OF 3 4 14 13 20 0,016  PHP 20-T2.5-12RSB
13 10,35 9,95 14 OF 3 4 14 14 20 0018  PHP 20-T2.5-13RSB
14 11,14 1060 14 OF 3 5 14 15 20 0,019  PHP 20-T2.5-14RSB
15 11,94 11,40 15 OF 3 6 14 15 20 0021  PHP 20-T2.5-15RSB
16 12,73 1220 16 OF 4 7 14 16 20 0,025  PHP 20-T2.5-16RSB
17 13,53 1300 17 1F 4 7 14 16 20 0022  PHP 20-T2.5-17RSB
18 14,32 1380 17 1F 4 7 14 10 20 0,031  PHP 20-T2.5-18RSB
19 1512 1460 18 1F 4 7 14 10 20 0036  PHP 20-T2.5-19RSB
20 15,92 1540 19 1F 4 7 14 11 20 0,038  PHP 20-T2.5-20RSB
21 16,71 1620 20 1F 4 7 14 11 20 0042  PHP 20-T2.5-21RSB
22 17,60 1700 22 1F 4 7 14 11 20 0,046  PHP 20-T2.5-22RSB
23 18,30 1780 22 1F 4 8 14 12 20 0050  PHP 20-T2.5-23RSB
24 19,10 1855 22 1F 4 8 14 12 20 0,054  PHP 20-T2.5-24RSB
25 19,89 1935 24 1F 4 9 14 13 20 0058  PHP 20-T2.5-25RSB
26 20,75 2015 26 1F 4 9 14 14 20 0,062  PHP 20-T2.5-26RSB
27 21,49 2090 26 1F 4 9 14 14 20 0,064  PHP 20-T2.5-27RSB
28 22,35 21,75 26 1F 4 9 14 14 20 0,071  PHP 20-T2.5-28RSB
30 23,87 2335 28 1F 6 10 14 16 20 0075  PHP 20-T2.5-30RSB
32 25,47 2695 28 1F 6 10 14 16 20 0,088 PHP 20-T2.5-32RSB
35 27,85 2735 32 1F 6 10 14 18 20 0108  PHP 20-T2.5-35RSB
36 28,65 2810 32 1F 6 13 14 20 20 0114  PHP 20-T2.5-36RSB
38 30,24 3970 34 1F 6 13 14 22 20 0126  PHP 20-T2.5-38RSB
40 31,83 3130 35 1F 6 13 14 22 20 0138  PHP 20-T2.5-40RSB
42 33,42 3290 - 1 6 15 14 24 20 0180  PHP 20-T2.5-42RSB
44 35,01 3450 - 1 6 15 14 24 20 0185  PHP 20-T2.5-44RSB
45 35,81 3530 - 1 6 17 14 26 20 0189  PHP 20-T2.5-45RSB
48 38,20 37,70 - 1 6 17 14 26 20 0,200  PHP 20-T2.5-48RSB
54 42,97 G245 - 1 8 19 14 30 20 0254  PHP 20-T2.5-54RSB
57 4536 4485 - 1 8 19 14 32 20 0,280  PHP 20-T2.5-57RSB
60 47,75 4725 - 1 8 22 14 34 20 0307  PHP 20-T2.5-60RSB
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Metric timing pulleys

Type T
Pilot bore (RSB)

5 mm Pitch

T T

Type 1 Type 1F

Belt Width 10 mm

No. Diameter Type Bore Dimensions Weight  Designation

feet PD. 0D. A Min Max H L kg

10 15,92 1505 20 1F 4 5 15 8 21 0012  PHP 21-T5-10RSB
11 17,51 16,65 22 1F 4 6 15 10 21 0,014  PHP 21-T5-11RSB
12 19,10 18,25 23 1F 4 7 15 12 21 0,016 PHP 21-T5-12RSB
13 20,69 19,85 25 1F 6 8 15 13 21 0,018 PHP 21-T5-13RSB
14 22,29 21,45 26 1F 6 9 15 14 21 0,019 PHP 21-T5-14RSB
15 23,88 23,05 28 1F 6 10 15 16 21 0,021 PHP 21-T5-15RSB
16 25,47 24,60 30 1F 6 11 15 18 21 0,025 PHP 21-T5-16RSB
17 27,06 26,20 32 1F 6 12 15 19 21 0,028 PHP 21-T5-17RSB
18 28,65 27,80 32 1F 6 13 15 20 21 0,031 PHP 21-T5-18RSB
19 30,25 29,40 36 1F 6 14 15 22 21 0,036 PHP 21-T5-19RSB
20 31,83 31,00 36 1F 6 15 15 24 21 0,038 PHP 21-T5-20RSB
21 33,42 32,55 38 1F 6 15 15 24 21 0,042 PHP 21-T5-21RSB
22 35,01 34,15 38 1F 6 15 15 24 21 0,046 PHP 21-T5-22RSB
23 36,61 35,75 42 1F 6 16 15 25 21 0,050 PHP 21-T5-23RSB
24 38,21 37,40 4t 1F 6 17 15 26 21 0,054 PHP 21-T5-24RSB
25 39,80 38,95 4t 1F 6 17 15 26 21 0,058 PHP 21-T5-25RSB
26 41,45 40,60 44 1F 6 17 15 26 21 0,062 PHP 21-T5-26RSB
27 42,98 42,20 48 il 8 19 15 30 21 0,063 PHP 21-T5-27RSB
28 44,56 43,75 48 1F 8 20 15 32 21 0,064 PHP 21-T5-28RSB
30 47,76 46,95 51 1F 8 22 a5 34 21 0,075 PHP 21-T5-30RSB
32 50,94 50,10 54 1F 8 24 15 38 21 0,088 PHP 21-T5-32RSB
35 55,70 54,85 59 1F 8 24 15 38 21 0,101 PHP 21-T5-35RSB
36 57,31 56,45 63 1F 8 24 15 38 21 0,114 PHP 21-T5-36RSB
38 60,48 59,65 66 alE 8 26 15 40 21 0,126 PHP 21-T5-38RSB
40 63,66 62,85 66 1F 8 26 15 40 21 0,138 PHP 21-T5-40RSB
42 66,84 66,00 71 1F 8 26 15 40 21 0,180 PHP 21-T5-42RSB
44 70,20 69,35 = 1 8 29 15 45 21 0,185 PHP 21-T5-44RSB
45 71,62 70,80 - 1 8 31 15 45 21 0,187 PHP 21-T5-45RSB
48 76,39 7555 = 1 8 32 a5 50 21 0,200 PHP 21-T5-48RSB
54 85,94 85,10 - 1 8 35 a5 55 21 0,235 PHP 21-T5-54RSB
57 90,72 89,90 - 1 8 38 15 60 21 0,270 PHP 21-T5-57RSB
60 95,49 94,65 = 1 8 42 15 65 21 0,307 PHP 21-T5-60RSB
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[ Belts

Metric timing pulleys S oo

> Couplings
> ... Bushings and Hubs
Type T D o Sprockets
Pilot bore (RSB) o Pulleys
o Smart tools

5 mm Pitch

T T

Type 1 Type 1F

Belt Width 16 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max  F H L kg

10 15,92 15,05 20 1F 4 5 21 8 27 0,016 PHP 27-T5-10RSB
11 17,51 16,65 22 1F 4 6 21 10 27 0,019 PHP 27-T5-11RSB
12 19,10 18,25 23 1F 4 7 21 12 27 0,022 PHP 27-T5-12RSB
13 20,69 19,85 25 1F 6 8 21 13 27 0,024 PHP 27-T5-13RSB
14 22,29 21,45 26 1F 6 9 21 14 27 0,026 PHP 27-T5-14RSB
15 23,88 23,05 28 1F 6 10 21 16 27 0,029 PHP 27-T5-15RSB
16 25,47 24,60 32 1F 6 11 21 18 27 0,035 PHP 27-T5-16RSB
17 27,06 26,20 32 1F 6 12 21 19 27 0,043 PHP 27-T5-17RSB
18 28,65 27,80 33 1F 6 13 21 20 27 0,046 PHP 27-T5-18RSB
19 30,25 29,40 36 1F 6 14 21 22 27 0,049 PHP 27-T5-19RSB
20 31,83 31,00 36 1F 6 15 21 24 27 0,053 PHP 27-T5-20RSB
21 33,42 32,55 38 alE 6 15 21 24 27 0,053 PHP 27-T5-21RSB
22 35,01 34,15 38 1F 6 15 21 24 27 0,054 PHP 27-T5-22RSB
23 36,61 35,75 42 1F 6 16 21 25 27 0,064 PHP 27-T5-23RSB
24 38,21 37,40 42 1F 6 17 21 26 27 0,076 PHP 27-T5-24RSB
25 39,80 38,95 4t 1F 6 17 21 26 27 0,081 PHP 27-T5-25RSB
26 41,45 40,60 44 1F 6 17 21 26 27 0,085 PHP 27-T5-26RSB
27 42,98 42,20 48 alE 8 19 21 30 27 0,090 PHP 27-T5-27RSB
28 44,56 43,75 48 1F 8 20 21 32 27 0,092 PHP 27-T5-28RSB
30 47,76 46,95 51 1F 8 22 21 34 27 0,105 PHP 27-T5-30RSB
32 50,94 50,10 54 Al 8 24 21 38 27 0,123 PHP 27-T5-32RSB
35 55,70 54,85 59 1F 8 24 21 38 27 0,142 PHP 27-T5-35RSB
36 57,31 56,45 63 1F 8 24 21 38 27 0,160 PHP 27-T5-36RSB
38 60,48 59,65 66 alE 8 26 21 40 27 0,176 PHP 27-T5-38RSB
40 63,66 62,85 66 1F 8 26 21 40 27 0,193 PHP 27-T5-40RSB
42 66,84 66,00 71 1F 8 26 21 40 27 0,205 PHP 27-T5-42RSB
44 70,20 69,35 = 1 8 29 21 45 27 0,228 PHP 27-T5-44RSB
45 71,62 70,80 - 1 8 29 21 45 27 0,256 PHP 27-T5-45RSB
48 76,39 7555 = 1 8 32 21 50 27 0,280 PHP 27-T5-48RSB
54 85,94 85,10 = 1 8 35 21 55 27 0,330 PHP 27-T5-54RSB
57 90,72 89,90 - 1 8 38 21 60 27 0,380 PHP 27-T5-57RSB
60 95,49 94,65 = 1 8 42 21 65 27 0,430 PHP 27-T5-60RSB
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Metric timing pulleys

Type T
Pilot bore (RSB)

5 mm Pitch

T T

Type 1 Type 1F

Belt Width 25 mm

No. Diameter Type Bore Dimensions Weight  Designation

feet PD. 0D. A Max  Min F H L kg

10 15,92 1505 20  1F 5 4 30 8 36 0023  PHP 36-T5-10RSB
11 17,51 16,65 22 1F 6 4 30 10 36 0,027  PHP 36-T5-11RSB
12 19,10 18,25 23 1F 7 4 30 12 36 0,031 PHP 36-T5-12RSB
13 20,69 19,85 25 1F 8 6 30 13 36 0,034 PHP 36-T5-13RSB
14 22,29 21,45 26 1F 9 6 30 14 36 0,037 PHP 36-T5-14RSB
15 23,88 23,05 28 1F 10 6 30 16 36 0,041 PHP 36-T5-15RSB
16 25,47 24,60 32 1F 11 6 30 18 36 0,050 PHP 36-T5-16RSB
17 27,06 26,20 32 1F 12 6 30 19 36 0,056 PHP 36-T5-17RSB
18 28,65 27,80 32 1F 13 6 30 20 36 0,061 PHP 36-T5-18RSB
19 30,25 29,40 36 1F 14 6 30 22 36 0,070 PHP 36-T5-19RSB
20 31,83 31,00 36 1F 15 6 30 24 36 0,076 PHP 36-T5-20RSB
21 33,42 32,55 38 1F 15 6 30 24 36 0,078 PHP 36-T5-21RSB
22 35,01 34,15 38 1F 15 6 30 24 36 0,080 PHP 36-T5-22RSB
23 36,61 35,75 42 1F 15 6 30 25 36 0,094 PHP 36-T5-23RSB
24 38,21 37,40 42 1F 17 6 30 26 36 0,109 PHP 36-T5-24RSB
25 39,80 38,95 4t 1F 17 6 30 26 36 0,116 PHP 36-T5-25RSB
26 41,45 40,60 44 1F 17 6 30 26 36 0,120 PHP 36-T5-26RSB
27 42,98 42,20 48 il 19 8 30 30 36 0,128 PHP 36-T5-27RSB
28 44,56 43,75 48 1F 20 8 30 32 36 0,128 PHP 36-T5-28RSB
30 47,76 46,95 51 1F 22 8 30 34 36 0,150 PHP 36-T5-30RSB
32 50,94 50,10 54 1F 24 8 30 38 36 0,176 PHP 36-T5-32RSB
35 55,70 54,85 59 1F 24 8 30 38 36 0,205 PHP 36-T5-35RSB
36 57,31 56,45 63 1F 24 8 30 38 36 0,230 PHP 36-T5-36RSB
38 60,48 59,65 66 alE 26 8 30 40 36 0,253 PHP 36-T5-38RSB
40 63,66 62,85 66 1F 26 8 30 40 36 0,276 PHP 36-T5-40RSB
42 66,84 66,00 71 1F 26 8 30 40 36 0,284 PHP 36-T5-42RSB
44 70,20 69,35 = 1 29 8 30 45 36 0,316 PHP 36-T5-44RSB
45 71,62 70,80 - 1 29 8 30 45 36 0,358 PHP 36-T5-45RSB
48 76,39 7555 = 1 32 8 30 50 36 0,400 PHP 36-T5-48RSB
54 85,94 85,10 - 1 35 8 30 55 36 0,471 PHP 36-T5-54RSB
57 90,72 89,90 - 1 38 8 30 60 36 0,542 PHP 36-T5-57RSB
60 95,49 94,65 = 1 42 8 30 65 36 0,614 PHP 36-T5-60RSB
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[ Belts

Metric timing pulleys S oo

Do Couplings
| Bushings and Hubs
Type T D o Sprockets
Pilot bore (RSB) Do Pulleys
> o Smart tools

10 mm Pitch

T T

Type 1 Type 1F

Belt Width 16 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max H L kg

12 38,20 36,35 42 1F 6 18 21 28 31 0,076 PHP 31-T10-12RSB
13 41,38 39,55 44 1F 6 19 21 32 31 0,092 PHP 31-T10-13RSB
14 44,56 42,70 48 1F 8 21 21 32 31 0,104 PHP 31-T10-14RSB
15 47,75 45,90 51 1F 8 21 21 32 31 0,116 PHP 31-T10-15RSB
16 50,93 49,10 54 1F 8 23 21 35 31 0,134 PHP 31-T10-16RSB
17 54,11 52,25 58 alE 8 24 21 38 31 0,151 PHP 31-T10-17RSB
18 57,29 55,45 60 1F 8 26 21 40 31 0,167 PHP 31-T10-18RSB
19 60,48 58,65 66 1F 8 28 21 44 31 0,184 PHP 31-T10-19RSB
20 63,66 61,80 66 1F 8 30 21 46 31 0,208 PHP 31-T10-20RSB
21 66,85 65,00 71 1F 8 36 21 48 31 0,230 PHP 31-T10-21RSB
22 70,03 68,20 75 1F 8 34 21 52 31 0,253 PHP 31-T10-22RSB
23 73,21 71,35 77 alE 8 36 21 55 31 0,270 PHP 31-T10-23RSB
24 76,39 74,55 83 1F 8 38 21 58 31 0,288 PHP 31-T10-24RSB
25 79,58 77,75 83 1F 8 39 21 60 31 0,310 PHP 31-T10-25RSB
26 82,76 80,90 87 1F 8 39 21 60 31 0,357 PHP 31-T10-26RSB
27 85,95 84,10 91 1F 8 39 21 60 31 0,364 PHP 31-T10-27RSB
28 89,25 87,25 93 1F 8 39 21 60 31 0,401 PHP 31-T10-28RSB
30 95,49 93,65 99 alE 8 39 21 60 31 0,441 PHP 31-T10-30RSB
32 101,86 100,00 106 1F 10 42 21 65 31 0,493 PHP 31-T10-32RSB
35 111,41 109,55 115 1F 10 45 21 70 31 0,558 PHP 31-T10-35RSB
36 114,59 112,75 119 Al 10 45 21 70 31 0,623 PHP 31-T10-36RSB
38 120,96 119,10 125 1F 10 48 21 75 31 0,688 PHP 31-T10-38RSB
40 127,32 125,45 131 1F 10 52 21 80 31 0,767 PHP 31-T10-40RSB
42 133,69 131,85 - 1 10 52 21 80 31 0,878 PHP 31-T10-42RSB
[ 140,06 13820 - 1 10 57 21 88 31 0,993 PHP 31-T10-44RSB
45 143,24 141,40 - 1 16 57 21 90 31 1,041 PHP 31-T10-45RSB
48 152,78 150,95 - 1 16 62 21 95 31 1,090 PHP 31-T10-48RSB
54 171,89 170,05 - 1 16 66 21 100 31 1,296 PHP 31-T10-54RSB
57 181,44 179,60 - 1 16 66 21 110 31 1,502 PHP 31-T10-57RSB
60 190,98 189,15 = 1 16 72 21 110 31 1,710 PHP 31-T10-60RSB
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Metric timing pulleys

Type T
Pilot bore (RSB)

T T

Type 1 Type 1F

Belt Width 25 mm

No. Diameter Type Bore Dimensions Weight  Designation

feet PD. 0D. A Min Max H L kg

12 38,20 36,35 42 1F 6 18 30 28 40 0,099 PHP 40-T10-12RSB
13 41,38 39,55 44 1F 6 19 30 30 40 0,116 PHP 40-T10-13RSB
14 44,56 42,70 48 1F 8 21 30 32 40 0,134 PHP 40-T10-14RSB
15 47,75 45,90 51 1F 8 21 30 32 40 0,152 PHP 40-T10-15RSB
16 50,93 49,10 54 1F 8 23 30 35 40 0,176 PHP 40-T10-16RSB
17 54,11 52,25 58 1F 8 24 30 37 40 0,202 PHP 40-T10-17RSB
18 57,29 55,45 60 1F 8 26 30 40 40 0,224 PHP 40-T10-18RSB
19 60,48 58,65 66 1F 8 28 30 44 40 0,247 PHP 40-T10-19RSB
20 63,66 61,80 66 1F 8 30 30 46 40 0,276 PHP 40-T10-20RSB
21 66,85 65,00 71 1F 8 32 30 49 40 0,304 PHP 40-T10-21RSB
22 70,03 68,20 75 1F 8 34 30 52 40 0,337 PHP 40-T10-22RSB
23 73,21 71,35 77 1F 8 36 30 55 40 0,362 PHP 40-T10-23RSB
24 76,39 74,55 83 1F 8 38 30 58 40 0,392 PHP 40-T10-24RSB
25 79,58 77,75 83 1F 8 39 30 60 40 0,422 PHP 40-T10-25RSB
26 82,76 80,90 87 1F 8 39 30 60 40 0,477 PHP 40-T10-26RSB
27 85,95 84,10 91 1F 8 39 30 60 40 0,536 PHP 40-T10-27RSB
28 89,25 87,25 93 1F 8 39 30 60 40 0,540 PHP 40-T10-28RSB
30 95,49 93,65 99 il 8 39 30 60 40 0,640 PHP 40-T10-30RSB
32 101,86 100,00 106 1F 10 42 30 65 40 0,693 PHP 40-T10-32RSB
35 111,41 109,55 115 1F 10 45 30 70 40 0,783 PHP 40-T10-35RSB
36 114,59 112,75 119 1F 10 45 30 70 40 0,873 PHP 40-T10-36RSB
38 120,96 119,10 125 1F 10 48 30 75 40 0,970 PHP 40-T10-38RSB
40 127,32 125,45 131 1F 10 52 30 80 40 1,067 PHP 40-T10-40RSB
42 133,69 131,85 - 1 10 52 30 80 40 1,208 PHP 40-T10-42RSB
44 140,06 138,20 - 1 10 57 30 88 40 1,350 PHP 40-T10-44RSB
45 143,24 141,40 - 1 16 59 30 90 40 1,433 PHP 40-T10-45RSB
48 152,78 150,95 - 1 16 62 30 95 40 1,516 PHP 40-T10-48RSB
54 171,89 170,05 - 1 16 65 30 100 40 1,790 PHP 40-T10-54RSB
57 181,44 179,60 - 1 16 72 30 110 40 2,064 PHP 40-T10-57RSB
60 190,98 189,15 - 1 16 72 30 110 40 2,339 PHP 40-T10-60RSB
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[ Belts

Metric timing pulleys S oo

Do Couplings
| Bushings and Hubs
Type T D o Sprockets
Pilot bore (RSB) Do Pulleys
> o Smart tools

10 mm Pitch

T T

Type 1 Type 1F

Belt Width 32 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max H L kg

18 57,30 55,45 60 1F 10 26 37 40 47 0,253 PHP 47-T10-18RSB
19 60,48 58,65 66 1F 10 28 37 44 47 0,286 PHP 47-T10-19RSB
20 63,66 61,80 66 1F 12 30 37 46 47 0,322 PHP 47-T10-20RSB
21 66,85 65,00 71 1F 12 32 37 49 47 0,357 PHP 47-T10-21RSB
22 70,03 68,20 75 1F 12 34 37 52 47 0,393 PHP 47-T10-22RSB
23 73,21 71,35 77 alE 12 36 37 55 47 0,434 PHP 47-T10-23RSB
24 76,39 74,55 83 1F 12 38 37 58 47 0,475 PHP 47-T10-24RSB
25 79,58 77,75 83 1F 12 39 37 60 47 0,527 PHP 47-T10-25RSB
26 82,76 80,90 87 1F 12 39 37 60 47 0,564 PHP 47-T10-26RSB
27 85,94 84,10 91 1F 12 39 37 60 47 0,602 PHP 47-T10-27RSB
28 89,13 87,25 93 1F 12 39 37 60 47 0,642 PHP 47-T10-28RSB
30 95,49 93,65 99 alE 12 39 37 60 47 0,740 PHP 47-T10-30RSB
32 101,86 100,00 106 1F 12 42 37 65 47 0,844 PHP 47-T10-32RSB
35 111,41 109,55 115 1F 16 45 37 70 47 0,963 PHP 47-T10-35RSB
36 114,59 112,75 119 1F 16 45 37 70 47 1,083 PHP 47-T10-36RSB
38 120,96 119,10 125 1F 16 48 37 75 47 1,200 PHP 47-T10-38RSB
40 127,32 125,45 131 1F 16 52 37 80 47 1,317 PHP 47-T10-40RSB
42 133,69 131,85 - 1 16 52 37 80 47 1,464 PHP 47-T10-42RSB
44 140,06 13820 - 1 16 57 37 88 47 1,611 PHP 47-T10-44RSB
45 143,24 141,40 - 1 16 58 37 90 47 1,771 PHP 47-T10-45RSB
48 152,79 150,95 - 1 16 62 37 95 47 1,931 PHP 47-T10-48RSB
54 171,89 170,05 - 1 16 65 37 100 47 2,288 PHP 47-T10-54RSB
57 181,44 179,60 - 1 16 72 37 110 47 2,645 PHP 47-T10-57RSB
60 190,99 189,15 - 1 16 72 37 110 47 3,004 PHP 47-T10-60RSB



Metric timing pulleys

Type T
Pilot bore (RSB)

T T

Type 1 Type 1F

Belt Width 50 mm

No. Diameter Type Bore Dimensions Weight  Designation

feet PD. 0D. A Min Max H L kg

18 57,30 55,45 60 1F 10 26 56 40 66 0,422 PHP 66-T10-18RSB
19 60,48 58,65 66 1F 10 28 56 44 66 0,466 PHP 66-T10-19RSB
20 63,66 61,80 66 1F 12 30 56 46 66 0,520 PHP 66-T10-20RSB
21 66,85 65,00 71 1F 12 32 56 49 66 0,545 PHP 66-T10-21RSB
22 70,03 68,20 75 1F 12 34 56 52 66 0,570 PHP 66-T10-22RSB
23 73,21 71,35 77 1F 12 36 56 55 66 0,653 PHP 66-T10-23RSB
24 76,39 74,55 83 1F 12 38 56 58 66 0,736 PHP 66-T10-24RSB
25 79,58 77,75 83 1F 12 39 56 60 66 0,766 PHP 66-T10-25RSB
26 82,76 80,90 87 1F 12 39 56 60 66 0,816 PHP 66-T10-26RSB
27 85,94 84,10 91 1F 12 39 56 60 66 0,946 PHP 66-T10-27RSB
28 89,13 87,25 93 1F 12 39 56 60 66 0,960 PHP 66-T10-28RSB
30 95,49 93,65 99 1F 12 39 56 60 66 1,169 PHP 66-T10-30RSB
32 101,86 100,00 106 1F 12 42 56 65 66 1,300 PHP 66-T10-32RSB
35 111,41 109,55 115 1F 16 45 56 70 66 1,468 PHP 66-T10-35RSB
36 114,59 112,75 119 1F 16 45 56 70 66 1,637 PHP 66-T10-36RSB
38 120,96 119,10 125 1F 16 48 56 75 66 1,818 PHP 66-T10-38RSB
40 127,32 125,45 131 1F 16 52 56 80 66 1,999 PHP 66-T10-40RSB
42 133,69 131,85 - 1 16 57 56 80 66 2,178 PHP 66-T10-42RSB
44 140,06 138,20 - 1 16 52 56 88 66 2,357 PHP 66-T10-44RSB
45 143,24 141,40 - 1 16 58 56 90 66 2,593 PHP 66-T10-45RSB
48 152,79 150,95 - 1 16 62 56 95 66 2,830 PHP 66-T10-48RSB
54 171,89 170,05 - 1 16 65 56 100 66 3,342 PHP 66-T10-54RSB
57 181,44 179,60 - 1 16 72 56 110 66 3,854 PHP 66-T10-57RSB
60 190,99 189,15 - 1 16 72 56 110 66 4,366 PHP 66-T10-60RSB
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[ Belts

Metric timing pulleys SR oo

> Couplings
| Bushings and Hubs
Type AT D o Sprockets
Pilot bore (RSB) Do Pulleys
o Smart tools

5 mm Pitch

T T

Type 1 Type 1F

Belt Width 10 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max  F H L kg

10 15,92 14,65 20 1F 4 5 15 8 21 0,012 PHP 21-AT5-10RSB
12 19,10 17,85 23 1F 4 7 15 12 21 0,016 PHP 21-AT5-12RSB
13 20,69 19,45 25 1F 6 8 15 13 21 0,018 PHP 21-AT5-13RSB
14 22,29 21,05 26 1F 6 9 15 14 21 0,019 PHP 21-AT5-14RSB
15 23,88 22,65 28 1F 6 10 15 16 21 0,021 PHP 21-AT5-15RSB
16 25,47 24,20 32 alE 6 11 15 18 21 0,025 PHP 21-AT5-16RSB
17 27,06 25,80 32 1F 6 12 15 19 21 0,028 PHP 21-AT5-17RSB
18 28,65 27,40 32 1F 6 13 15 20 21 0,031 PHP 21-AT5-18RSB
19 30,25 29,00 36 1F 6 14 s 22 21 0,036 PHP 21-AT5-19RSB
20 31,83 30,60 36 1F 6 15 15 23 21 0,038 PHP 21-AT5-20RSB
21 33,42 32,20 38 1F 6 15 15 24 21 0,042 PHP 21-AT5-21RSB
22 35,02 33,85 38 alE 6 15 15 24 21 0,046 PHP 21-AT5-22RSB
23 36,61 35,40 42 1F 6 17 15 25 21 0,050 PHP 21-AT5-23RSB
24 38,21 37,00 44 1F 6 17 15 26 21 0,054 PHP 21-AT5-24RSB
25 39,80 38,60 4t 1F 6 17 15 26 21 0,058 PHP 21-AT5-25RSB
26 41,38 40,20 4t 1F 6 17 15 26 21 0,062 PHP 21-AT5-26RSB
27 42,98 41,80 48 1F 8 19 15 30 21 0,064 PHP 21-AT5-27RSB
28 44,56 43,35 48 alE 8 20 15 32 21 0,071 PHP 21-AT5-28RSB
30 47,76 46,55 51 1F 8 22 15 34 21 0,075 PHP 21-AT5-30RSB
32 50,94 49,70 54 1F 8 24 jli5 38 21 0,088 PHP 21-AT5-32RSB
36 57,31 56,05 63 Al 8 24 15 38 21 0,114 PHP 21-AT5-36RSB
38 60,48 59,25 66 1F 8 26 15 40 21 0,126 PHP 21-AT5-38RSB
40 63,66 62,45 66 1F 8 26 15 40 21 0,138 PHP 21-AT5-40RSB
42 66,74 65,60 71 alE 8 26 15 40 21 0,180 PHP 21-AT5-42RSB
44 70,05 68,80 - 1 8 29 15 45 21 0,185 PHP 21-AT5-44RSB
45 71,62 70,35 = 1 8 29 jli5 45 21 0,192 PHP 21-AT5-45RSB
48 76,42 75,15 = 1 8 32 15 50 21 0,200 PHP 21-AT5-48RSB
60 95,52 94,25 - 1 8 37 15 65 21 0,307 PHP 21-AT5-60RSB
72 114,62 113,15 - 1 10 42 15 80 21 0,410 PHP 21-AT5-72RSB
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Metric timing pulleys

Type AT
Pilot bore (RSB)

5 mm Pitch

T T

Type 1 Type 1F

Belt Width 16 mm

No. Diameter Type Bore Dimensions Weight  Designation

feet PD. 0D. A Min Max H L kg

10 15,92 14,65 20 1F 4 5 21 8 27 0,016 PHP 27-AT5-10RSB
12 191 17,85 23 1F 4 7 21 12 27 0,022 PHP 27-AT5-12RSB
13 20,69 19,45 25 1F 6 8 21 13 27 0,024 PHP 27-AT5-13RSB
14 22,29 21,05 26 1F 6 9 21 14 27 0,026 PHP 27-AT5-14RSB
15 23,88 22,65 28 1F 6 10 21 16 27 0,029 PHP 27-AT5-15RSB
16 25,47 24,20 32 1F 6 11 21 18 27 0,035 PHP 27-AT5-16RSB
17 27,06 25,80 32 1F 6 12 21 19 27 0,039 PHP 27-AT5-17RSB
18 28,65 27,40 32 1F 6 13 21 20 27 0,043 PHP 27-AT5-18RSB
19 30,25 29,00 36 1F 6 14 21 22 27 0,049 PHP 27-AT5-19RSB
20 31,83 30,60 36 1F 6 15 21 23 27 0,053 PHP 27-AT5-20RSB
21 33,42 32,20 38 1F 6 15 21 24 27 0,053 PHP 27-AT5-21RSB
22 35,02 33,85 38 1F 6 15 21 24 27 0,054 PHP 27-AT5-22RSB
23 36,61 35,40 42 1F 6 17 21 25 27 0,065 PHP 27-AT5-23RSB
24 38,21 37,00 44 1F 6 17 21 26 27 0,076 PHP 27-AT5-24RSB
25 39,8 38,60 4t 1F 6 17 21 26 27 0,081 PHP 27-AT5-25RSB
26 41,38 40,20 4t 1F 6 17 21 26 27 0,085 PHP 27-AT5-26RSB
27 42,98 41,80 48 1F 8 19 21 30 27 0,090 PHP 27-AT5-27RSB
28 44,56 43,35 48 alE 8 20 21 32 27 0,092 PHP 27-AT5-28RSB
30 47,76 46,55 51 1F 8 22 21 34 27 0,105 PHP 27-AT5-30RSB
32 50,94 49,70 54 1F 8 24 21 38 27 0,123 PHP 27-AT5-32RSB
36 57,31 56,05 63 1F 8 24 21 38 27 0,160 PHP 27-AT5-36RSB
38 60,48 59,25 66 1F 8 26 21 40 27 0,176 PHP 27-AT5-38RSB
40 63,66 62,45 66 1F 8 26 21 40 27 0,193 PHP 27-AT5-40RSB
42 66,74 65,60 71 alE 8 26 21 40 27 0,205 PHP 27-AT5-42RSB
44 70,05 68,80 - 1 8 29 21 45 27 0,228 PHP 27-AT5-44RSB
45 71,62 70,35 = 1 8 29 21 45 27 0,256 PHP 27-AT5-45RSB
48 76,42 75,15 = 1 8 32 21 50 27 0,280 PHP 27-AT5-48RSB
60 95,52 94,25 - 1 8 37 21 65 27 0,430 PHP 27-AT5-60RSB
72 114,62 113,15 - 1 10 42 21 80 27 0,410 PHP 27-AT5-72RSB
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[ Belts

Metric timing pulleys SR oo

> Couplings
| Bushings and Hubs
Type AT D o Sprockets
Pilot bore (RSB) Do Pulleys
o Smart tools

5 mm Pitch

T T

Type 1 Type 1F

Belt Width 25 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max  F H L kg

10 15,92 14,65 20 1F 4 5 30 8 36 0,023 PHP 36-AT5-10RSB
12 19,10 17,85 23 1F 6 7 30 12 36 0,031 PHP 36-AT5-12RSB
13 20,69 19,45 25 1F 6 8 30 13 36 0,034 PHP 36-AT5-13RSB
14 22,29 21,05 26 1F 6 9 30 14 36 0,037 PHP 36-AT5-14RSB
15 23,88 22,65 28 1F 6 10 30 16 36 0,041 PHP 36-AT5-15RSB
16 25,47 24,20 32 alE 6 11 30 18 36 0,050 PHP 36-AT5-16RSB
17 27,06 25,80 32 1F 6 12 30 19 36 0,055 PHP 36-AT5-17RSB
18 28,65 27,40 32 1F 6 13 30 20 36 0,061 PHP 36-AT5-18RSB
19 30,25 29,00 36 1F 6 14 30 22 36 0,070 PHP 36-AT5-19RSB
20 31,83 30,60 36 1F 6 15 30 23 36 0,076 PHP 36-AT5-20RSB
21 33,42 32,20 38 1F 6 15 30 24 36 0,078 PHP 36-AT5-21RSB
22 35,02 33,85 38 1F 6 15 30 24 36 0,080 PHP 36-AT5-22RSB
23 36,61 35,40 42 1F 6 16 30 25 36 0,094 PHP 36-AT5-23RSB
24 38,21 37,00 44 1F 8 17 30 26 36 0,109 PHP 36-AT5-24RSB
25 39,80 38,60 4t 1F 8 17 30 26 36 0,116 PHP 36-AT5-25RSB
26 41,38 40,20 4t 1F 8 17 30 26 36 0,120 PHP 36-AT5-26RSB
27 42,98 41,80 48 1F 8 19 30 30 36 0,128 PHP 36-AT5-27RSB
28 44,56 43,35 48 alE 8 20 30 32 36 0,128 PHP 36-AT5-28RSB
30 47,76 46,55 51 1F 8 22 30 34 36 0,150 PHP 36-AT5-30RSB
32 50,94 49,70 54 1F 8 24 30 38 36 0,176 PHP 36-AT5-32RSB
36 57,31 56,05 63 Al 8 24 30 38 36 0,230 PHP 36-AT5-36RSB
38 60,48 59,25 66 1F 8 26 30 40 36 0,253 PHP 36-AT5-38RSB
40 63,66 62,45 66 1F 8 26 30 40 36 0,276 PHP 36-AT5-40RSB
42 66,74 65,60 71 alE 8 26 30 40 36 0,284 PHP 36-AT5-42RSB
44 70,05 68,80 - 1 8 29 30 45 36 0,315 PHP 36-AT5-44RSB
45 71,62 70,35 = 1 8 30 30 45 36 0,355 PHP 36-AT5-45RSB
48 76,42 75,15 = 1 8 32 30 50 36 0,400 PHP 36-AT5-48RSB
60 95,52 94,25 - 1 8 37 30 65 36 0,614 PHP 36-AT5-60RSB
72 114,62 113,15 - 1 10 42 30 80 36 0,830 PHP 36-AT5-72RSB
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Metric timing pulleys

Type AT
Pilot bore (RSB)

T T

Type 1 Type 1F

Belt Width 16 mm

No. Diameter Type Bore Dimensions Weight  Designation

feet PD. 0D. A Min Max H L kg

12 38,20 36,35 42 1F 6 18 21 28 31 0,076 PHP 31-AT10-12RSB
14 44,60 42,70 48 1F 8 21 21 32 31 0,104 PHP 31-AT10-14RSB
15 47,75 45,90 51 1F 8 21 21 32 31 0,116 PHP 31-AT10-15RSB
16 50,93 49,05 54 1F 8 23 21 35 31 0,134 PHP 31-AT10-16RSB
17 5411 52,25 58 1F 8 24 21 38 31 0,150 PHP 31-AT10-17RSB
18 57,29 55,45 60 1F 8 26 21 40 31 0,166 PHP 31-AT10-18RSB
19 60,48 58,65 66 1F 8 28 21 44 31 0,185 PHP 31-AT10-19RSB
20 63,66 61,80 66 1F 8 30 21 46 31 0,209 PHP 31-AT10-20RSB
21 66,85 65,00 71 1F 8 32 21 48 31 0,230 PHP 31-AT10-21RSB
22 70,03 68,15 75 1F 8 34 21 52 31 0,251 PHP 31-AT10-22RSB
23 73,21 71,35 77 1F 8 36 21 55 31 0,269 PHP 31-AT10-23RSB
24 76,39 74,55 83 1F 8 38 21 58 31 0,288 PHP 31-AT10-24RSB
25 79,58 77,75 83 1F 8 39 21 60 31 0,309 PHP 31-AT10-25RSB
26 82,76 80,90 87 1F 8 39 21 60 31 0,358 PHP 31-AT10-26RSB
27 85,95 84,10 91 1F 8 39 21 60 31 0,364 PHP 31-AT10-27RSB
28 89,25 87,25 93 1F 8 39 21 60 31 0,400 PHP 31-AT10-28RSB
30 95,49 93,65 99 1F 8 39 21 60 31 0,440 PHP 31-AT10-30RSB
32 101,86 100,00 106 alE 10 42 21 65 31 0,494 PHP 31-AT10-32RSB
36 114,59 112,75 119 1F 10 45 21 70 31 0,625 PHP 31-AT10-36RSB
38 120,96 119,10 125 1F 10 48 21 75 31 0,696 PHP 31-AT10-38RSB
40 127,32 125,45 131 1F 10 52 21 80 31 0,766 PHP 31-AT10-40RSB
42 133,69 131,85 - 1 10 57 21 80 31 0,880 PHP 31-AT10-42RSB
44 140,05 138,20 - 1 10 57 21 88 31 0,994 PHP 31-AT10-44RSB
45 143,24 141,40 - 1 16 59 21 90 31 1,010 PHP 31-AT10-45RSB
48 152,78 150,95 - 1 16 62 21 95 31 1,090 PHP 31-AT10-48RSB
60 190,98 189,15 - 1 16 72 21 110 31 1,710 PHP 31-AT10-60RSB
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[ Belts

Metric timing pulleys SR oo

> Couplings
| Bushings and Hubs
Type AT D o Sprockets
Pilot bore (RSB) Do Pulleys
o Smart tools

10 mm Pitch

T T

Type 1 Type 1F

Belt Width 25 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max  F H L kg

12 38,2 36,4 42 1F 6 18 30 28 40 0,099 PHP 40-AT10-12RSB
14 44,6 42,7 48 1F 8 21 30 32 40 0,134 PHP 40-AT10-14RSB
15 47,8 45,9 51 1F 8 21 30 32 40 0,152 PHP 40-AT10-15RSB
16 50,9 49,1 54 1F 8 23 30 35 40 0,176 PHP 40-AT10-16RSB
17 54,1 52,2 58 1F 8 24 30 37 40 0,200 PHP 40-AT10-17RSB
18 57,3 55,5 60 1F 8 26 30 40 40 0,224 PHP 40-AT10-18RSB
19 60,5 58,6 66 1F 8 28 30 44 40 0,247 PHP 40-AT10-19RSB
20 63,7 61,8 66 1F 8 30 30 46 40 0,276 PHP 40-AT10-20RSB
21 66,8 65,0 71 1F 8 32 30 49 40 0,306 PHP 40-AT10-21RSB
22 70,0 68,2 75 1F 8 34 30 52 40 0,337 PHP 40-AT10-22RSB
23 73,2 713 77 1F 8 36 30 55} 40 0,364 PHP 40-AT10-23RSB
24 76,4 74,5 83 alE 8 38 30 58 40 0,392 PHP 40-AT10-24RSB
25 79,6 77,8 83 1F 8 39 30 60 40 0,422 PHP 40-AT10-25RSB
26 82,8 80,9 87 1F 8 39 30 60 40 0,477 PHP 40-AT10-26RSB
27 86,0 84,1 91 1F 8 39 30 60 40 0,536 PHP 40-AT10-27RSB
28 89,2 87,2 93 1F 8 39 30 60 40 0,540 PHP 40-AT10-28RSB
30 95,5 93,7 99 1F 8 39 30 60 40 0,640 PHP 40-AT10-30RSB
32 101,9 100,0 106 alE 10 42 30 65 40 0,693 PHP 40-AT10-32RSB
36 114,6 1128 119 1F 10 45 30 70 40 0,873 PHP 40-AT10-36RSB
38 121,0 1191 125 1F 10 48 30 75 40 0,970 PHP 40-AT10-38RSB
40 127,3 125,5 131 Al 10 52 30 80 40 1,067 PHP 40-AT10-40RSB
42 133,7 131,8 - 1 10 57 30 80 40 1,208 PHP 40-AT10-42RSB
44 140,1 138,2 = 1 10 57 30 88 40 1,350 PHP 40-AT10-44RSB
45 143,2 1414 - 1 16 59 30 90 40 1,433 PHP 40-AT10-45RSB
48 152,8 150,9 - 1 16 62 30 95 40 1,516 PHP 40-AT10-48RSB
60 191,0 189,2 = 1 16 72 30 110 40 2,339 PHP 40-AT10-60RSB
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Metric timing pulleys

Type AT
Pilot bore (RSB)

T T

Type 1 Type 1F

Belt Width 32 mm

No. Diameter Type Bore Dimensions Weight  Designation

feEt PD. 0D. A Min Max H L kg

18 57,29 55,45 60 1F 8 26 37 40 47 0,253 PHP 47-AT10-18RSB
19 60,48 58,65 66 1F 8 28 37 44 47 0,286 PHP 47-AT10-19RSB
20 63,66 61,80 66 1F 8 30 37 46 47 0,322 PHP 47-AT10-20RSB
21 66,85 65,00 71 1F 8 32 37 49 47 0,357 PHP 47-AT10-21RSB
22 70,03 68,15 75 1F 8 34 37 52 47 0,393 PHP 47-AT10-22RSB
23 73,21 71,35 77 1F 8 36 37 55 47 0,434 PHP 47-AT10-23RSB
24 76,39 74,55 83 1F 8 38 37 58 47 0,475 PHP 47-AT10-24RSB
25 79,58 77,75 83 1F 8 39 37 60 47 0,527 PHP 47-AT10-25RSB
26 82,76 80,90 87 1F 8 39 37 60 47 0,564 PHP 47-AT10-26RSB
27 85,95 84,10 91 1F 8 39 37 60 47 0,602 PHP 47-AT10-27RSB
28 89,25 87,25 93 1F 8 39 37 60 47 0,642 PHP 47-AT10-28RSB
30 95,49 93,65 99 1F 8 39 37 60 47 0,740 PHP 47-AT10-30RSB
32 101,86 100,00 106 1F 10 42 37 65 47 0,844 PHP 47-AT10-32RSB
35 111,41 109,55 115 1F 10 45 37 70 47 0,963 PHP 47-AT10-35RSB
36 114,59 112,75 119 1F 10 45 37 70 47 1,083 PHP 47-AT10-36RSB
38 120,96 119,10 125 1F 10 48 37 75 47 1,200 PHP 47-AT10-38RSB
40 127,32 125,45 131 1F 10 52 37 80 47 1,317 PHP 47-AT10-40RSB
42 133,69 131,85 - 1 10 57 37 80 47 1,464 PHP 47-AT10-42RSB
44 140,20 138,20 - 1 10 57 37 88 47 1,611 PHP 47-AT10-44RSB
45 143,24 141,40 - 1 10 59 37 90 47 1,771 PHP 47-AT10-45RSB
48 152,78 150,95 - 1 16 62 37 95 47 1,931 PHP 47-AT10-48RSB
54 171,89 170,05 - 1 16 66 37 100 47 2,287 PHP 47-AT10-54RSB
57 181,44 179,60 - 1 16 72 37 110 47 2,643 PHP 47-AT10-57RSB
60 190,98 189,15 - 1 16 72 37 110 47 3,004 PHP 47-AT10-60RSB
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[ Belts

Metric timing pulleys SR oo

Do Couplings
| Bushings and Hubs
Type AT D o Sprockets
Pilot bore (RSB) Do Pulleys
o Smart tools

10 mm Pitch

T T

PD. +—-———-— H A PD. +—— - H
Type 1 Type 1F

Belt Width 50 mm

No. Diameter Type Bore Dimensions Weight  Designation

feets PD. 0D. A Min Max  F H L kg

18 57,29 55,45 60 1F 10 26 56 40 66 0,422 PHP 66-AT10-18RSB
19 60,48 58,65 66 1F 10 28 56 44 66 0,466 PHP 66-AT10-19RSB
20 63,66 61,80 66 1F 12 30 56 46 66 0,520 PHP 66-AT10-20RSB
21 66,85 65,00 71 1F 12 32 56 49 66 0,550 PHP 66-AT10-21RSB
22 70,20 68,15 75 1F 12 34 56 52 66 0,570 PHP 66-AT10-22RSB
23 73,21 71,35 77 alE 12 36 56 55 66 0,653 PHP 66-AT10-23RSB
24 76,39 74,55 83 1F 12 38 56 58 66 0,736 PHP 66-AT10-24RSB
25 79,58 77,75 83 1F 12 39 56 60 66 0,766 PHP 66-AT10-25RSB
26 82,76 80,90 87 1F 12 39 56 60 66 0,816 PHP 66-AT10-26RSB
27 85,95 84,10 90 1F 12 39 56 60 66 0,946 PHP 66-AT10-27RSB
28 89,25 87,25 93 1F 12 39 56 60 66 0,960 PHP 66-AT10-28RSB
30 95,49 93,65 99 alE 12 39 56 60 66 1,169 PHP 66-AT10-30RSB
32 101,86 100,00 106 1F 12 42 56 65 66 1,300 PHP 66-AT10-32RSB
35 111,41 109,55 115 1F 16 45 56 70 66 1,468 PHP 66-AT10-35RSB
36 114,59 112,75 119 1F 16 45 56 70 66 1,637 PHP 66-AT10-36RSB
38 120,96 119,10 125 1F 16 48 56 75 66 1,818 PHP 66-AT10-38RSB
40 127,32 125,45 131 1F 16 52 56 80 66 1,999 PHP 66-AT10-40RSB
42 133,69 131,85 - 1 16 57 56 80 66 2,178 PHP 66-AT10-42RSB
44 140,20 13820 - 1 16 57 56 88 66 2,357 PHP 66-AT10-44RSB
45 143,24 141,40 - 1 16 59 56 90 66 2,593 PHP 66-AT10-45RSB
48 152,78 150,95 - 1 16 62 56 95 66 2,830 PHP 66-AT10-48RSB
54 171,89 170,05 - 1 16 66 56 100 66 3,342 PHP 66-AT10-54RSB
57 181,44 179,60 - 1 16 72 56 110 66 3,854 PHP 66-AT10-57RSB
60 190,98 189,145 - 1 16 72 56 110 66 4,366 PHP 66-AT10-60RSB
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